
TABLE OF AUTOCLAVES: PHP CAMPUS list for service and pressure testing 2026
	No
	Autoclave or boiler
	Serial no.                          

	1
	Industrial Armsco autoclave (G6) 
	s/n V986                             

	2
	Boiler (G6)
	s/n A1627                      

	Block D Bacterial Disease (BD)

	3
	ALP Autoclave CL32L (C31)
	s/n 811049

	Block A Virology diagnostics

	4
	Sturdy Industrial SA-300VL Washroom
	s/n 220915001-010

	Block L West   Biological Nitrogen Fixation (BNF)

	5
	Sturdy autoclave SA-300VL (L9)
	s/n 150302011-007             

	6
	Huxley Autoclave HL-340 (L11)
	s/n S0804007                      

	7
	Sturdy autoclave HA 300MD (L9)
	s/n 31117070154                 

	Block L East Virology

	8
	Sturdy autoclave SA-300VL (L30)
	s/n 131119011-006             

	Biosystematics (across Moloto road)

	9
	Lasec Autoclave ALP CL-32l (E3)
	s/n 810202-23244

	10
	Lasec Autoclave ALP CL-32l (E3)
	s/n 810241-23269   

	11
	Nuve NC90M (E3)
	N02.0809

	Quarantine facility weeds

	12
	JAB Autoclave 
	s/n J157 

	13
	JAB QF Boiler
	s/n J156  

	14
	QSS Effluent plant decontamination plant 
	No plate

	Quarantine facility Plant Pathogen

	15
	HIRAYAMA HA-D3
	s/n 80055122            

	16
	Hospi Sterilizer JDSD 200
	s/n HS 1040

	17
	Hospi boiler
	s/n B1301
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Nr 1 Industrial autoclave

MANUFACTURER

NAME PLATE DATA

COUNTRY OF ORIGIN

W Stabor (Py) L1d
RSA

YEAR OF MANUFACTURE

1971

SERIAL | MAKERS NUMBER

V986

HEALTH & SAFETY STANDARD
MAX. PERMISSIBLE OPERATING PRESSURE

| Chamber 275 kPa__Jacker- 275 Pa

"ASME Vil Div.1- 1968

DESIGN TEMPERATURE
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CAPACITY

‘Chamber- 0.85m° Jackat- Not marked _

AUTHORIZED INSPECTION AUTH
'SANS 347 CLASSIFICATION

£1-16850
Prior to PER
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© Pour water (about 1.52) into the bottom of the chamber

@ Put the object to be sterilized on the perforated plate: close the lid by turning the handle
lightly,

[} e STER- DRY selector switch on the operating panel to STER. and set the desired
sterilizing time by turning the timer knob to the right.

© Turn the master switch ON. (The green pilot light glows indicating the heater is on.)

© After the air inside the chamber exhausts out from the drainage (exhaust hose (about 18min)
the air evacuation valve closes automatically and the chamber pressure begins to rise.

@ When the chamber pressure begins to rise. adjust the automatic pressure regulator knob
(pressure controller) while watching the pressure gauge so that the sterilizing pressure
(temperature) remains in the red-pink color range--the actual chamber temperature is

123, Once set. it 15 not necessary to set again when using the next
receiving this autoclave from our company. the sterilizing pressure and temperatu
re-set So there is no need to adjust the knob. It can be used as it is if the knob

s turned
When the set sterilizing pressure and temperatur.
the timer o o the pressure and tamperature are accurately kept throughout until
completion. (During this time. the green pilot on and off). Y

@ When sterilizing finishes, the buzzer sounds and the heater cuts off automatically. (The

cen pilot light and the red pilot light go off)

© When you want to sterilize only. turn the exhaust knob (BLACK) counter-clockwi X
{1 you want to decrease the pressure inside slowly. turn the exhaust knob counter-clockwise
a little-at a time.)

® Wait until the pressure gauge indicates O before opening the lid. If water supply inside the
chamber is depleted and the buzzer warns. turn the master switch-OFF-—— =

e reached (the red pilot light glows).

5

OPERATING  MANUAL

ac[ 72 Jv. 20004 MoDEL HA-3D No[T00 ] Toxvo HIRAYAMA MANUFACTURING CORPORATION apan

C

OF MODEL HA-3D

Then turn the exhaust knob counter-clockwis
indicates O. After the heater cools, refill water and re

ind open the Iid after the pressure gauge
Steps 1—10.

NOTE: After sterilizing, omit Steps 9 and 10 if drying is desired. Continue from Step 8
directly to Step |1

@ Immediately after the buzzer indicates end of sterilizing. open the drainage knob (White] by
turning the knob counter-clockwise (the knob stops at an angle of 9O degrees). The hot
water and steam will exhaust out forcefully.

@ After the pressure gauge indicates O, loosen the handle fully and allow it to stand as it is.

@ Move the STER:DRY selector switch from STER to DRY and set the timer again for the
drying time_ (30min=80nin) AU this time the drying heater goes on.

(The - pilot light and the red pilot light glow.)

© When drying finishes. the buzzer sounds and the
pilot light and the red pilot light go off.)
object.

© When the master switch is turned OFF. the operation is completed.

z

r cuts off automatically. (The
Slide the lid open and tal

ang;
out the

NOTE: #For_using the next time, be sure to change the selector switch to STER and close
both the drainage and exhaust knobs. #For exhausting, be sure to attach the flexible
stainless steel hose to the drain outlet so that the hot water and steam which drain
out forcefully will be directed to the proper drainage place or container. #Always check

er supply in chamber before using each time. Refill in case lack of water.
p the inside of the chamber clean. %By turning the drainage knob counter -
clockwise the dirty water used and the dirt will be exhausted out forcefully by the

rise in pressure.

(

-
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I ?.‘:URDV INDUSTRIAL CO., LTD.

. 1, Zhongxing Road, Wugu District,
New Taipei City, 24872, Taiwan, RO.C.
MODEL NO.: SA-300VL (F-A500)

220V-240V ~ 50/60 Hz 10A Fuse Rating: 16A ~ 260V x 2
May. Permissible Pressureftemp.: 2.1 bar /135¢C

Design Pressure: 2 60 bar / 140C, Fluids Group: Il Steam
Safety accessories 250 ~ 255 bar
Chamber Volume 50 L

Test Pressure 3 9 bar

[sN] 1s0302011-007
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