AC Monitoring Coupon 1cm? g11mm

Coating Thickness

Section A-A
PARTS LIST \\J\@
ITEM | QTY DESCRIPTION nﬁxqmoom%woocﬂ
1 1 [sPIRAL GLAND COUP-ASS-001 4
2 1 [SLEEVE ENCLOSURE COUP-ASS-005 :
3 1 |capToP COUP-ASS-002 {
4 1 Cap Bottom (1cm2 Coupon) COUP-ASS-011 =
5 1 Machined 1cm2 Coupon COUP-ASS-012
m 6 1 2.5mm2 Cabtyre 2 Core White Cable CAB-CTR-002
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Section A-A
Anode recess must be the same depth as
the Coating thickness on the structure
Ass specified in 1S022426:2020
DC Monitoring no:.vo: 10cm* ¢35,6mm Coating Thickness
Section B-B
P PARTS LIST
@l\ i ITEM | QTY DESCRIPTION oE:Hnﬂ%MQUCQ
| 1 1 [SPIRAL GLAND COUP-ASS-001
2 1 |SLEEVE ENCLOSURE COUP-ASS-005 :
3 1 |capTOP COUP-ASS-002
4 1 Cap Bottom (10cm2 Coupon) COUP-ASS-009 =
9 5 1 Machined 10cm2 Coupon COUP-ASS-010
m 6 1 2.5mm?2 Cabtyre 2 Core Black Cable CAB-CTR-001
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Section B-B
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CATH-DSN-DWG-001702 0 Comment PL HO1340-DWG-001




