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NEC3 Supply Contract (SC3)
	Between


	ESKOM HOLDINGS SOC LIMITED 

(Reg No. 2002/015527/06)

	and


	[Insert at award stage]

(Reg No. ___________ )

	for


	SUPPLY AND DELIVER OF MECHANICAL VALVES DIAPHRAMS AT KUSILE POWER STATION AS AND WHEN REQUIRED BASIS FOR A PERIOD OF FIVE YEARS.
Insert title of the goods and services

	
	

	Contents:


	
	No of pages

	Part C1
	Agreements & Contract Data
	[●]

	Part C2
	Pricing Data
	[●]

	Part C3
	Scope of Work
	[●]

	
	
	

	CONTRACT No.
	[Insert at award stage]

	
	

	
	

	
	


PART C1:
AGREEMENTS & CONTRACT DATA

	Contents:


	
	No of pages

	C1.1
	Form of Offer and Acceptance 

[to be inserted from Returnable Documents at award stage]
	[●]

	C1.2a
	Contract Data provided by the Purchaser
	[●]

	C1.2b
	Contract Data provided by the Supplier
[to be inserted from Returnable Documents at award stage]
	[●]

	
	
	


C1.1 Form of Offer & Acceptance

Offer

The Purchaser, identified in the Acceptance signature block, has solicited offers to enter into a contract for the procurement of:

SUPPLY AND DELIVER OF MECHANICAL VALAVES DIAPHRAMS AT KUSILE POWER STATION AS AND WHEN REQUIRED BASIS FOR A PERIOD OF FIVE YEARS
The tenderer, identified in the Offer signature block, has

	either
	examined the documents listed in the Tender Data and addenda thereto as listed in the Returnable Schedules, and by submitting this Offer has accepted the Conditions of Tender.

	or
	examined the draft contract as listed in the Acceptance section and agreed to provide this Offer.


By the representative of the tenderer, deemed to be duly authorised, signing this part of this Form of Offer and Acceptance the tenderer offers to perform all of the obligations and liabilities of the Supplier under the contract including compliance with all its terms and conditions according to their true intent and meaning for an amount to be determined in accordance with the conditions of contract identified in the Contract Data. 

	
	The offered total of the Prices exclusive of VAT is 
	R 

	
	Value Added Tax @ 15% is
	R 

	
	The offered total of the amount due inclusive of VAT is

	R 

	
	(in words) 



This Offer may be accepted by the Purchaser by signing the Acceptance part of this Form of Offer and Acceptance and returning one copy of this document including the Schedule of Deviations (if any) to the tenderer before the end of the period of validity stated in the Tender Data, or other period as agreed, whereupon the tenderer becomes the party named as the Supplier in the conditions of contract identified in the Contract Data.

	Signature(s)


	
	
	

	Name(s)


	
	
	

	Capacity


	
	
	

	For the tenderer:

	

	Name & signature of witness
	(Insert name and address of organisation)
	
	Date
	

	
	


Acceptance

By signing this part of this Form of Offer and Acceptance, the Purchaser identified below accepts the tenderer’s Offer.  In consideration thereof, the Purchaser shall pay the Supplier the amount due in accordance with the conditions of contract identified in the Contract Data.  Acceptance of the tenderer’s Offer shall form an agreement between the Purchaser and the tenderer upon the terms and conditions contained in this agreement and in the contract that is the subject of this agreement.

The terms of the contract, are contained in: 

Part C1

Agreements and Contract Data, (which includes this Form of Offer and Acceptance)

Part C2

Pricing Data

Part C3

Scope of Work:  Goods Information including Supply Requirements

and drawings and documents (or parts thereof), which may be incorporated by reference into the above listed Parts.

Deviations from and amendments to the documents listed in the Tender Data and any addenda thereto listed in the Returnable Schedules as well as any changes to the terms of the Offer agreed by the tenderer and the Purchaser during this process of offer and acceptance, are contained in the Schedule of Deviations attached to and forming part of this Form of Offer and Acceptance.  No amendments to or deviations from said documents are valid unless contained in this Schedule.

The tenderer shall within two weeks of receiving a completed copy of this agreement, including the Schedule of Deviations (if any), contact the Purchaser’s agent (whose details are given in the Contract Data) to arrange the delivery of any securities, bonds, guarantees, proof of insurance and any other documentation to be provided in terms of the conditions of contract identified in the Contract Data at, or just after, the date this agreement comes into effect.  Failure to fulfil any of these obligations in accordance with those terms shall constitute a repudiation of this agreement.

Notwithstanding anything contained herein, this agreement comes into effect on the date when the tenderer receives one fully completed original copy of this document, including the Schedule of Deviations (if any).  

	Signature(s)


	
	
	

	Name(s)
	
	
	

	Capacity


	
	
	

	for the Purchaser


	Eskom Holdings SOC Ltd, Megawatt Park, Maxwell Drive, Sandton, Johannesburg, 2199

	Name & signature of witness
	(Insert name and address of organisation)
	
	Date
	


Note: If a tenderer wishes to submit alternative tenders, use another copy of this Form of Offer and Acceptance.

Schedule of Deviations to be completed by the Purchaser prior to contract award

Note:

1.  This part of the Offer & Acceptance would not be required if the contract has been developed by negotiation between the Parties and is not the result of a process of competitive tendering.
2. The extent of deviations from the tender documents issued by the Purchaser prior to the tender closing date is limited to those permitted in terms of the Conditions of Tender.

3. A tenderer’s covering letter must not be included in the final contract document.  Should any matter in such letter, which constitutes a deviation as aforesaid be the subject of agreement reached during the process of Offer and Acceptance, the outcome of such agreement shall be recorded here and the final draft of the contract documents shall be revised to incorporate the effect of it.

	No.
	Subject
	Details

	1
	[●]
	[●]

	2
	[●]
	[●]

	3
	[●]
	[●]

	4
	[●]
	[●]

	5
	[●]
	[●]

	6
	[●]
	[●]

	7
	[●]
	[●]

	
	
	


By the duly authorised representatives signing this Schedule of Deviations below, the Purchaser and the tenderer agree to and accept this Schedule of Deviations as the only deviations from and amendments to the documents listed in the Tender Data and any addenda thereto listed in the Tender Schedules, as well as any confirmation, clarification or changes to the terms of the Offer agreed by the tenderer and the Purchaser during this process of Offer and Acceptance.  

It is expressly agreed that no other matter whether in writing, oral communication or implied during the period between the issue of the tender documents and the receipt by the tenderer of a completed signed copy of this Form shall have any meaning or effect in the contract between the parties arising from this Agreement. 

	
	For the tenderer:


	
	For the Purchaser



	Signature


	
	
	

	Name
	
	
	

	Capacity


	
	
	

	On behalf of
	(Insert name and address of organisation)


	
	Eskom Holdings SOC Ltd, Megawatt Park, Maxwell Drive, Sandton, Johannesburg, 2199

	Name & signature of witness
	
	
	

	Date
	
	
	


C1.2 SC3 Contract Data

Part one - Data provided by the Purchaser
1. Please read the relevant clauses in the conditions of contract before you enter data.  The number of the clause which requires the data is shown in the left hand column for each statement however other clauses may also use the same data.  

2. Some SC3 options are always selected by Eskom Holdings SOC Limited.   The remaining SC3 options are identified by shading in the left hand column.  In the event that the option is not required select and delete the whole row.  Where the following symbol is used “[●]” - data is required to be inserted relevant to the specific option selected.]

Completion of this data in full, according to the Options chosen, is essential to create a complete contract.

	Clause
	Statement
	Data

	1
	General
	

	
	The conditions of contract are the core clauses and the clauses for Options 
	

	
	
	X1:

Price adjustment for inflation

	
	
	X2

Changes in the law

	
	
	X7:

Delay damages

	
	
	Z:

Additional conditions of contract

	
	of the NEC3 Supply Contract (December 2009)

	

	10.1
	The Purchaser is (name):
	Eskom Holdings SOC Limited (Reg No: 2002/015527/06), a juristic person incorporated in terms of the company laws of the Republic of South Africa

	
	Address
	Registered office at Megawatt Park, Maxwell Drive, Sandton, Johannesburg

	
	Tel No.
	+27 13 295 9879

	10.1
	The Supply Manager is (name): 
	Amander Mngomezulu

	
	Address
	Eskom Holdings SOC Ltd

Kusile Power Station

R545 Kendal/Balmoral RD

Haartebeefontein Farm

Witbak

	
	Tel
	+27 13 295 9879 

	
	e-mail
	MngomeAP@eskom.co.za

	11.2(13)
	The goods are 
	Supply and deliver Lube oil filters for a period of five years for Kusile Power Station

	11.2(13)
	The services are 
	Supply and delivery to Kusile Power Station

	11.2(14)
	The following matters will be included in the Risk Register
	Delays on delivery

	11.2(15)
	The Goods Information is in 
	Part 3: Scope of Work and all documents and drawings to which it makes reference.

	11.2(15)
	The Supply Requirements as part of the Goods Information is in 
	Annexure A to this Contract Data

	12.2
	The law of the contract is the law of 
	The Republic of South Africa

	13.1
	The language of this contract is 
	English

	13.3
	The period for reply is
	5 working days

	2
	The Supplier’s main responsibilities
	Data required by this section of the core clauses is provided by the Supplier in Part 2 and terms in italics used in this section are identified elsewhere in this Contract Data.

	3
	Time
	

	30.1
	The starting date is.
	01 September 2022

	30.1
	The delivery date of the goods and services is:
	goods and services 
	delivery date

	
	
	1
	
	As per order

	30.2
	The Supplier does not bring the goods to the Delivery Place more than one week before the Delivery Date.
	On request



	31.1
	The Supplier is to submit a first programme for acceptance within 
	N\A

	32.2
	The Supplier submits revised programmes at intervals no longer than 
	N\A

	4
	Testing and defects
	

	42
	The defects date is 
	1 week after delivery

	43.2
	The defect correction period is 
	4 weeks

	
	except that the defect correction period for 
	N\A

	
	and the defect correction period for 
	N\A

	42.2
	The defects access period is  
	2 days

	
	except that the defect access period for 
	N\A

	
	and the defect access period for 
	N\A

	5
	Payment
	

	50.1
	The assessment interval is 
	Assessment will be done after every delivery

	51.1
	The currency of this contract is the 
	South African Rand

	51.2
	The period within which payments are made is
	4 weeks.

	51.4
	The interest rate is 


	zero percent above the publicly quoted prime rate of interest (calculated on a 365 day year) charged from time to time by the Standard Bank of South Africa (as certified, in the event of any dispute, by any manager of such bank, whose appointment it shall not be necessary to prove) for amounts due in Rands.

	6
	Compensation events
	There is no reference to Contract Data in this section of the core clauses and terms in italics used in this section are identified elsewhere in this Contract Data.

	7
	Title
	There is no reference to Contract Data in this section of the core clauses and terms in italics used in this section are identified elsewhere in this Contract Data.

	8
	Risks, liabilities, indemnities and insurance

	80.1
	These are additional Purchaser’s risks  
	1. Offloading of goods at delivery place.

2. Quality problems

3. Delivery delays

4. Industrial Actions

5. Rainfall

6.Community strikes1

	84.1


	The Purchaser provides these insurances from the Insurance Table
	See notes about Purchaser provided insurance in Annexure B to this Contract Data

	
	1. Insurance against
	Loss of or damage to the goods, plant and materials.

	
	Cover / indemnity is
	Overseas shipment / transit insurance (only) to cover events at the Supplier’s risk (if any) after the goods have left the Supplier’s overseas premises.  See notes in Annexure B

If this contract includes the supervision of installation, testing, commissioning or building work at the Purchaser’s premises, the Purchaser also provides cover for physical loss of or damage to the Purchaser’s surrounding property including any temporary work required to complete the Delivery.

	
	The deductibles are
	See notes in data for clause 88.2 below and Annexure B

	84.1  


	The Supplier provides these additional insurances
	See notes in Annexure B

	84.2
	The minimum amount of cover for loss of or damage to any plant and materials provided by the Purchaser is:
	Contract value


	84.2
	The minimum limit of indemnity for insurance in respect of loss of or damage to property (except the goods, plant and materials and equipment) and liability for bodily injury to or death of a person (not an employee of the Supplier) caused by activity in connection with this contract for any one event is:
	whatever the Supplier deems necessary in addition to that provided by the Purchaser for any one event with cross liability so that the insurance applies to the Parties separately.

However if the Supplier is exposed to damage to the Purchaser’s property the cover limit amount is not less than

· R15 million (fifteen million Rand) for exposure to Generation Division property;

· R7.5 million (seven million five hundred thousand Rand) for exposure to Transmission Division property and;

R1 million (one million Rand) for exposure to Distribution Division and all other Purchaser’s property

for any one occurrence or series of occurrences arising out of one event but unlimited during the period of insurance. 

	84.2


	The minimum limit of indemnity for insurance in respect of death of or bodily injury to employees of the Supplier arising out of and in the course of their employment in connection with this contract for any one event is: 
	As prescribed by the Compensation for Occupational Injuries and Diseases Act No. 130 of 1993 and the Contractor’s common law liability for people falling outside the scope of the Act with a limit of Indemnity of not less than R500 000 (five hundred thousand Rand).

	88.1
	The Supplier’s liability to the Purchaser for indirect or consequential loss, including loss of profit, revenue and goodwill is limited to
	Contract value

	88.2
	For any one event, the Supplier’s liability to the Purchaser for loss of or damage to the Purchaser’s property is limited to
	(1) for the Purchaser’s existing and surrounding property in the care, custody and control of the Supplier the amount of the deductible (first amount payable) relevant to the event described in the “Format A” / “Format B” / “Format Dx” {choose the applicable format, then delete the others and this note}, insurance policy available on http://www.eskom.co.za/live/content.php?Item_ID=9248
and

(2) for all other existing Purchaser’s property the highest applicable deductible (first amount payable) namely:

R15 million (fifteen million Rand) for Generation Division property;

R7.5 million (seven million five hundred thousand Rand) for Transmission Division property and;

R1 million (one million Rand) for Distribution Division and all other Purchaser’s property

See notes in Annexure B

	88.3
	The Supplier’s liability for Defects due to his design which are not notified before the last defects date is limited to:
	Contract value

	88.4
	The Supplier’s total liability to the Purchaser, for all matters arising under or in connection with this contract, other than the excluded matters, is limited to
	Contract value


	88.5
	The end of liability date is 
	? years after Delivery of the whole of the goods and services.

	9
	Termination and dispute resolution

	94.1
	The Adjudicator is (Name)
	Either: 

state the name of the person selected & complete the contact details below
or, state:
the person selected from the Panel of Adjudicators listed in Annexure C to this Contract Data by the Party intending to refer a dispute to him.

	94.2(3)
	The Adjudicator nominating body is: 
	the Chairman of ICE-SA, a Division of the South African Institution of Civil Engineering, or its successor body (See www.ice-sa.org.za)

	94.4(2)
	The tribunal is: 
	Arbitration

	94.4(5)
	The arbitration procedure is 
	the latest edition of Rules for the Conduct of Arbitrations published by The Association of Arbitrators (Southern Africa) or its successor body.

	94.4(5)
	The place where arbitration is to be held is
	South Africa

	
	The person or organisation who will choose an arbitrator 

· if the Parties cannot agree a choice or
· if the arbitration procedure does not state who selects an arbitrator, is
	the Chairman for the time being or his nominee of the Association of Arbitrators (Southern Africa) or its successor body.

	10
	Data for Option clauses
	

	X1
	Price adjustment for inflation
	

	X1.1
	The base date for indices is 
	

	
	The proportions used to calculate the Price Adjustment Factor are:
	proportion
	linked to index for
	Index prepared by

	
	
	
	
	

	
	
	
	
	

	
	
	15%
	non-adjustable
	

	
	
	100%
	
	

	X2
	Changes in the law
	

	X2.1
	A change in the law of 


	[●] is a compensation event if it occurs after the Contract Date

	X7
	Delay damages
	

	X7.1
	Delay damages for Delivery are
	Delivery of
	amount per day

	
	
	Basket strainers

	0.5% (zero point five per centum) increments of the batch order value per calendar day late, until damages have accumulated to 10% of the batch order.

	Z
	The additional conditions of contract are
	Z1 to Z12 always apply for Eskom

	
	

	Z1
	Cession delegation and assignment

	Z1.1
	The Supplier does not cede, delegate or assign any of its rights or obligations to any person without the written consent of the Purchaser.

	Z1.2
	Notwithstanding the above, the Purchaser may on written notice to the Supplier cede and delegate its rights and obligations under this contract to any of its subsidiaries or any of its present divisions or operations which may be converted into separate legal entities as a result of the restructuring of the Electricity Supply Industry and the Electricity Distribution Industry. 

	
	

	Z2
	Joint ventures

	Z2.1
	If the Supplier constitutes a joint venture, consortium or other unincorporated grouping of two or more persons or organisations then these persons or organisations are deemed to be jointly and severally liable to the Purchaser for the performance of this contract.

	Z2.2
	Unless already notified to the Purchaser, the persons or organisations notify the Supply Manager within two weeks of the Contract Date of the key person who has the authority to bind the Supplier on their behalf.

	Z2.3
	The Supplier does not substantially alter the composition of the joint venture, consortium or other unincorporated grouping of two or more persons without the consent of the Purchaser having been given to the Supplier in writing.

	
	

	Z3
	Change of Broad Based Black Economic Empowerment (B-BBEE) status

	Z3.1
	Where a change in the Supplier’s legal status, ownership or any other change to his business composition or business dealings results in a change to the Supplier’s B-BBEE status, the Supplier notifies the Purchaser within seven days of the change.

	Z3.2
	The Supplier is required to submit an updated verification certificate and necessary supporting documentation confirming the change in his B-BBEE status to the Supply Manager within thirty days of the notification or as otherwise instructed by the Supply Manager.

	Z3.3
	Where, as a result, the Supplier’s B-BBEE status has decreased since the Contract Date the Purchaser may either re-negotiate this contract or alternatively, terminate the Supplier’s obligation to Provide the Goods and Services.

	Z3.4
	Failure by the Supplier to notify the Purchaser of a change in its B-BBEE status may constitute a reason for termination. If the Purchaser terminates in terms of this clause, the procedures on termination are P1, P2 and P3 as stated in clause 92, and the amount due is A1 and A3 as stated in clause 93.

	
	

	Z4
	Ethics

	Z4.1
	Any offer, payment, consideration, or benefit of any kind made by the Supplier, which constitutes or could be construed either directly or indirectly as an illegal or corrupt practice, as an inducement or reward for the award or in execution of this contract constitutes grounds for terminating the Supplier’s obligation to Provide the Goods and Services or taking any other action as appropriate against the Supplier (including civil or criminal action).

	Z4.2
	The Purchaser may terminate the Supplier’s obligation to Provide the Goods and Services if the Supplier (or any member of the Supplier where the Supplier constitutes a joint venture, consortium or other unincorporated grouping of two or more persons or organisations) is found guilty by a competent court, administrative or regulatory body of participating in illegal or corrupt practices.   
Such practices include making of offers, payments, considerations, or benefits of any kind or otherwise, whether in connection with any procurement process or contract with the Purchaser or other people or organisations and including in circumstances where the Supplier or any such member is removed from the an approved vendor data base of the Purchaser as a consequence of such practice.

	Z4.3
	Notwithstanding the provisions of core clause 90.2, the procedures on termination in terms of this clause are P1, P2 and P3 as stated in the core clause 92 and the amount due is A1 and A3 as stated in core clause 93.

	
	

	Z5
	Confidentiality

	Z5.1
	The Supplier does not disclose or make any information arising from or in connection with this contract available to Others. This undertaking does not, however, apply to information which at the time of disclosure or thereafter, without default on the part of the Supplier, enters the public domain or to information which was already in the possession of the Supplier at the time of disclosure (evidenced by written records in existence at that time).  Should the Supplier disclose information to Others in terms of clause 23.1, the Supplier ensures that the provisions of this clause are complied with by the recipient.

	Z5.2
	If the Supplier is uncertain about whether any such information is confidential, it is to be regarded as such until notified otherwise by the Supply Manager.

	Z5.3
	In the event that the Supplier is, at any time, required by law to disclose any such information which is required to be kept confidential, the Supplier, to the extent permitted by law prior to disclosure, notifies the Purchaser so that an appropriate protection order and/or any other action can be taken if possible, prior to any disclosure.  In the event that such protective order is not, or cannot, be obtained, then the Supplier may disclose that portion of the information which it is required to be disclosed by law and uses reasonable efforts to obtain assurances that confidential treatment will be afforded to the information so disclosed.

	Z5.5
	The Supplier ensures that all his subcontractors abide by the undertakings in this clause.

	
	

	Z6
	Waiver and estoppel: Add to core clause 12.3:

	Z6.1
	Any extension, concession, waiver or relaxation of any action stated in this contract by the Parties, the Supply Manager or the Adjudicator does not constitute a waiver of rights, and does not give rise to an estoppel unless the Parties agree otherwise and confirm such agreement in writing.

	
	

	Z8
	Provision of a Tax Invoice and interest.  Add to core clause 51

	Z8.1
	Within one week of receiving a payment certificate from the Supply Manager in terms of core clause 51.1, the Supplier provides the Purchaser with a tax invoice in accordance with the Purchaser's procedures stated in the Goods Information, showing the amount due for payment equal to that stated in the payment certificate.

	Z8.2
	If the Supplier does not provide a tax invoice in the form and by the time required by this contract, the time by when the Purchaser is to make a payment is extended by a period equal in time to the delayed submission of the correct tax invoice.  Interest due by the Purchaser in terms of core clause 51.2 is then calculated from the delayed date by when payment is to be made.

	Z8.3
	The Supplier (if registered in South Africa in terms of the companies Act) is required to comply with the requirements of the Value Added Tax Act, no 89 of 1991 (as amended) and to include the Purchaser’s VAT number 4740101508 on each invoice he submits for payment.

	
	

	Z9
	Notifying compensation events

	Z9.1
	Delete from the last sentence in core clause 61.3, “unless the Supply Manager should have notified the event to the Supplier but did not”.

	
	

	Z10
	Purchaser’s limitation of liability

	Z10.1
	The Purchaser’s liability to the Supplier for the Supplier’s indirect or consequential loss is limited to R0.00 (zero Rand)

	Z10.2
	The Supplier’s entitlement under the indemnity in 83.1 is provided for in 60.1(12) and the Purchaser’s liability under the indemnity is limited.

	
	

	Z11
	Termination: Add to core clause 91.1, at the second main bullet point, fourth sub-bullet point, after the words "against it":  

	Z11.1
	   or had a judicial management order granted against it.

	
	

	Z12
	Addition to secondary Option X7 Delay damages (if applicable in this contract)

	Z12.1
	If the amount due for the Supplier’s payment of delay damages reaches the limits stated in this Contract Data for Option X7, the Purchaser may terminate the Supplier’s obligation to Provide the Goods and Services using the same procedures and payment on termination as those applied for reasons R1 to R15 or R18 stated in the Termination Table.


Annexure A:
Supply Requirements
[Notes: This template is based on the examples given in the NEC3 Supply Contract Guidance Notes pages 15 to 20 inclusive.  Please read the Guidance Notes before finalising the information given below.  Users may need to adjust the information to comply with actual requirements. First decide whether Incoterms will be used or not, then delete the arrangement below which does not apply and delete these notes]

The Supply Requirements for this contract are based on the use of INCOTERMS:

The Supplier supplies the goods in accordance with INCOTERMS 2000
 as follows:

[Select the group and then term within the group which applies and state the applicable delivery place.  Delete all the other groups and this note]
	Group
	Category
	Term
	Delivery Place

	E
	departure
	EXW
	

	F
	main carriage unpaid
	FCA, FAS, FOB
	

	C
	main carriage paid
	CFR, CIF, CPT, CIP
	

	D
	arrival
	DAF, DES, DEQ, DDU DDP
	


The Parties obligations described in Incoterms for the category and term selected are now incorporated into this contract as part of the Supply Requirements and hence the Goods Information.  

The obligations of seller and buyer for the selected Incoterm determine each Party's costs, risks and insurance requirements incidental to the supply and transport of the goods from Supplier to Purchaser.

For each of the thirteen terms, Incoterms set out obligations of the seller (the Supplier) in ten paragraphs identified as A1 to A10 and the corresponding obligations of the buyer (the Purchaser) in paragraphs B1 to B10.  These obligations cover the following subjects:

	A
	The Supplier’s obligations
	B
	The Purchaser’s obligations

	A1
	Provision of goods in conformity with contract
	B1
	Payment of the price

	A2
	Licences, authorisations and formalities
	B2
	Licences, authorisations and formalities

	A3 
	Contracts of carriage and insurance
	B3
	Contracts of carriage and insurance

	A4
	Delivery
	B4
	Taking delivery

	A5
	Transfer of risks
	B5
	Transfer of risks

	A6 
	Division of costs
	B6
	Division of costs

	A7
	Notice to the buyer 
	B7
	Notice to the seller

	A8
	Proof of delivery, transport document or equivalent electronic message
	B8
	Proof of delivery, transport document or equivalent electronic message

	A9
	Checking - packing - marking
	B9
	Inspection of goods

	A10
	Other obligations
	B10
	Other obligations


[Should there be a need to amplify any of the published obligations listed above for the chosen INCOTERM, add them here.  Before doing so read SC3 Guidance Notes pages 18 to 20 as well as the cross references to INCOTERMS included in the guidance.]

All other information NOT pertinent to the above is given in the balance of the Goods Information
The Supply Requirements for this contract are as follows:

[Use these when INCOTERMS do not apply].  [Revise and complete as required]
All other information NOT pertinent to the above is given in the balance of the Goods Information
	1. The requirements for the supply are
	Constraints (see clause 11.2 (5))

· No compensation is payable if the Supplier arrives on site without prior arrangement with the Purchaser.
· All goods shall be delivered to the Main stores 

· The Purchaser has the right to refuse acceptance of any consumables which in the opinion of Purchaser, does not meet the requirements specified and will have a detrimental effect on equipment/plant performance. 

· The Supplier ensures that all items to be supplied are to the standard and quality accepted by the Purchaser and ensures that they are suitable for the purpose intended for by the manufacturer.

· Material (TEST) certificates as well as complete data packs will be submitted with all the FGD Absorber Recycle Pumps to site.

· The Supplier shall have no claim against the Purchaser in respect of delay due to the above constraints.

	2. The requirements for transport are 
	Supplier is responsible for transporting the goods to the delivery place.

	3. The delivery place is
	Kusile Power Station - Main Stores

	4. Actions of the Parties during supply
	Action
	Party which does it

	
	Giving notice of Delivery
	Supplier

	
	Checking packing and marking before dispatch
	Supplier

	
	Contracting for transport
	Supplier

	
	Pay costs of transport
	Supplier

	
	Arrange access to delivery place
	Purchaser

	
	Loading the goods
	Supplier

	
	Unloading the goods
	Purchaser

	For international procurement
	Undertake export requirements
	

	
	Undertake import requirements
	

	5. Information to be provided by the Supplier 
	Title of document

	
	Packing lists for cases and their contents

	
	Copy of invoice for the goods

	
	Delivery Note

	
	Material Certificates

	For  international procurement
	Licences, authorisations and other formalities associated with export of the goods 

	
	Air Waybill or Bill of Lading with associated landing, delivery and forwarding order 

	
	The Bill of Entry endorsed by the importation authority

	
	Customs work sheets, showing tax, duties and surcharges which the law of the country into which the goods are being imported requires the importer to pay

	
	Invoice from the importation clearing agent showing airline fees, landing charges, wharfage and dock dues as applicable

	
	Specify other import documents required by authorised officials. 


Annexure B:
Insurance provided by the Purchaser
These notes are provided as guidance to tendering suppliers and the Supplier about the insurance provided by the Purchaser. These notes are not part of this contract.  

Transit insurance of goods originating from outside the borders of the Republic of South Africa
For the purpose of supply contracts, the only insurance provided by Eskom (the Purchaser) is transit shipment cover, commonly known as Marine Insurance for air, sea, rail and road freight (including local land arrangements) for conveyance of goods originating outside RSA.   Please consult the website stated below to ascertain whether Format A, Format B or Format Dx is applicable to this contract and then the

· Marine Insurance Policy wording;
· Eskom Shipment Policies and Procedures – note a pre-shipment survey form has to be completed under certain circumstances;
· Marine Claims Handling Procedures – for important shipment actions and claims forms in event of damages to cargo freight via sea, barge, air, road or rail. 

For EXW (Ex Works collections) this is of no concern to the Supplier but for any other Supply Requirement (such as CIF, DDU, or DDP) the Supplier need not provide such insurance even if the INCOTERM requires it and tendering suppliers should ‘discount’ their prices when tendering to allow for this provision by the Purchaser (Eskom). 

Supplier’s liability for damage to the Purchaser’s property

Whilst this is a liability the Supplier carries and should cover (if he is required to deliver the goods to the Purchaser’s premises) his liability is limited to the amount of cover provided to the Purchaser within his assets policy.  This amount varies depending on the Division within Eskom to which the Supplier is making the delivery.  For any one occurrence or series of occurrences arising out of one event but unlimited during the period of insurance the Supplier’s liability would be:
· R15million for Generation Division projects,

· R7.5million for Transmission Division projects or

· R1.0million for Distribution Division projects
All other insurance

As required by clause 84, the Supplier provides all other insurance for his risks.  The Supplier should give further consideration to providing for these additional insurance concepts [for amounts and periods of insurance the Supplier deems fit and necessary].
Professional  Indemnity: The insurance provided shall indemnify the Supplier (and/or his professional consultant) for those sums which the Supplier or his consultant shall become legally liable to pay as damages arising from any claim first made against the Supplier / consultant and reported to their insurers during the Period of Insurance, directly arising out of any negligent act, error or omission committed or alleged to have been committed by the Supplier / consultant in the conduct of professional services (for example, design) in connection with this contract.

Products Liability: A special General Liability extension for liability arising out of the Supplier’s defective:

· production and manufacturing process (workmanship or material), or

· product design, or

· warnings, instructions, usage and maintenance manuals and specifications. 

For any further explanation of insurance requirements tendering suppliers are advised to consult their brokers or insurers who may in turn contact Eskom Insurance Management Services per contact details provided on the following website:
http://www.eskom.co.za/live/content.php?Item_ID=9248 

Annexure C:
The Purchaser’s Panel of Adjudicators 

The following persons listed in alphabetical order of their surname have indicated their willingness to be included in the Purchaser’s Panel of Adjudicators.  Their CV’s may be obtained by using the contact details provided.

	Name
	Location
	Contact details (phone & e mail)

	Nigel ANDREWS
	Gauteng
	+27 11 836-6760

nigela@quoin.net

	Andrew BAIRD
	Gauteng
	+27 11 803 3008

andrewbaird@ecsconsult.co.za

	Christopher BINNINGTON
	Gauteng
	+27 11 888-6141

cdb@bca.co.za

	Peter HIGGINS
	UK
	+44 1293 873 868

peterhiggins@pdconsult.co.uk

	Adv. Bruce LEECH
	Gauteng
	+27 11 290 4000

leech@counsel.co.za

	Nigel NILEN
	Gauteng
	+27 11 465 3601; nilences@global.co.za

	Peter THURLOW
	Gauteng
	+27 11 787 6226

info@thurlowassoc.com 


Information about the Panel and appointment of the selected Adjudicator is available from Eskom Supply Chain Operations management, by contacting  Leighton Itholeng (Tel.: +27 (0)11 800 4031)
(Fax :+27 (0)86 668 0419) E-mail: Leighton.Itholeng@eskom.co.za 

C1.2 Contract Data

Part two - Data provided by the Supplier
[Instructions to the contract compiler:  (delete this note before issue to tenderers with an enquiry)
Whenever a cell is shaded in the left hand column it denotes this data is optional and would be required in relation to the option selected.  In the event that the option is not required select and delete the whole row.]

Completion of the data in full, according to Options chosen, is essential to create a complete contract.

	Clause
	Statement
	Data

	10.1
	The Supplier is (Name):
	     

	
	Address
	     

	
	Tel No.
	     

	
	Fax No.
	     

	11.2(8)
	The Goods Information for the Supplier’s design is in:
	     

	11.2(11)
	The tendered total of the Prices is
	R     , 

      (in words)

	11.2(12)
	The price schedule is in:
	

	11.2(14)
	The following matters will be included in the Risk Register
	     

	25.2
	The restrictions to access for the Supply Manager and Others to work being done for this contract are
	     

	30.1
	The delivery date of the goods and services is:
	goods and services 
	delivery date

	
	
	1
	[●]
	[●]

	
	
	2
	[●]
	[●]

	
	
	3
	[●]
	[●]

	31.1
	The programme identified in the Contract Data is contained in:
	     

	63.2
	The percentage for overheads and profit added to the Defined Cost is
	     %


Part 2: Pricing Data

NEC3 Supply Contract
	Document reference
	Title
	No of pages

	C2.1
	Pricing assumptions
	2

	C2.2
	The price schedule 
	


C2.1 Pricing assumptions

The conditions of contract 

How goods and services are priced and assessed for payment

Clause 11 in NEC3 Supply Contract, December 2009 (SC3) core clauses states:

	Identified and defined terms
	11

11.2
	(11) The Prices are the amounts stated in the price column of the Price Schedule.  Where a quantity is stated for an item in the Price Schedule, the Price is calculated by multiplying the quantity by the rate.



	
	
	(12) The Price Schedule is the price schedule unless later changed in accordance with this contract.



	Assessing the amount due
	50.2
	The amount due is

the Price for each lump sum item in the Price Schedule which the Supplier has completed, 
where a quantity is stated for an item in the Price Schedule, an amount calculated by multiplying the quantity which the Supplier has completed by the rate,

plus other amounts to be paid to the Supplier,

less amounts to be paid by or retained from the Supplier.
Any tax which the law requires the Purchaser to pay to the Supplier is included in the amount due.




This confirms that the Supply Contract is a priced contract where the Prices are derived from a list of items of goods and services which can be priced as lump sums or as expected quantities of goods and services multiplied by a rate, or a mix of both.

Function of the Price Schedule

Clause 53.1 states: “Information in the Price Schedule is not Goods Information”.  This confirms that instructions to do work or how it is to be done are not included in the Price Schedule but in the Goods Information.  This is further confirmed by Clause 20.1 which states, “The Supplier Provides the Goods and Services in accordance with the Goods Information”. Hence the Supplier does not Provide the Goods and Services in accordance with the Price Schedule.   The Price Schedule is only a pricing document.  

Preparing the price schedule
It will be assumed that the tendering supplier has read Pages 11 and 12 and Appendix 5 of the SC3 Guidance Notes before preparing the price schedule.  Items in the price schedule may have been inserted by the Purchaser and the tendering supplier should insert any additional items which he considers necessary.  Whichever party provides the items in the price schedule the total of the Prices is assumed to be fully inclusive of everything necessary to Provide the Goods and Services as described at the time of entering into this contract. 

1 As the Supplier has an obligation to correct Defects (core clause 43.1) and there is no compensation event for this unless the Defect was due to a Supplier’s risk, the lump sum Prices and rates must also include for the correction of Defects.

2 If the Supplier has decided not to identify a particular item in the price schedule at the time of tender the cost to the Supplier of doing the work is assumed to be included in, or spread across, the other Prices and rates in the price schedule in order to fulfil the obligation to Provide the Goods and Services for the tendered total of the Prices.  

3 There is no adjustment to lump sum prices in the price schedule if the amount, or quantity, of work within that lump sum item of goods or services later turns out to be different to that which the Supplier estimated at time of tender. The only basis for a change to the Prices is as a result of a compensation event. See Clause 60.1.

4 Hence the Prices and rates tendered by the Supplier in the price schedule are inclusive of everything necessary and incidental to Providing the Goods and Services in accordance with the Goods Information, as it was at the time of tender, as well as correct any Defects not caused by a Purchaser’s risk. 
5 The Supplier does not have to allow in his Prices and rates for matters that may arise as a result of a compensation event.  It should be noted that the list of compensation events includes those arising as a result of a Purchaser’s risk event listed in core clause 80.1.

Format of the price schedule
(From Appendix 5 on page 78 of the SC3 Guidance Notes)

Entries in the first four columns in the price schedule in section C2.2 are made either by the Purchaser or the tendering supplier. 

If the Supplier is to be paid an amount for the item which is not adjusted if the quantity of work in the item changes, the tendering supplier enters the amount in the Price column only, the Unit, Quantity and Rate columns being left blank.

If the Supplier is to be paid an amount for the item which is the rate for the item multiplied by the quantity completed, the tendering Supplier enters the rate which is then multiplied by the Quantity to produce the Price, which is also entered.

If the Supplier is to be paid an amount for an item proportional to the length of time for which the goods and services are provided, a unit of time is stated in the Unit column and the length of time (as a quantity of the stated units of time) is stated in the Quantity column.

C2.2 the price schedule
	Item No
	Material Number
	Long Description
	UOM
	Quantity
	Unit Price
	Price

	1
	614304
	VALVE, BUTTERFLY: TYPE: DOUBLE ACTING; VALVE SIZE: NB 80; DESIGN RATING: 900 KPA; TEMPERATURE RATING: MAX 40 DEG C; CONNECTION: FLANGE BS 4504 PN 10; BODY MATERIAL: CI GRAY GR 260 BSP 1420; FACE TO FACE LENGTH: 46 MM; OPERATED: ACTUATOR; SPECIAL FEATURES: MAINTENANCE FREE WITH SELF-LUBRICATING BEARINGS, SQUARE DRIVE SHAFTS FOR POSSIBLE DIRECT MOUNTING OF ACTUATORS
	EA
	10
	 
	 

	2
	614305
	VALVE, BUTTERFLY: TYPE: DOUBLE ACTING; VALVE SIZE: NB 50; DESIGN RATING: 900 KPA; TEMPERATURE RATING: -15 TO 105 DEG C; CONNECTION: FLANGE BS 4504 PN 10; BODY MATERIAL: CI GRAY GR 260 BSP 1420; FACE TO FACE LENGTH: 43 MM; OPERATED: ACTUATOR PNEUMATIC; SPECIAL FEATURES: MAINTENANCE FREE WITH SELF-LUBRICATING BEARINGS, SQUARE DRIVE SHAFTS FOR POSSIBLE DIRECT MOUNTING OF ACTUATORS
	EA
	10
	 
	 

	3
	614306
	VALVE, BUTTERFLY: TYPE: PINLESS DISC; VALVE SIZE: NB 100; DESIGN RATING: 900 KPA; TEMPERATURE RATING: -15 TO 105 DEG C; CONNECTION: WAFER; BODY MATERIAL: CI ASTM A126 CL B; FACE TO FACE LENGTH: 52 MM; OPERATED: MANUALLY; SPECIAL FEATURES: MAINTENANCE FREE WITH SELF-LUBRICATING BEARINGS, SQUARE DRIVE SHAFTS FOR POSSIBLE DIRECT MOUNTING OF ACTUATORS; FLANGE DIMENSIONS AND DRILLING IN ACCORDANCE WITH ISO STANDARD 5211/1
	EA
	10
	 
	 

	4
	620151
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 100 MM; DESIGN RATING: 1000 KPA; TEMPERATURE RATING: 110 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: ASTM A536 POLYESTER COATED; FACE TO FACE LENGTH: 52 MM; OPERATED: ACTUATOR PNEUMATIC, MANUAL; TRIM: DISC SS GR CF8M ASTM A351; RETAINING RING SS GR 304; SEAT EPDM; STEM BUSHING ACETAL; STEM RETAINER BRS; STEM SS GR 316 ASTM A276; THRUST WASHER BRS; SOFTGOODS: STEM SEAL BUNA-N; APPLICATION: WATER TREATMENT PLANT; GRADE: 65-45-12; SPECIFICATION: S30-324; STYLE: WAFER; DRAWING NO: BV-1/BV-6/BV-7&BV-8 REV 0; SUPPL P/N: DN100/200400-110AT328/CF69
	EA
	10
	 
	 

	5
	620152
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 80 MM; DESIGN RATING: 1000 KPA; TEMPERATURE RATING: 100 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: ASTM A536 POLYESTER COATED; FACE TO FACE LENGTH: 46 MM; OPERATED: MANUAL; TRIM: DISC ASTM A747 TYPE CB7CU EPDM; SEAT EPDM; STEM ACETAL; STEM BUSHING BUNA-N; APPLICATION: CHEMICAL; GRADE: 65-45-12; SPECIFICATION: S21-328; STYLE: LUG; SUPPL P/N: DN80/210300-110AT328/CF69
	EA
	10
	 
	 

	6
	620153
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 50 MM; DESIGN RATING: 1000 KPA; TEMPERATURE RATING: 100 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: ASTM A536 POLYESTER COATED; FACE TO FACE LENGTH: 43 MM; OPERATED: ACTUATOR PNEUMATIC, MANUAL; TRIM: DISC ASTM A747 TYPE CB7CU EPDM; SEAT EPDM; STEM BUSHING BUNA-N; STEM SEAL ACETAL; APPLICATION: CHEMICAL; GRADE: 65-45-12; SPECIFICATION: S20-328; STYLE: WAFER; DRAWING NO: BV-1A/BV-7A&BV-8A REV 0; SUPPL P/N: DN50/200200-110AT328/CF69; POSSIBLE SUPPLIER: BRAY ARMATUREN AND ANTRIEBE EUROPA
	EA
	10
	 
	 

	7
	620154
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 65 MM; DESIGN RATING: 1000 KPA; TEMPERATURE RATING: 100 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: ASTM A536 POLYESTER COATED; FACE TO FACE LENGTH: 46 MM; OPERATED: ACTUATOR PNEUMATIC, MANUAL; TRIM: DISC ASTM A747 TYPE CB7CU EPDM; SEAT EPDM; STEM ACETAL; STEM BUSHING BUNA-N; APPLICATION: CHEMICAL; GRADE: 65-45-12; SPECIFICATION: S20-328; STYLE: WAFER; DRAWING NO: BV-1A&BV-7A REV 0; SUPPL P/N: DN65/200250-110AT328/CF69; POSSIBLE SUPPLIER: BRAY ARMATUREN AND ANTRIEBE EUROPA
	EA
	10
	 
	 

	8
	620155
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 300 MM; DESIGN RATING: 1000 KPA; TEMPERATURE RATING: 110 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: ASTM A536 POLYESTER COATED; FACE TO FACE LENGTH: 78 MM; OPERATED: ACTUATOR PNEUMATIC, MANUAL; TRIM: DISC SS GR CF8M ASTM A351; RETAINING RING SS GR 304; SEAT EPDM; STEM BUSHING ACETAL; STEM RETAINER BRS; STEM SS GR 316 ASTM A276; THRUST WASHER BRS; SOFTGOODS: STEM SEAL BUNA-N; APPLICATION: WATER; GRADE: 65-45-12; SPECIFICATION: S30-324; STYLE: WAFER; SUPPL P/N: DN300/301200-110AT324/CF69
	EA
	10
	 
	 

	9
	620156
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 250 MM; DESIGN RATING: 1000 KPA; TEMPERATURE RATING: 110 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: ASTM A536 POLYESTER COATED; FACE TO FACE LENGTH: 68 MM; OPERATED: MANUAL; TRIM: DISC STEM ASTM A747 TYPE CB7CU-1/EPDM; SEAT EPDM; STEM BUSHING ACETAL; SOFTGOODS: STEM SEAL BUNA-N; APPLICATION: CHEMICAL; GRADE: 65-45-12; SPECIFICATION: S21-328; STYLE: LUG; SUPPL P/N: DN250/211000-110AT328/CF69; POSSIBLE SUPPLIER: BRAY ARMATUREN AND ANTRIEBE EUROPA
	EA
	10
	 
	 

	10
	620157
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 150 MM; DESIGN RATING: 1000 KPA; TEMPERATURE RATING: 110 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: ASTM A536 POLYESTER COATED; FACE TO FACE LENGTH: 68 MM; OPERATED: MANUAL; TRIM: DISC STEM ASTM A747 TYPE CB7CU-1/EPDM; SEAT EPDM; STEM BUSHING ACETAL; SOFTGOODS: STEM SEAL BUNA-N; APPLICATION: CHEMICAL; GRADE: 65-45-12; SPECIFICATION: S20-328; STYLE: WAFER; SUPPL P/N: D150/200600-110AT328/CF69
	EA
	10
	 
	 

	11
	620158
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 600 MM; DESIGN RATING: 1000 KPA; TEMPERATURE RATING: 110 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: DISC SS GR CF8M ASTM A351; RETAINING RING SS GR 304; SEAT EPDM; STEM BUSHING ACETAL; STEM RETAINER BRS; STEM SS GR 316 ASTM A276; THRUST WASHER BRS; FACE TO FACE LENGTH: 151 MM; OPERATED: MANUAL; TRIM: DISC STEM ASTM A747 TYPE CB7CU-1/EPDM; SEAT EPDM; STEM BUSHING ACETAL; SOFTGOODS: STEM SEAL BUNA-N; APPLICATION: WATER; GRADE: 65-45-12; SPECIFICATION: S36-324; STYLE: FLANGED WAFER; SUPPL P/N: DN600/362400-11075324/CF69
	EA
	10
	 
	 

	12
	620159
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 500 MM; DESIGN RATING: 1000 KPA; TEMPERATURE RATING: 110 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: DISC SS GR CF8M ASTM A351; RETAINING RING SS GR 304; SEAT EPDM; STEM BUSHING ACETAL; STEM RETAINER BRS; STEM SS GR 316 ASTM A276; THRUST WASHER BRS; FACE TO FACE LENGTH: 127 MM; OPERATED: MANUAL; TRIM: DISC STEM ASTM A747 TYPE CB7CU-1/EPDM; SEAT EPDM; STEM BUSHING ACETAL; SOFTGOODS: STEM SEAL BUNA-N; APPLICATION: WATER; GRADE: 65-45-12; SPECIFICATION: S30-324; STYLE: WAFER; SUPPL P/N: DN500/302000-110AT324/CF69
	EA
	10
	 
	 

	13
	620160
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 450 MM; DESIGN RATING: 1000 KPA; TEMPERATURE RATING: 110 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: DISC SS GR CF8M ASTM A351; RETAINING RING SS GR 304; SEAT EPDM; STEM BUSHING ACETAL; STEM RETAINER BRS; STEM SS GR 316 ASTM A276; THRUST WASHER BRS; FACE TO FACE LENGTH: 108 MM; OPERATED: MANUAL; TRIM: DISC STEM ASTM A747 TYPE CB7CU-1/EPDM; SEAT EPDM; STEM BUSHING ACETAL; SOFTGOODS: STEM SEAL BUNA-N; APPLICATION: WATER; GRADE: 65-45-12; SPECIFICATION: S30-324; STYLE: WAFER; SUPPL P/N: DN450/301800-110AT324/CF69
	EA
	10
	 
	 

	14
	620161
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 400 MM; DESIGN RATING: 1000 KPA; TEMPERATURE RATING: 110 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: DISC SS GR CF8M ASTM A351; RETAINING RING SS GR 304; SEAT EPDM; STEM BUSHING ACETAL; STEM RETAINER BRS; STEM SS GR 316 ASTM A276; THRUST WASHER BRS; FACE TO FACE LENGTH: 102 MM; OPERATED: MANUAL; TRIM: DISC STEM ASTM A747 TYPE CB7CU-1/EPDM; SEAT EPDM; STEM BUSHING ACETAL; SOFTGOODS: STEM SEAL BUNA-N; APPLICATION: WATER; GRADE: 65-45-12; SPECIFICATION: S30-324; STYLE: WAFER; SUPPL P/N: ND400/301600-110AT324/CF69
	EA
	10
	 
	 

	15
	620162
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 350 MM; DESIGN RATING: 1000 KPA; TEMPERATURE RATING: 110 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: DISC SS GR CF8M ASTM A351; RETAINING RING SS GR 304; SEAT EPDM; STEM BUSHING ACETAL; STEM RETAINER BRS; STEM SS GR 316 ASTM A276; THRUST WASHER BRS; FACE TO FACE LENGTH: 78 MM; OPERATED: MANUAL; TRIM: DISC STEM ASTM A747 TYPE CB7CU-1/EPDM; SEAT EPDM; STEM BUSHING ACETAL; SOFTGOODS: STEM SEAL BUNA-N; APPLICATION: WATER; GRADE: 65-45-12; SPECIFICATION: S30-324; STYLE: WAFER; SUPPL P/N: DN350/301400-110AT324/CF69
	EA
	10
	 
	 

	16
	620163
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 200 MM; DESIGN RATING: 1000 KPA; TEMPERATURE RATING: 100 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: DISC SS GR CF8M ASTM A351; SEAT EPDM; STEM BUSHING ACETAL; FACE TO FACE LENGTH: 60 MM; OPERATED: MANUAL; TRIM: DISC STEM ASTM A747 TYPE CB7CU-1/EPDM; SEAT EPDM; STEM BUSHING ACETAL; SOFTGOODS: STEM SEAL BUNA-N; APPLICATION: CHEMICAL; GRADE: 65-45-12; SPECIFICATION: S20-328; STYLE: WAFER; SUPPL P/N: DN200/200800-110AT328/CF69
	EA
	10
	 
	 

	17
	621098
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 50 MM; DESIGN RATING: 1000 KPA G; TEMPERATURE RATING: 100 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: ASTM A536 POLYESTER COATED; FACE TO FACE LENGTH: 43 MM; OPERATED: MANUAL; TRIM: DISC ASTM A747 TYPE CB7CU EPDM; SEAT EPDM; STEM BUSHING BUNA-N; STEM SEAL ACETAL; APPLICATION: CHEMICAL; GRADE: 65-45-12; SPECIFICATION: S21-328; STYLE: LUG; DRAWING NO: BV-3A REV 0; SUPPL P/N: 210200-110AT328/CF69
	EA
	10
	 
	 

	18
	621099
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 50 MM; DESIGN RATING: 1000 KPA G; TEMPERATURE RATING: 110 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: ASTM A536 POLYESTER COATED; FACE TO FACE LENGTH: 43 MM; OPERATED: ACTUATOR PNEUMATIC, MANUAL; TRIM: DISC SS GR CF8M ASTM A351; RETAINING RING SS GR 304; SEAT EPDM; STEM BUSHING ACETAL; STEM RETAINER BRS; STEM SS GR 316 ASTM A276; THRUST WASHER BRS; SOFTGOODS: STEM SEAL BUNA-N; APPLICATION: WATER; GRADE: 65-45-12; SPECIFICATION: S30-324; STYLE: WAFER; DRAWING NO: BV-1/BV-6/BV-7/BV-8 REV 0; SUPPL P/N: 300200-110AT324/CF69
	EA
	10
	 
	 

	19
	621100
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 300 MM; DESIGN RATING: 1000 KPA G; TEMPERATURE RATING: 110 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: ASTM A536 POLYESTER COATED; FACE TO FACE LENGTH: 78 MM; OPERATED: ACTUATOR PNEUMATIC, MANUAL; TRIM: DISC ASTM A747 TYPE CB7CU EPDM; SEAT EPDM; STEM BUSHING ACETAL; SOFTGOODS: STEM SEAL BUNA-N; APPLICATION: CHEMICAL; GRADE: 65-45-12; SPECIFICATION: S20-328; STYLE: WAFER; SUPPL P/N: 201200-11AT328/CF69
	EA
	10
	 
	 

	20
	621101
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 300 MM; DESIGN RATING: 1000 KPA G; TEMPERATURE RATING: 110 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: ASTM A536 POLYESTER COATED; FACE TO FACE LENGTH: 78 MM; OPERATED: MANUAL; TRIM: DISC ASTM A747 TYPE CB7CU EPDM; SEAT EPDM; STEM BUSHING ACETAL; SOFTGOODS: STEM SEAL BUNA-N; APPLICATION: CHEMICAL; GRADE: 65-45-12; SPECIFICATION: S21-328; STYLE: LUG; SUPPL P/N: 211200-110AT328/CF69
	EA
	10
	 
	 

	21
	621102
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 250 MM; DESIGN RATING: 1000 KPA; TEMPERATURE RATING: 110 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: ASTM A536 POLYESTER COATED; FACE TO FACE LENGTH: 68 MM; OPERATED: ACTUATOR PNEUMATIC, MANUAL; TRIM: DISC SS GR CF8M ASTM A351; RETAINING RING SS GR 304; SEAT EPDM; STEM BUSHING ACETAL; STEM RETAINER BRS; STEM SS GR 316 ASTM A276; THRUST WASHER BRS; SOFTGOODS: STEM SEAL BUNA-N; APPLICATION: WATER; GRADE: 65-45-12; SPECIFICATION: S30-324; STYLE: WAFER; SUPPL P/N: 301000-110AT324/CF69
	EA
	10
	 
	 

	22
	621103
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 250 MM; DESIGN RATING: 1000 KPA; TEMPERATURE RATING: 110 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: ASTM A536 POLYESTER COATED; FACE TO FACE LENGTH: 68 MM; OPERATED: ACTUATOR PNEUMATIC, MANUAL; TRIM: DISC STEM ASTM A747 TYPE CB7CU-1/EPDM; SEAT EPDM; STEM BUSHING ACETAL; SOFTGOODS: STEM SEAL BUNA-N; APPLICATION: CHEMICAL; GRADE: 65-45-12; SPECIFICATION: S20-328; STYLE: WAFER; DRAWING NO: BV-6A REV 0; SUPPL P/N: 2012000-110AT328/CF69
	EA
	10
	 
	 

	23
	621104
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 200 MM; DESIGN RATING: 1000 KPA; TEMPERATURE RATING: 110 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: ASTM A536 POLYESTER COATED; FACE TO FACE LENGTH: 60 MM; OPERATED: ACTUATOR PNEUMATIC, MANUAL; TRIM: DISC SS GR CF8M ASTM A351; RETAINING RING SS GR 304; SEAT EPDM; STEM BUSHING ACETAL; STEM RETAINER BRS; STEM SS GR 316 ASTM A276; THRUST WASHER BRS; SOFTGOODS: STEM SEAL BUNA-N; APPLICATION: WATER; GRADE: 65-45-12; SPECIFICATION: S30-324; STYLE: WAFER; SUPPL P/N: 201000-110AT328/CF69
	EA
	10
	 
	 

	24
	621105
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 150 MM; DESIGN RATING: 1000 KPA; TEMPERATURE RATING: 100 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: ASTM A536 POLYESTER COATED; FACE TO FACE LENGTH: 56 MM; OPERATED: MANUAL; TRIM: DISC STEM ASTM A747 TYPE CB7CU-1/EPDM; SEAT EPDM; STEM BUSHING ACETAL; SOFTGOODS: STEM SEAL BUNA-N; APPLICATION: CHEMICAL; GRADE: 65-45-12; SPECIFICATION: S21-328; STYLE: LUG; DRAWING NO: BV-3A REV 0; SUPPL P/N: 210600-110AT328/CF69
	EA
	10
	 
	 

	25
	621106
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 150 MM; DESIGN RATING: 1000 KPA; TEMPERATURE RATING: 110 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: ASTM A536 POLYESTER COATED; FACE TO FACE LENGTH: 56 MM; OPERATED: ACTUATOR PNEUMATIC, MANUAL; TRIM: DISC SS GR CF8M ASTM A351; RETAINING RING SS GR 304; SEAT EPDM; STEM BUSHING ACETAL; STEM RETAINER BRS; STEM SS GR 316 ASTM A276; THRUST WASHER BRS; SOFTGOODS: STEM SEAL BUNA-N; APPLICATION: WATER; GRADE: 65-45-12; SPECIFICATION: S30-324; STYLE: WAFER; DRAWING NO: BV-1/BV-2/BV-8 REV 0; SUPPL P/N: 300600-110AT324/CF69
	EA
	10
	 
	 

	26
	621107
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 150 MM; DESIGN RATING: 1000 KPA; TEMPERATURE RATING: 110 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: ASTM A536 POLYESTER COATED; FACE TO FACE LENGTH: 56 MM; OPERATED: MANUAL; TRIM: DISC SS GR CF8M ASTM A351; RETAINING RING SS GR 304; SEAT EPDM; STEM BUSHING ACETAL; STEM RETAINER BRS; STEM SS GR 316 ASTM A276; THRUST WASHER BRS; SOFTGOODS: STEM SEAL BUNA-N; APPLICATION: WATER; GRADE: 65-45-12; SPECIFICATION: S31-324; STYLE: LUG; DRAWING NO: BV-3 REV 0; SUPPL P/N: 310600-110AT324/CF69
	EA
	10
	 
	 

	27
	621108
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 100 MM; DESIGN RATING: 1000 KPA; TEMPERATURE RATING: 100 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: ASTM A536 POLYESTER COATED; FACE TO FACE LENGTH: 52 MM; OPERATED: MANUAL; TRIM: DISC ASTM A351 GR CF8M; SEAT EPDM; STEM ASTM A276 GR 316; STEM SEAL BUNA-N; APPLICATION: CHEMICAL; GRADE: 65-45-12; SPECIFICATION: S20-328; STYLE: WAFER; DRAWING NO: BV-1A REV 0
	EA
	10
	 
	 

	28
	621109
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 80 MM; DESIGN RATING: 1000 KPA; TEMPERATURE RATING: 100 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: ASTM A536 POLYESTER COATED; FACE TO FACE LENGTH: 46 MM; OPERATED: ACTUATOR PNEUMATIC, MANUAL; TRIM: DISC ASTM A747 TYPE CB7CU EPDM; SEAT EPDM; STEM ACETAL; STEM BUSHING BUNA-N; APPLICATION: CHEMICAL; GRADE: 65-45-12; SPECIFICATION: S20-328; STYLE: WAFER; DRAWING NO: BV-1A/BV-6A/BV-7A REV 0; SUPPL P/N: 200300-110AT328/CF69
	EA
	10
	 
	 

	29
	621110
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 80 MM; DESIGN RATING: 1000 KPA; TEMPERATURE RATING: 110 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: ASTM A536 POLYESTER COATED; FACE TO FACE LENGTH: 46 MM; OPERATED: ACTUATOR PNEUMATIC, MANUAL; TRIM: DISC SS GR CF8M ASTM A351; RETAINING RING SS GR 304; SEAT EPDM; STEM BUSHING ACETAL; STEM RETAINER BRS; STEM SS GR 316 ASTM A276; THRUST WASHER BRS; SOFTGOODS: STEM SEAL BUNA-N; APPLICATION: WATER; GRADE: 65-45-12; SPECIFICATION: S31-324; STYLE: LUG; DRAWING NO: BV-3 REV 0; SUPPL P/N: 310300-110AT324/CF69
	EA
	10
	 
	 

	30
	621111
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 80 MM; DESIGN RATING: 1000 KPA; TEMPERATURE RATING: 110 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: ASTM A536 POLYESTER COATED; FACE TO FACE LENGTH: 46 MM; OPERATED: ACTUATOR PNEUMATIC, MANUAL; TRIM: DISC SS GR CF8M ASTM A351; RETAINING RING SS GR 304; SEAT EPDM; STEM BUSHING ACETAL; STEM RETAINER BRS; STEM SS GR 316 ASTM A276; THRUST WASHER BRS; SOFTGOODS: STEM SEAL BUNA-N; APPLICATION: WATER; GRADE: 65-45-12; SPECIFICATION: S30-324; STYLE: WAFER; DRAWING NO: BV-1/BV-6/BV-7/BV-8 REV 0; SUPPL P/N: 300300-110AT324/CF69
	EA
	10
	 
	 

	31
	647652
	VALVE, BUTTERFLY: VALVE SIZE: DN 200; DESIGN RATING: PN40; SPECIFICATION: AB550N/SG400; SUPPL P/N: L1-200D-AA11SG; COMPLETE VALVE; L1 WITH ROTORK GEARBOX AND HANDWHEEL
	EA
	10
	 
	 

	32
	647653
	VALVE, BUTTERFLY: VALVE SIZE: DN 250; DESIGN RATING: PN40; SPECIFICATION: AB880N/SG400; SUPPL P/N: L1-250D-AA11SG; COMPLETE VALVE; L1 WITH ROTORK GEARBOX AND HANDWHEEL
	EA
	10
	 
	 

	33
	647654
	VALVE, BUTTERFLY: VALVE SIZE: DN 150; DESIGN RATING: PN40; SPECIFICATION: AB550N/PS200; SUPPL P/N: L1-150D-AA11SG; L1 WITH ROTORK GEARBOX AND HANDWHEEL
	EA
	10
	 
	 

	34
	648248
	VALVE, BUTTERFLY: TYPE: WAFER; VALVE SIZE: 80 MM; DESIGN RATING: 10 BAR; TEMPERATURE RATING: 40 DEG C; CONNECTION: FLANGE BS 4504 PN 10; BODY MATERIAL: CI; FACE TO FACE LENGTH: 45 MM; OPERATED: MANUAL; SOFTGOODS: BLOCK RING 65MN; DOWNSTEM 45/416; GASKET 201; O-RING EPDM; SEAT EPDM/NBR/VITON; UPSTEM 45/416; APPLICATION: PJFFP BLOW ROOMS AERATION; SPECIFICATION: BS 5155; SUPPL P/N: 556.0029
	EA
	10
	 
	 

	35
	649955
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 150 MM; DESIGN RATING: 10 BAR; TEMPERATURE RATING: 20 DEG C; CONNECTION: FLANGE; BODY MATERIAL: CI JS1030 (3G); FACE TO FACE LENGTH: 56 MM; OPERATED: LEVER SR 330 MM; SOFTGOODS: DISC SGI CAST JS1030; EPMD (3X); LINER EPMD XA(XA); SHAFT SS 1.4029 (6K); APPLICATION: CHLORIDE BLOWDOWN; SPECIFICATION: ISORIA 10 DN 150 T4 PN10 3G6K3XXA; RAISED FACE-T4
	EA
	10
	 
	 

	36
	649956
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 100 MM; DESIGN RATING: 10 BAR; TEMPERATURE RATING: 20 DEG C; CONNECTION: FLANGE PN 10; BODY MATERIAL: CI JS1030 (3G); FACE TO FACE LENGTH: 52 MM; OPERATED: MR 25 MARINE; SOFTGOODS: DISC SGI CAST JS1030; EPMD (3X); LINER EPMD XA(XA); SHAFT SS 1.4029 (6K); APPLICATION: CHLORIDE BLOWDOWN; SPECIFICATION: ISORIA 10 DN 100 T4 PN10 3G6K3XXA
	EA
	10
	 
	 

	37
	653265
	VALVE, BUTTERFLY: TYPE: ISOLATING; APPLICATION: AUXILIARY BOILER 1 DEMINERALISED WATER SUPPLY SYSTEM INLET; SUPPL P/N: SP-KUS-F2-05434
	EA
	10
	 
	 

	38
	654615
	VALVE, BUTTERFLY: VALVE SIZE: DN 100; DESIGN RATING: PN40; SPECIFICATION: PS160; SUPPL P/N: L1.AB210N/DN100
	EA
	10
	 
	 

	39
	654622
	VALVE, BUTTERFLY: VALVE SIZE: DN115; DESIGN RATING: PN40; SPECIFICATION: PS160; SUPPL P/N: L1.AB210N/DN115
	EA
	10
	 
	 

	40
	654816
	VALVE, BUTTERFLY: CONNECTION: BW; SUPPL P/N: II.D168.3/D1
	EA
	10
	 
	 

	41
	654817
	VALVE, BUTTERFLY: CONNECTION: BW; SUPPL P/N: II.D76.1/D70
	EA
	10
	 
	 

	42
	655980
	VALVE, BUTTERFLY: TYPE: DOUBLE ECCENTRIC; VALVE SIZE: DN 150; DESIGN RATING: PN16; APPLICATION: MILL 10-50 COAL FEEDER SCAVENGING AIR ISOLATING; SUPPL P/N: CONAXE20W20; HIGH PERFOMANCE
	EA
	10
	 
	 

	43
	655987
	VALVE, BUTTERFLY: VALVE SIZE: DN 100; DESIGN RATING: PN16; BODY MATERIAL: AL; FACE TO FACE LENGTH: 52 MM; TRIM: DISC: STL 1.4408; APPLICATION: MILL 10-50 COAL FEEDER SCAVENGING AIR ISOLATING; SUPPL P/N: AK151-100/4IN-DN100/PN16
	EA
	10
	 
	 

	44
	656114
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 50 MM; DESIGN RATING: 16 BAR; TEMPERATURE RATING: -10 TO 120 DEG C; CONNECTION: FLANGE PN16; BODY MATERIAL: SPHERIODAL GRAPHITE CI JS1030 (3G); FACE TO FACE LENGTH: 43 MM; OPERATED: LEVER-SR-180MM; SOFTGOODS: SHAFT: SS 1.4029 (6K); DISC: SS 1.4401/1.4406 WITH COATING P16 (16); APPLICATION: MIST ELIMINATOR; SUPPL P/N: 16DN50.T4.PN16.3G6K6XA-LEVER180MM; LINER-EPMD XA (XA); WITH RAISED FACE; ISORIA
	EA
	10
	 
	 

	45
	656117
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 50 MM; DESIGN RATING: 10 BAR; TEMPERATURE RATING: -10 TO 120 DEG C; CONNECTION: FLANGE PN 10; BODY MATERIAL: SPHERIODAL GRAPHITE CI JS1030 (3G); FACE TO FACE LENGTH: 43 MM; OPERATED: LEVER-SR-180MM; SOFTGOODS: SHAFT: SS 1.4029 (6K); DISC: SPHERIODAL GRAPHITE CAST IRON JS1030; EPDM(3X); APPLICATION: ABSORBER BLEED SYSTEM; SUPPL P/N: 10DN50.T4.PN10.3G6K3XXA-LEVER180MM; ISORIA
	EA
	10
	 
	 

	46
	656120
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 80 MM; DESIGN RATING: 10 BAR; TEMPERATURE RATING: -10 TO 120 DEG C; CONNECTION: FLANGE PN 10; BODY MATERIAL: SPHERIODAL GRAPHITE CI JS1030 (3G); FACE TO FACE LENGTH: 46 MM; OPERATED: LEVER-SR-260MM; SOFTGOODS: SHAFT: SS 1.4029 (6K); DISC: SPHERIODAL GRAPHITE CAST IRON JS1030; EPDM(3X); APPLICATION: ABSORBER BLEED SYSTEM; SUPPL P/N: 10DN80.T4.PN10.3G6K3XXA-LEVER-SR-260MM; WITH RAISED FACE-T4; LINER-EPDM XA (XA); ISORIA
	EA
	10
	 
	 

	47
	656122
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 100 MM; DESIGN RATING: 16 BAR; TEMPERATURE RATING: -10 TO 120 DEG C; CONNECTION: FLANGE PN16; BODY MATERIAL: SPHERIODAL GRAPHITE CI JS1030 (3G); FACE TO FACE LENGTH: 52 MM; OPERATED: LEVER-SR-330MM; SOFTGOODS: SHAFT: SS 1.4029 (6K); DISC: SS 1.4401/1.4406 WITH COATING P16 (16); APPLICATION: FIRE FIGHTING AND RAW WATER SUPPLY; SUPPL P/N: 16DN100.T4.PN16.3G6K6XA-LEVER-SR-330MM; WITH RAISED FACE-T4; LINER-EPDM XA (XA); ISORIA
	EA
	10
	 
	 

	48
	656124
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 150 MM; DESIGN RATING: 16 BAR; TEMPERATURE RATING: -10 TO 120 DEG C; CONNECTION: FLANGE PN16; BODY MATERIAL: SPHERIODAL GRAPHITE CI JS1030 (3G); FACE TO FACE LENGTH: 56 MM; OPERATED: LEVER-SR-330MM; SOFTGOODS: SHAFT: SS 1.4029 (6K); DISC: SS 1.4401/1.4406 WITH COATING P16 (16); APPLICATION: FGD WATER SYSTEM; SUPPL P/N: 16DN150.T4.PN16.3G6K6XA-LEVER-SR-330MM; WITH RAISED FACE-T4; LINER-EPDM XA (XA); ISORIA
	EA
	10
	 
	 

	49
	656125
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 150 MM; DESIGN RATING: 10 BAR; TEMPERATURE RATING: -10 TO 120 DEG C; CONNECTION: FLANGE PN 10; BODY MATERIAL: SPHERIODAL GRAPHITE CI JS1030 (3G); FACE TO FACE LENGTH: 56 MM; OPERATED: LEVER-SR-330 MM; SOFTGOODS: SHAFT: SS 1.4029 (6K); DISC: SPHERIODAL GRAPHITE CAST IRON JS1030; EPDM(3X); APPLICATION: RECLAIMING WATER TANKS DRAIN; SUPPL P/N: 10DN150.T4.3G6K3XXA-LEVER-SR-330MM; WITH RAISED FACE-T4; LINER-EPDM XA (XA); ISORIA
	EA
	10
	 
	 

	50
	656127
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 200 MM; DESIGN RATING: 16 BAR; TEMPERATURE RATING: -10 TO 120 DEG C; CONNECTION: FLANGE PN16; BODY MATERIAL: SPHERIODAL GRAPHITE CI JS1030 (3G); FACE TO FACE LENGTH: 60 MM; OPERATED: MR-25-MARINE; SOFTGOODS: SHAFT: SS 1.4029 (6K); DISC: SS 1.4401/1.4406 WITH COATING P16 (16); APPLICATION: FGD WATER SYSTEM; SUPPL P/N: 16DN200.T4.PN16.3G6K6XA-MR25-MARINE; WITH RAISED FACE-T4; LINER-EPDM XA (XA); ISORIA
	EA
	10
	 
	 

	51
	656129
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 200 MM; DESIGN RATING: 10 BAR; TEMPERATURE RATING: -10 TO 120 DEG C; CONNECTION: FLANGE PN 10; BODY MATERIAL: SPHERIODAL GRAPHITE CI JS1030 (3G); FACE TO FACE LENGTH: 60 MM; OPERATED: MR-25-MARINE; SOFTGOODS: SHAFT: SS 1.4029 (6K); DISC: SPHERIODAL GRAPHITE CAST IRON JS1030; EPDM (3X); APPLICATION: RECLAIMING WATER; SUPPL P/N: 10DN200.T4.PN10.3G6K3XXA-MR-25-MARINE; WITH RAISED FACE-T4; LINER-EPDM XA (XA); ISORIA
	EA
	10
	 
	 

	52
	656131
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 200 MM; DESIGN RATING: 16 BAR; TEMPERATURE RATING: -20 TO 120 DEG C; CONNECTION: FLANGE PN16; BODY MATERIAL: SPHERIODAL GRAPHITE CI JS1030 (3G); FACE TO FACE LENGTH: 60 MM; OPERATED: MR-25-MARINE; SOFTGOODS: SHAFT: SS 1.4029 (6K); DISC: SPHERIODAL GRAPHITE CAST IRON JS1030 WITH HARD RUBBER COATING (3P); APPLICATION: ABSORBER RECYCLE WATER SUPPLY; SUPPL P/N: 16DN200.T4.PN16.3G6K3PXA-MR-25-MARINE; WITH RAISED FACE-T4; LINER-EPDM XA (XA); ISORIA
	EA
	10
	 
	 

	53
	656133
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 250 MM; DESIGN RATING: 16 BAR; TEMPERATURE RATING: -20 TO 20 DEG C; CONNECTION: FLANGE PN 10; BODY MATERIAL: SPHERIODAL GRAPHITE CI JS1030 (3G); FACE TO FACE LENGTH: 68 MM; OPERATED: MR-50-MARINE; SOFTGOODS: SHAFT: SS 1.4029 (6K); DISC: SPHERIODAL GRAPHITE CAST IRON JS1030 WITH HARD RUBBER COATING (3P); APPLICATION: RAPID DRAIN TANK DRAIN; SUPPL P/N: 16DN250.T4.PN10.3G6K3PXA-MR-50-MARINE; WITH RAISED FACE-T4; LINER-EPDM XA (XA); ISORIA
	EA
	10
	 
	 

	54
	656134
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 250 MM; DESIGN RATING: 16 BAR; TEMPERATURE RATING: -20 TO 20 DEG C; CONNECTION: FLANGE PN16; BODY MATERIAL: SPHERIODAL GRAPHITE CI JS1030 (3G); FACE TO FACE LENGTH: 68 MM; OPERATED: LEVER-SM-530 MM; SOFTGOODS: SHAFT: SS 1.4029 (6K); DISC: SS 1.4408 (6K); APPLICATION: FGD WATER SYSTEM; SUPPL P/N: 16DN250.T4.PN16.3G6K6XA-LEVER-SM-530MM; WITH RAISED FACE-T4; LINER-EPDM XA (XA); ISORIA
	EA
	10
	 
	 

	55
	656135
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 250 MM; DESIGN RATING: 10 BAR; TEMPERATURE RATING: -20 TO 20 DEG C; CONNECTION: FLANGE PN 10; BODY MATERIAL: SPHERIODAL GRAPHITE CI JS1030 (3G); FACE TO FACE LENGTH: 68 MM; OPERATED: MR-25-MARINE; SOFTGOODS: SHAFT: SS 1.4029 (6K); DISC: SPHERIODAL GRAPHITE CAST IRON JS1030; EPDM(3X); APPLICATION: RECLAIM WATER ISOLATING; SUPPL P/N: 10DN250.T4.PN10.3G6K3XXA-MR-25-MARINE; WITH RAISED FACE-T4; LINER-EPDM XA (XA); ISORIA
	EA
	10
	 
	 

	56
	656137
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 300 MM; DESIGN RATING: 10 BAR; TEMPERATURE RATING: -20 TO 20 DEG C; CONNECTION: FLANGE PN 10; BODY MATERIAL: SPHERIODAL GRAPHITE CI JS1030 (3G); FACE TO FACE LENGTH: 78 MM; OPERATED: MR-25-MARINE; SOFTGOODS: SHAFT: SS 1.4029 (6K); DISC: SPHERIODAL GRAPHITE CAST IRON JS1030; EPDM(3X); APPLICATION: WFGD; SUPPL P/N: 10DN300.T4.PN10.3G6K3XXA-MR-50-MARINE; WITH RAISED FACE-T4; LINER-EPDM XA (XA); ISORIA
	EA
	10
	 
	 

	57
	656138
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 300 MM; DESIGN RATING: 16 BAR; TEMPERATURE RATING: -20 TO 20 DEG C; CONNECTION: FLANGE PN 10; BODY MATERIAL: SPHERIODAL GRAPHITE CI JS1030 (3G); FACE TO FACE LENGTH: 78 MM; OPERATED: MR-50-MARINE; SOFTGOODS: SHAFT: SS 1.4029 (6K); DISC: SPHERIODAL GRAPHITE CAST IRON JS1030 WITH HARD RUBBER COATING (3P); APPLICATION: FILTER FEED TANK DRAIN; SUPPL P/N: 16DN300.T4.PN10.3G6K6XA-MR-50-MARINE; WITH RAISED FACE-T4; LINER-EPDM XA (XA); ISORIA
	EA
	10
	 
	 

	58
	656139
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 300 MM; DESIGN RATING: 16 BAR; TEMPERATURE RATING: -10 TO 20 DEG C; CONNECTION: FLANGE PN16; BODY MATERIAL: SPHERIODAL GRAPHITE CI JS1030 (3G); FACE TO FACE LENGTH: 78 MM; OPERATED: MR-50-MARINE; SOFTGOODS: SHAFT: SS 1.4029 (6K); DISC: SS 1.4408 (6K); APPLICATION: FGD WATER SYSTEM; SUPPL P/N: SORIA16DN300.T4.PN16.3G6K6XA-MR-50-MARINE; WITH RAISED FACE-T4; LINER-EPDM XA (XA)
	EA
	10
	 
	 

	59
	656141
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 400 MM; DESIGN RATING: 10 BAR; TEMPERATURE RATING: -10 TO 20 DEG C; CONNECTION: FLANGE PN 10; BODY MATERIAL: SPHERIODAL GRAPHITE CI JS1030 (3G); FACE TO FACE LENGTH: 102 MM; OPERATED: MR-100-MARINE; SOFTGOODS: SHAFT: SS 1.4029 (6K); DISC: SPHERIODAL GRAPHITE CAST IRON JS1030; EBONITE COATED (3P); APPLICATION: FGD WATER SYSTEM; SUPPL P/N: 10DN400.T4.PN10.3G6K3PXA-MR-100-MARINE; WITH RAISED FACE-T4; LINER-EPDM XA (XA); ISORIA
	EA
	10
	 
	 

	60
	656142
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 100 MM; DESIGN RATING: 10 BAR; TEMPERATURE RATING: -20 TO 120 DEG C; CONNECTION: FLANGE PN 10; BODY MATERIAL: SPHERIODAL GRAPHITE CI JS1030 (3G); FACE TO FACE LENGTH: 52 MM; OPERATED: MR-25-MARINE; SOFTGOODS: SHAFT: SS 1.4029 (6K); DISC: SPHERIODAL GRAPHITE CAST IRON JS1030; EPDM(3X); APPLICATION: AREA SUMP VALVES; SUPPL P/N: 10DN100.T4.PN10.3G6K3XXA-MR-25-MARINE; WITH RAISED FACE-T4; LINER-EPDM XA (XA); ISORIA
	EA
	10
	 
	 

	61
	659302
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 350 MM; DESIGN RATING: PN10; TEMPERATURE RATING: 50-80 DEG C; CONNECTION: FLANGE; BODY MATERIAL: ASTM A536 GR.65-45-12; FACE TO FACE LENGTH: 78 MM; OPERATED: ACTUATOR SGM12.1; TRIM: DISC: ASTM A536 GR.65-45-12 + EPDM; LINER: EPDM; SHAFTS: UNS S17400(17-4-PH); BUSHING: AL/BRNZ; FLANGE: ASTM 516 GR.70; SOFTGOODS: O-RING NBR; APPLICATION: RECLAIMING WATER SYSTEM FGD COMMON; UNITISED PLANT; SPECIAL FEATURES: CENTERED RUBBER SEATED; DRAWING NO: 100009-02112247380000-ICASS-0001-022/PN10 REV 0; FLANGE HOLE: 16 THREADED THROUGH; DIA: M20; DS SERIES
	EA
	10
	 
	 

	62
	659303
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 250 MM; DESIGN RATING: PN10; TEMPERATURE RATING: 50-80 DEG C; CONNECTION: FLANGE; BODY MATERIAL: ASTM A536 GR.65-45-12; FACE TO FACE LENGTH: 69 MM; OPERATED: ACTUATOR SGM10.1; TRIM: DISC: ASTM A536 GR.65-45-12 + EPDM; LINER: EPDM; SHAFTS: UNS S17400(17-4-PH); PLUGS: CS ZINC COATED; SOFTGOODS: O-RING NBR; APPLICATION: REAGENT SYSTEM FGD COMMON; UNITISED PLANT; SPECIAL FEATURES: CENTERED RUBBER SEATED VALVES; DRAWING NO: 100009-02112247380000-ICASS-0001-023/PN10 REV 0
	EA
	10
	 
	 

	63
	659308
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 150 IN; DESIGN RATING: PN16; TEMPERATURE RATING: 50-80 DEG C; CONNECTION: FLANGE; BODY MATERIAL: ASTM A536 GR.65-45-12; FACE TO FACE LENGTH: 57 MM; OPERATED: ACTUATOR SGM05.1; TRIM: DISC: ASTM A536 GR.65-45-12 + EPDM; LINER: EPDM; SHAFTS: ASTM A182 GR.F6A; PLUGS: CS; SOFTGOODS: O-RING NBR; APPLICATION: FGD COMMON; UNITISED PLANT; SPECIAL FEATURES: CENTERED RUBBER SEATED; DRAWING NO: 100009-02112247380000-ICASS-0001-024/PN16 REV 0; FLANGE HOLE: 8 THREADED THROUGH; DIA: M20; DS SERIES
	EA
	10
	 
	 

	64
	659309
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 150 MM; DESIGN RATING: PN16; TEMPERATURE RATING: 50-80 DEG C; CONNECTION: FLANGE; BODY MATERIAL: ASTM A536 GR.65-45-12; FACE TO FACE LENGTH: 57 MM; OPERATED: ACTUATOR SGM05.1; TRIM: DISC: UNS N26022; LINER: EPDM; SHAFTS: UNS N10276; PLUGS: CS; BUSHING: AL/BRNZ; SOFTGOODS: O-RING NBR; APPLICATION: FGD COMMON; UNITISED PLANT; SPECIAL FEATURES: CENTERED RUBBER SEATED; DRAWING NO: 100009-02112247380000-ICASS-0001-025/PN16/8IN REV 0; FLANGE HOLE: 8 THREADED THROUGH; DIA: M20; DS SERIES
	EA
	50
	 
	 

	65
	659310
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 300 MM; DESIGN RATING: PN10; TEMPERATURE RATING: 50-80 DEG C; CONNECTION: FLANGE; BODY MATERIAL: ASTM A536 GR.65-45-12; FACE TO FACE LENGTH: 79 MM; OPERATED: ACTUATOR SGM12.1; TRIM: DISC: ASTM A536 GR.65-45-12 + EPDM; LINER: EPDM; SHAFTS: UNS S17400(17-4-PH); PLUGS: CS ZINC COATED; SOFTGOODS: O-RING NBR; APPLICATION: FILTER FEED SYSTEM FGD COMMON; UNITISED PLANT; SPECIAL FEATURES: CENTERED RUBBER SEATED; DRAWING NO: 100009-02112247380000-ICASS-0001-023/PN10/12IN REV 0; FLANGE HOLE: 12 THREADED THROUGH; DIA: M20; DS SERIES
	EA
	10
	 
	 

	66
	659311
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 100 MM; DESIGN RATING: PN16; TEMPERATURE RATING: 50-80 DEG C; CONNECTION: FLANGE; BODY MATERIAL: ASTM A536 GR.65-45-12; FACE TO FACE LENGTH: 53 MM; OPERATED: ACTUATOR SGM05.1; TRIM: DISC: ASTM A536 GR.65-45-12 + EPDM; LINER: EPDM; SHAFTS: ASTM A182 GR.F6A; PLUGS: CS; SOFTGOODS: O-RING NBR; APPLICATION: RECLAIMNG WATER SYSTEM FGD COMMON; UNITISED PLANT; SPECIAL FEATURES: CENTERED RUBBER SEATED; DRAWING NO: 100009-02112247380000-ICASS-0001-024/PN16/4IN REV 0; FLANGE HOLE: 8 THREADED THROUGH; DIA: M20; DS SERIES
	EA
	40
	 
	 

	67
	659312
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 400 MM; DESIGN RATING: PN10; TEMPERATURE RATING: 50-80 DEG C; CONNECTION: FLANGE; BODY MATERIAL: ASTM A536 GR.65-45-12; FACE TO FACE LENGTH: 102 MM; OPERATED: ACTUATOR SGM12.1; TRIM: DISC: ASTM A536 GR.65-45-12 + EPDM; LINER: EPDM; SHAFTS: ASTM A182 GR.F6A; GASKET: ARAMIDIC FIBER+ FIBER; BUSHING: AL/BRNZ; SOFTGOODS: O-RING NBR; APPLICATION: RECLAIMING SYSTEM FGD COMMON; UNITISED PLANT; SPECIAL FEATURES: CENTERED RUBBER SEATED; DRAWING NO: 100009-02112247380000-ICASS-0001-026/PN10 REV 0; FLANGE HOLE: 8 THREADED THROUGH; DIA: M24; DS SERIES
	EA
	16
	 
	 

	68
	659313
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 80 MM; DESIGN RATING: PN16; TEMPERATURE RATING: 50-80 DEG C; CONNECTION: FLANGE; BODY MATERIAL: ASTM A536 GR.65-45-12; FACE TO FACE LENGTH: 46 MM; OPERATED: ACTUATOR SGM05.1; TRIM: DISC: UNS N26022; LINER: EPDM; SHAFTS: UNS N10276; O-RING: NBR; BUSHING: AL/BRNZ; SOFTGOODS: O-RING NBR; APPLICATION: REAGENT SYSTEM TO ABSORBER; SPECIAL FEATURES: CENTERED RUBBER SEATED; DRAWING NO: 100009-02112247380000-ICASS-0001-025/PN16/3IN REV 0; FLANGE HOLE: 8 THREADED THROUGH; DIA: M16; DS SERIES
	EA
	10
	 
	 

	69
	659315
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 200 MM; DESIGN RATING: PN10; TEMPERATURE RATING: 50-80 DEG C; CONNECTION: FLANGE; BODY MATERIAL: ASTM A536 GR.65-45-12; FACE TO FACE LENGTH: 60 MM; OPERATED: ACTUATOR SGM07.1; TRIM: ASTM A536 GR.65-45-12 + EPDM; LINER: EPDM; SHAFTS: ASTM A182 GR.F6A; PLUGS: CS; SOFTGOODS: O-RING NBR; APPLICATION: ABSORBER BLEED SYSTEM; SPECIAL FEATURES: CENTERED RUBBER SEATED; DRAWING NO: 100009-02112247380000-ICASS-0001-024/PN10 REV 0
	EA
	10
	 
	 

	70
	659316
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 50 MM; DESIGN RATING: PN16; TEMPERATURE RATING: 50-80 DEG C; CONNECTION: FLANGE; BODY MATERIAL: A536 GR.65-45-12; FACE TO FACE LENGTH: 44 MM; OPERATED: ACTUATOR SGM05.1; TRIM: DISC: ASTM A536 GR.65-45-12 + EPDM; LINER: EPDM; SHAFTS: ASTM A182 GR.F6A; BUSHING: AL/BRNZ; SOFTGOODS: O-RING NBR; APPLICATION: REAGENT TO ABSORBER; SPECIAL FEATURES: CENTERED RUBBER SEATED; DRAWING NO: 100009-02112247380000-ICASS-0001-024/PN16/2IN REV 0
	EA
	25
	 
	 

	71
	659317
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 8 IN; DESIGN RATING: PN10; TEMPERATURE RATING: 50-80 DEG C; CONNECTION: FLANGE; BODY MATERIAL: ASTM A536 GR.65-45-12; FACE TO FACE LENGTH: 60 MM; OPERATED: ACTUATOR SGM07.1; TRIM: DISC: UNS N26022; LINER: EPDM; SHAFTS: UNS N10276; PLUGS: CS; BUSHING: AL/BRNZ; SOFTGOODS: O-RING NBR; APPLICATION: ABSORBER BLEED SYSTEM; SPECIAL FEATURES: CENTERED RUBBER SEATED; DRAWING NO: 100009-02112247380000-ICASS-0001-024/PN10/200MM REV 0
	EA
	30
	 
	 

	72
	659838
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: DN100 MM; DESIGN RATING: 1000 KPA G; TEMPERATURE RATING: 110 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: DUCTILE IRON; FACE TO FACE LENGTH: 52 MM; OPERATED: MANUAL; TRIM: DISC: SS 316 (PASSIVATING STL); STEM: SS 316; STEM BUSING: ACETAL; SPLIT RING: BRASS; THRUST WASHER: BRASS; RETAINING RING: ASTM SS304; SOFTGOODS: STEM SEAL: BUNA-N; APPLICATION: WTP; STYLE: WAFER; DRAWING NO: S03-0400-2-S01-136712-10 REV 0; SUPPL P/N: S03-31G; BRAY ARMATUREN AND ANTRRIEBE EUROPA
	EA
	10
	 
	 

	73
	669959
	VALVE, BUTTERFLY: TYPE: ISOLATING; VALVE SIZE: 50 MM; DESIGN RATING: 10 BAR; TEMPERATURE RATING: 90 DEG C; CONNECTION: FLANGE; BODY MATERIAL: SS 316; FACE TO FACE LENGTH: 300 MM; OPERATED: MANUAL; TRIM: LOWER STEM; TAPPER PIN; UPPER STEM: SS 316; SOFTGOODS: O RING: NEOPRENE RUBBER; BUSH: PTFE; APPLICATION: CHILLER UNIT COOLING WATER ISOLATION VALVE; MODEL NO: SEPL.AV.SE-50MBFV
	EA
	10
	 
	 

	74
	671690
	VALVE, BUTTERFLY: TYPE: SWING; VALVE SIZE: DN350; DESIGN RATING: PN10; TEMPERATURE RATING: 545 DEG C; CONNECTION: FLANGE; BODY MATERIAL: GGG-40.3; FACE TO FACE LENGTH: 200 MM; OPERATED: HAND; APPLICATION: STOP VALVE OUTLET FUEL OIL STORAGE TANK 1; 0 0EGB30 AA501; SUPPL P/N: 4B73660BFD3F21A3E0401EAC4EFA61EA; INSPECTION CERTIFICATE ACC. EN 10204 - 3.1; LOCATION OF ERECTION: OUTDOOR NOT WEATHER PROTECTED
	EA
	10
	 
	 

	75
	674743
	VALVE, BUTTERFLY: TYPE: CONTROL; VALVE SIZE: DN100; DESIGN RATING: PN16; TEMPERATURE RATING: 150 DEG C; CONNECTION: FLANGE ANSI 150/PN16; BODY MATERIAL: CS GG25 A126B; FACE TO FACE LENGTH: 52 MM; OPERATED: MANUAL; TRIM: DISC: SS316; SEAT: EPDM; SOFTGOODS: O RING: EPDM; APPLICATION: PJFF FLUIDIZING; SPECIFICATION: BS4504; SPECIAL FEATURES: INSPECTION AND TESTING: API 598; CORROSION PROTECTED; LIGHT BLUE COUPLING ACTUATOR AND SPACER (35X82MM)
	EA
	10
	 
	 

	76
	674744
	VALVE, BUTTERFLY: TYPE: CONTROL; VALVE SIZE: DN100; DESIGN RATING: PN16; TEMPERATURE RATING: 150 DEG C; CONNECTION: FLANGE ANSI 150/PN16; BODY MATERIAL: CS GG25 A126B; FACE TO FACE LENGTH: 52 MM; OPERATED: ACTUATOR; TRIM: DISC: SS316; SEAT: EPDM; SOFTGOODS: O RING: EPDM; APPLICATION: PJFF FLUIDIZING; SPECIFICATION: BS4504; SPECIAL FEATURES: INSPECTION AND TESTING: API 598; CORROSION PROTECTED; LIGHT BLUE WITH HANDLE ACTUATED
	EA
	20
	 
	 

	77
	674745
	VALVE, BUTTERFLY: TYPE: WATER; VALVE SIZE: DN 50; DESIGN RATING: PN16; TEMPERATURE RATING: -10 TO 120 DEG C; CONNECTION: FLANGE ANSI 150/PN16; BODY MATERIAL: CS GG25 A126B; FACE TO FACE LENGTH: 42 MM; OPERATED: ACTUATOR; TRIM: DISC: SS ASTM A351 CF8M; STEM: SS 416; BUSHING: PTFE; SEAT: EPDM REMOVABLE LINER; SOFTGOODS: O RING: EPDM; APPLICATION: PJFF FLUIDIZING; SPECIFICATION: CE0038; SPECIAL FEATURES: INSPECTION AND TESTING: API 598
	EA
	10
	 
	 

	78
	674746
	VALVE, BUTTERFLY: TYPE: CONTROL; VALVE SIZE: 80 MM; DESIGN RATING: PN16; TEMPERATURE RATING: 150 DEG C; CONNECTION: FLANGE ANSI 150/PN16; BODY MATERIAL: CS GG25 A126B; FACE TO FACE LENGTH: 45.2 MM; OPERATED: ACTUATOR; TRIM: DISC: SS 316; SEAT: EPDM; SOFTGOODS: O RING: EPDM; APPLICATION: PJFF FLUIDIZING; SPECIFICATION: BS4504; SPECIAL FEATURES: INSPECTION AND TESTING: API 598; CORROSION PROTECTED; LIGHT BLUE HANDLE ACTUATED
	EA
	80
	 
	 

	79
	674747
	VALVE, BUTTERFLY: TYPE: CONTROL; VALVE SIZE: 80 MM; DESIGN RATING: PN16; TEMPERATURE RATING: 150 DEG C; CONNECTION: FLANGE ANSI 150/PN16; BODY MATERIAL: CS GG25 A126B; FACE TO FACE LENGTH: 45.2 MM; OPERATED: MANUAL; TRIM: DISC: SS 316; SEAT: EPDM; SOFTGOODS: O RING: EPDM; APPLICATION: PJFF FLUIDIZING; SPECIFICATION: BS4504; SPECIAL FEATURES: INSPECTION AND TESTING: API 598
	EA
	20
	 
	 

	80
	674748
	VALVE, BUTTERFLY: TYPE: WATER; VALVE SIZE: DN 100; DESIGN RATING: PN16; TEMPERATURE RATING: -10 TO 120 DEG C; CONNECTION: FLANGE ANSI 150/PN16; BODY MATERIAL: CS GG25 A126B; FACE TO FACE LENGTH: 45.2 MM; OPERATED: ACTUATOR; TRIM: DISC: SS ASTM A351 CF8M; STEM: SS 416; BUSHING: PTFE; SEAT: EPDM REMOVABLE LINER; SOFTGOODS: O RING: EPDM; APPLICATION: PJFF FLUIDIZING; SPECIFICATION: CE0038; SPECIAL FEATURES: INSPECTION AND TESTING: API 598
	EA
	10
	 
	 

	81
	695157
	VALVE, BUTTERFLY: TYPE: DRYER; VALVE SIZE: 4 IN; DESIGN RATING: 285 PSIG; TEMPERATURE RATING: 100 DEG F; CONNECTION: FLANGED CLASS 150; BODY MATERIAL: WCB; FACE TO FACE LENGTH: 2.03 IN; OPERATED: PNEUMATIC ACTUATOR; TRIM: DISC: CF8M; STEM: 17-4PH; SOFTGOODS: SEAT: RPTFE; SEAL: PTFE; APPLICATION: COMPRESSED AIR DRYER; SPECIFICATION: ASME B16.34; SUPPL P/N: 23815871
	EA
	10
	 
	 

	82
	695158
	VALVE, BUTTERFLY: TYPE: DRYER; VALVE SIZE: 6 IN; DESIGN RATING: 285 PSIG; TEMPERATURE RATING: 100 DEG F; CONNECTION: FLANGED CLASS 150; BODY MATERIAL: WCB; FACE TO FACE LENGTH: 2.23 IN; OPERATED: PNEUMATIC ACTUATOR; TRIM: DISC: CF8M; STEM: 17-4PH; SOFTGOODS: SEAT: RPTFE; SEAL: PTFE; APPLICATION: COMPRESSED AIR DRYER; SPECIFICATION: ASME B16.34; REFERENCE NO: 400600-11001466; C13046946; SUPPL P/N: 38059440
	EA
	10
	 
	 

	83
	696636
	VALVE, BUTTERFLY: TYPE: CENTERED DISC; VALVE SIZE: 6 IN; DESIGN RATING: PN40; TEMPERATURE RATING: 100 DEG C; CONNECTION: BW; BODY MATERIAL: 1.4571; FACE TO FACE LENGTH: 400 MM; OPERATED: MANUAL; TRIM: STL; SOFTGOODS: GASKETS; APPLICATION: INSTRUMENT VALVES; 4 0LCE10 AA301; SPECIFICATION: AV-15-63-SE-HR-G-XX-00; SUPPL P/N: 6343EEA4FEA8559FE0401EAC37FA7116
	EA
	20
	 
	 

	84
	696637
	VALVE, BUTTERFLY: TYPE: CENTERED DISC; VALVE SIZE: 4 IN; DESIGN RATING: PN45; TEMPERATURE RATING: 100 DEG C; CONNECTION: BW; BODY MATERIAL: 1.4571; FACE TO FACE LENGTH: 389 MM; OPERATED: MANUAL; TRIM: STL; SOFTGOODS: GASKETS; APPLICATION: INSTRUMENT VALVES; 4 0LCE10 AA302; SPECIFICATION: AV-15-63-SE-HR-G-XX-00; SUPPL P/N: 6343EEA4FEA9559FE0401EAC37FA7116
	EA
	10
	 
	 

	85
	696638
	VALVE, BUTTERFLY: TYPE: CENTERED DISC; VALVE SIZE: 3 IN; DESIGN RATING: PN35; TEMPERATURE RATING: 0-100 DEG C; CONNECTION: BW; BODY MATERIAL: 1.4571; FACE TO FACE LENGTH: 400 MM; OPERATED: MANUAL; TRIM: STL; SOFTGOODS: GASKETS; APPLICATION: DRAIN VALVE 1 TURBINE HOUSE UNIT 4; 4 0LCE10 AA401; SPECIFICATION: AV-25-63-SE-HR-G-XX-00; SUPPL P/N: 63906F3C7C3F09C3E0401EAC37FA0A05
	EA
	10
	 
	 

	86
	696639
	VALVE, BUTTERFLY: TYPE: CENTERED DISC; VALVE SIZE: 2 IN; DESIGN RATING: PN16; TEMPERATURE RATING: 0-100 DEG C; CONNECTION: BW; BODY MATERIAL: 1.4571; FACE TO FACE LENGTH: 300 MM; OPERATED: MANUAL; TRIM: STL; SOFTGOODS: GASKETS; APPLICATION: DRAIN VALVE 2 TURBINE HOUSE UNIT 4; 4 0LCE10 AA402; SPECIFICATION: AV-25-63-SE-HR-G-XX-00; SUPPL P/N: 63906F3C7C4009C3E0401EAC37FA0A05
	EA
	10
	 
	 

	87
	696640
	VALVE, BUTTERFLY: TYPE: CENTERED DISC; VALVE SIZE: 5 IN; DESIGN RATING: PN16; TEMPERATURE RATING: 0-100 DEG C; CONNECTION: BW; BODY MATERIAL: 1.4571; FACE TO FACE LENGTH: 300 MM; OPERATED: MANUAL; TRIM: STL; SOFTGOODS: GASKETS; APPLICATION: STOP VALVE 1 TURBINE HOUSE UNIT 4; 4 0LCE10 AA501; SPECIFICATION: AV-50-63-SE-HR-G-XX-00; SUPPL P/N: 6343EEA4FEA6559FE0401EAC37FA7116
	EA
	10
	 
	 

	88
	696641
	VALVE, BUTTERFLY: TYPE: CENTERED DISC; VALVE SIZE: 1 IN; DESIGN RATING: PN10; TEMPERATURE RATING: 0-50 DEG C; CONNECTION: BW; BODY MATERIAL: 1.4571; FACE TO FACE LENGTH: 301 MM; OPERATED: MANUAL; TRIM: STL; SOFTGOODS: GASKETS; APPLICATION: STOP VALVE 2 TURBINE HOUSE UNIT 4; 4 0LCE10 AA502; SPECIFICATION: AV-50-63-SE-HR-G-XX-00; SUPPL P/N: 6343EEA4FEA7559FE0401EAC37FA7116
	EA
	12
	 
	 

	89
	697035
	VALVE, BUTTERFLY: TYPE: SHUT-OFF; VALVE SIZE: DN60; DESIGN RATING: 50 BAR; TEMPERATURE RATING: 123 DEG C; CONNECTION: BW; BODY MATERIAL: 1.4571; FACE TO FACE LENGTH: 328 MM; OPERATED: MANUAL; TRIM: MS; SOFTGOODS: GASKET; APPLICATION: STOP VALVE 2 TURBINE HOUSE UNIT 1; 6 0LCE10 AA502; GRADE: AA; SPECIFICATION: AV-50-63-SE-HR-G-XX-00; SUPPL P/N: 6343EEA4FE8F559FE0401EAC37FA7116
	EA
	10
	 
	 

	90
	697036
	VALVE, BUTTERFLY: TYPE: SHUT-OFF; VALVE SIZE: DN62; DESIGN RATING: 50 BAR G; TEMPERATURE RATING: 135 DEG C; CONNECTION: BW; BODY MATERIAL: 1.4571; FACE TO FACE LENGTH: 300 MM; OPERATED: MANUAL; TRIM: MS; SOFTGOODS: GASKET; APPLICATION: STOP VALVE 1 TURBINE HOUSE UNIT 1; 6 0LCE10 AA501; GRADE: AA; SPECIFICATION: AV-50-63-SE-HR-G-XX-00; SUPPL P/N: 6343EEA4FE8E559FE0401EAC37FA7116
	EA
	10
	 
	 

	91
	697037
	VALVE, BUTTERFLY: TYPE: SHUT-OFF; VALVE SIZE: DN70; DESIGN RATING: 70 BAR G; TEMPERATURE RATING: 432 DEG C; CONNECTION: BW; BODY MATERIAL: GP240GH; FACE TO FACE LENGTH: 300 MM; OPERATED: MANUAL; TRIM: MS; SOFTGOODS: GASKET; APPLICATION: STOP VALVE WARM UP V 2; 6 0LCE22 AA201; GRADE: AA; SPECIFICATION: AV-50-63-SE-HR-G-XX-00; SUPPL P/N: 6343EEA4FE8B559FE0401EAC37FA7116
	EA
	10
	 
	 

	92
	697038
	VALVE, BUTTERFLY: TYPE: SHUT-OFF; VALVE SIZE: DN25; DESIGN RATING: 7 MPA; TEMPERATURE RATING: 230 DEG C; CONNECTION: FLANGE; BODY MATERIAL: G-X7CRNIMONB18 10; FACE TO FACE LENGTH: 300 MM; OPERATED: ACTUATOR (WITH SPRINGS); TRIM: MS; SOFTGOODS: GASKET; APPLICATION: STOP VALVE WARM UP V 1; 6 0LCE21 AA201; GRADE: AA; SPECIFICATION: AV-50-63-SE-HR-G-XX-00; SUPPL P/N: 6343EEA4FE8D559FE0401EAC37FA7116
	EA
	10
	 
	 

	93
	697039
	VALVE, BUTTERFLY: TYPE: SHUT-OFF; VALVE SIZE: DN85; DESIGN RATING: 40 BAR G; TEMPERATURE RATING: 523 DEG C; CONNECTION: BW; BODY MATERIAL: STL; FACE TO FACE LENGTH: 250 MM; OPERATED: ACTUATOR (WITH SPRINGS); TRIM: STL; SOFTGOODS: GASKET; APPLICATION: STOP VALVE WARM UP V 2; 5 0LCE22 AA201; GRADE: AA; SUPPL P/N: 6343EEA4FEAB559FE0401EAC37FA7116
	EA
	10
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1
Overview and purpose of the goods and services
Supply and deliver of FGD Absorber Recycle Pumps for a period of five years for Kusile Power Station for a period of five years for Kusile Power Station 
2
Specification and description of the goods

2.1 Detailed specification
	Item No
	Material Number
	Long Description
	UOM
	Quantity
	Unit Price
	Price

	1
	614304
	VALVE, BUTTERFLY: TYPE: DOUBLE ACTING; VALVE SIZE: NB 80; DESIGN RATING: 900 KPA; TEMPERATURE RATING: MAX 40 DEG C; CONNECTION: FLANGE BS 4504 PN 10; BODY MATERIAL: CI GRAY GR 260 BSP 1420; FACE TO FACE LENGTH: 46 MM; OPERATED: ACTUATOR; SPECIAL FEATURES: MAINTENANCE FREE WITH SELF-LUBRICATING BEARINGS, SQUARE DRIVE SHAFTS FOR POSSIBLE DIRECT MOUNTING OF ACTUATORS
	EA
	10
	 
	 

	2
	614305
	VALVE, BUTTERFLY: TYPE: DOUBLE ACTING; VALVE SIZE: NB 50; DESIGN RATING: 900 KPA; TEMPERATURE RATING: -15 TO 105 DEG C; CONNECTION: FLANGE BS 4504 PN 10; BODY MATERIAL: CI GRAY GR 260 BSP 1420; FACE TO FACE LENGTH: 43 MM; OPERATED: ACTUATOR PNEUMATIC; SPECIAL FEATURES: MAINTENANCE FREE WITH SELF-LUBRICATING BEARINGS, SQUARE DRIVE SHAFTS FOR POSSIBLE DIRECT MOUNTING OF ACTUATORS
	EA
	10
	 
	 

	3
	614306
	VALVE, BUTTERFLY: TYPE: PINLESS DISC; VALVE SIZE: NB 100; DESIGN RATING: 900 KPA; TEMPERATURE RATING: -15 TO 105 DEG C; CONNECTION: WAFER; BODY MATERIAL: CI ASTM A126 CL B; FACE TO FACE LENGTH: 52 MM; OPERATED: MANUALLY; SPECIAL FEATURES: MAINTENANCE FREE WITH SELF-LUBRICATING BEARINGS, SQUARE DRIVE SHAFTS FOR POSSIBLE DIRECT MOUNTING OF ACTUATORS; FLANGE DIMENSIONS AND DRILLING IN ACCORDANCE WITH ISO STANDARD 5211/1
	EA
	10
	 
	 

	4
	620151
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 100 MM; DESIGN RATING: 1000 KPA; TEMPERATURE RATING: 110 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: ASTM A536 POLYESTER COATED; FACE TO FACE LENGTH: 52 MM; OPERATED: ACTUATOR PNEUMATIC, MANUAL; TRIM: DISC SS GR CF8M ASTM A351; RETAINING RING SS GR 304; SEAT EPDM; STEM BUSHING ACETAL; STEM RETAINER BRS; STEM SS GR 316 ASTM A276; THRUST WASHER BRS; SOFTGOODS: STEM SEAL BUNA-N; APPLICATION: WATER TREATMENT PLANT; GRADE: 65-45-12; SPECIFICATION: S30-324; STYLE: WAFER; DRAWING NO: BV-1/BV-6/BV-7&BV-8 REV 0; SUPPL P/N: DN100/200400-110AT328/CF69
	EA
	10
	 
	 

	5
	620152
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 80 MM; DESIGN RATING: 1000 KPA; TEMPERATURE RATING: 100 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: ASTM A536 POLYESTER COATED; FACE TO FACE LENGTH: 46 MM; OPERATED: MANUAL; TRIM: DISC ASTM A747 TYPE CB7CU EPDM; SEAT EPDM; STEM ACETAL; STEM BUSHING BUNA-N; APPLICATION: CHEMICAL; GRADE: 65-45-12; SPECIFICATION: S21-328; STYLE: LUG; SUPPL P/N: DN80/210300-110AT328/CF69
	EA
	10
	 
	 

	6
	620153
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 50 MM; DESIGN RATING: 1000 KPA; TEMPERATURE RATING: 100 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: ASTM A536 POLYESTER COATED; FACE TO FACE LENGTH: 43 MM; OPERATED: ACTUATOR PNEUMATIC, MANUAL; TRIM: DISC ASTM A747 TYPE CB7CU EPDM; SEAT EPDM; STEM BUSHING BUNA-N; STEM SEAL ACETAL; APPLICATION: CHEMICAL; GRADE: 65-45-12; SPECIFICATION: S20-328; STYLE: WAFER; DRAWING NO: BV-1A/BV-7A&BV-8A REV 0; SUPPL P/N: DN50/200200-110AT328/CF69; POSSIBLE SUPPLIER: BRAY ARMATUREN AND ANTRIEBE EUROPA
	EA
	10
	 
	 

	7
	620154
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 65 MM; DESIGN RATING: 1000 KPA; TEMPERATURE RATING: 100 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: ASTM A536 POLYESTER COATED; FACE TO FACE LENGTH: 46 MM; OPERATED: ACTUATOR PNEUMATIC, MANUAL; TRIM: DISC ASTM A747 TYPE CB7CU EPDM; SEAT EPDM; STEM ACETAL; STEM BUSHING BUNA-N; APPLICATION: CHEMICAL; GRADE: 65-45-12; SPECIFICATION: S20-328; STYLE: WAFER; DRAWING NO: BV-1A&BV-7A REV 0; SUPPL P/N: DN65/200250-110AT328/CF69; POSSIBLE SUPPLIER: BRAY ARMATUREN AND ANTRIEBE EUROPA
	EA
	10
	 
	 

	8
	620155
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 300 MM; DESIGN RATING: 1000 KPA; TEMPERATURE RATING: 110 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: ASTM A536 POLYESTER COATED; FACE TO FACE LENGTH: 78 MM; OPERATED: ACTUATOR PNEUMATIC, MANUAL; TRIM: DISC SS GR CF8M ASTM A351; RETAINING RING SS GR 304; SEAT EPDM; STEM BUSHING ACETAL; STEM RETAINER BRS; STEM SS GR 316 ASTM A276; THRUST WASHER BRS; SOFTGOODS: STEM SEAL BUNA-N; APPLICATION: WATER; GRADE: 65-45-12; SPECIFICATION: S30-324; STYLE: WAFER; SUPPL P/N: DN300/301200-110AT324/CF69
	EA
	10
	 
	 

	9
	620156
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 250 MM; DESIGN RATING: 1000 KPA; TEMPERATURE RATING: 110 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: ASTM A536 POLYESTER COATED; FACE TO FACE LENGTH: 68 MM; OPERATED: MANUAL; TRIM: DISC STEM ASTM A747 TYPE CB7CU-1/EPDM; SEAT EPDM; STEM BUSHING ACETAL; SOFTGOODS: STEM SEAL BUNA-N; APPLICATION: CHEMICAL; GRADE: 65-45-12; SPECIFICATION: S21-328; STYLE: LUG; SUPPL P/N: DN250/211000-110AT328/CF69; POSSIBLE SUPPLIER: BRAY ARMATUREN AND ANTRIEBE EUROPA
	EA
	10
	 
	 

	10
	620157
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 150 MM; DESIGN RATING: 1000 KPA; TEMPERATURE RATING: 110 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: ASTM A536 POLYESTER COATED; FACE TO FACE LENGTH: 68 MM; OPERATED: MANUAL; TRIM: DISC STEM ASTM A747 TYPE CB7CU-1/EPDM; SEAT EPDM; STEM BUSHING ACETAL; SOFTGOODS: STEM SEAL BUNA-N; APPLICATION: CHEMICAL; GRADE: 65-45-12; SPECIFICATION: S20-328; STYLE: WAFER; SUPPL P/N: D150/200600-110AT328/CF69
	EA
	10
	 
	 

	11
	620158
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 600 MM; DESIGN RATING: 1000 KPA; TEMPERATURE RATING: 110 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: DISC SS GR CF8M ASTM A351; RETAINING RING SS GR 304; SEAT EPDM; STEM BUSHING ACETAL; STEM RETAINER BRS; STEM SS GR 316 ASTM A276; THRUST WASHER BRS; FACE TO FACE LENGTH: 151 MM; OPERATED: MANUAL; TRIM: DISC STEM ASTM A747 TYPE CB7CU-1/EPDM; SEAT EPDM; STEM BUSHING ACETAL; SOFTGOODS: STEM SEAL BUNA-N; APPLICATION: WATER; GRADE: 65-45-12; SPECIFICATION: S36-324; STYLE: FLANGED WAFER; SUPPL P/N: DN600/362400-11075324/CF69
	EA
	10
	 
	 

	12
	620159
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 500 MM; DESIGN RATING: 1000 KPA; TEMPERATURE RATING: 110 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: DISC SS GR CF8M ASTM A351; RETAINING RING SS GR 304; SEAT EPDM; STEM BUSHING ACETAL; STEM RETAINER BRS; STEM SS GR 316 ASTM A276; THRUST WASHER BRS; FACE TO FACE LENGTH: 127 MM; OPERATED: MANUAL; TRIM: DISC STEM ASTM A747 TYPE CB7CU-1/EPDM; SEAT EPDM; STEM BUSHING ACETAL; SOFTGOODS: STEM SEAL BUNA-N; APPLICATION: WATER; GRADE: 65-45-12; SPECIFICATION: S30-324; STYLE: WAFER; SUPPL P/N: DN500/302000-110AT324/CF69
	EA
	10
	 
	 

	13
	620160
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 450 MM; DESIGN RATING: 1000 KPA; TEMPERATURE RATING: 110 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: DISC SS GR CF8M ASTM A351; RETAINING RING SS GR 304; SEAT EPDM; STEM BUSHING ACETAL; STEM RETAINER BRS; STEM SS GR 316 ASTM A276; THRUST WASHER BRS; FACE TO FACE LENGTH: 108 MM; OPERATED: MANUAL; TRIM: DISC STEM ASTM A747 TYPE CB7CU-1/EPDM; SEAT EPDM; STEM BUSHING ACETAL; SOFTGOODS: STEM SEAL BUNA-N; APPLICATION: WATER; GRADE: 65-45-12; SPECIFICATION: S30-324; STYLE: WAFER; SUPPL P/N: DN450/301800-110AT324/CF69
	EA
	10
	 
	 

	14
	620161
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 400 MM; DESIGN RATING: 1000 KPA; TEMPERATURE RATING: 110 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: DISC SS GR CF8M ASTM A351; RETAINING RING SS GR 304; SEAT EPDM; STEM BUSHING ACETAL; STEM RETAINER BRS; STEM SS GR 316 ASTM A276; THRUST WASHER BRS; FACE TO FACE LENGTH: 102 MM; OPERATED: MANUAL; TRIM: DISC STEM ASTM A747 TYPE CB7CU-1/EPDM; SEAT EPDM; STEM BUSHING ACETAL; SOFTGOODS: STEM SEAL BUNA-N; APPLICATION: WATER; GRADE: 65-45-12; SPECIFICATION: S30-324; STYLE: WAFER; SUPPL P/N: ND400/301600-110AT324/CF69
	EA
	10
	 
	 

	15
	620162
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 350 MM; DESIGN RATING: 1000 KPA; TEMPERATURE RATING: 110 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: DISC SS GR CF8M ASTM A351; RETAINING RING SS GR 304; SEAT EPDM; STEM BUSHING ACETAL; STEM RETAINER BRS; STEM SS GR 316 ASTM A276; THRUST WASHER BRS; FACE TO FACE LENGTH: 78 MM; OPERATED: MANUAL; TRIM: DISC STEM ASTM A747 TYPE CB7CU-1/EPDM; SEAT EPDM; STEM BUSHING ACETAL; SOFTGOODS: STEM SEAL BUNA-N; APPLICATION: WATER; GRADE: 65-45-12; SPECIFICATION: S30-324; STYLE: WAFER; SUPPL P/N: DN350/301400-110AT324/CF69
	EA
	10
	 
	 

	16
	620163
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 200 MM; DESIGN RATING: 1000 KPA; TEMPERATURE RATING: 100 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: DISC SS GR CF8M ASTM A351; SEAT EPDM; STEM BUSHING ACETAL; FACE TO FACE LENGTH: 60 MM; OPERATED: MANUAL; TRIM: DISC STEM ASTM A747 TYPE CB7CU-1/EPDM; SEAT EPDM; STEM BUSHING ACETAL; SOFTGOODS: STEM SEAL BUNA-N; APPLICATION: CHEMICAL; GRADE: 65-45-12; SPECIFICATION: S20-328; STYLE: WAFER; SUPPL P/N: DN200/200800-110AT328/CF69
	EA
	10
	 
	 

	17
	621098
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 50 MM; DESIGN RATING: 1000 KPA G; TEMPERATURE RATING: 100 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: ASTM A536 POLYESTER COATED; FACE TO FACE LENGTH: 43 MM; OPERATED: MANUAL; TRIM: DISC ASTM A747 TYPE CB7CU EPDM; SEAT EPDM; STEM BUSHING BUNA-N; STEM SEAL ACETAL; APPLICATION: CHEMICAL; GRADE: 65-45-12; SPECIFICATION: S21-328; STYLE: LUG; DRAWING NO: BV-3A REV 0; SUPPL P/N: 210200-110AT328/CF69
	EA
	10
	 
	 

	18
	621099
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 50 MM; DESIGN RATING: 1000 KPA G; TEMPERATURE RATING: 110 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: ASTM A536 POLYESTER COATED; FACE TO FACE LENGTH: 43 MM; OPERATED: ACTUATOR PNEUMATIC, MANUAL; TRIM: DISC SS GR CF8M ASTM A351; RETAINING RING SS GR 304; SEAT EPDM; STEM BUSHING ACETAL; STEM RETAINER BRS; STEM SS GR 316 ASTM A276; THRUST WASHER BRS; SOFTGOODS: STEM SEAL BUNA-N; APPLICATION: WATER; GRADE: 65-45-12; SPECIFICATION: S30-324; STYLE: WAFER; DRAWING NO: BV-1/BV-6/BV-7/BV-8 REV 0; SUPPL P/N: 300200-110AT324/CF69
	EA
	10
	 
	 

	19
	621100
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 300 MM; DESIGN RATING: 1000 KPA G; TEMPERATURE RATING: 110 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: ASTM A536 POLYESTER COATED; FACE TO FACE LENGTH: 78 MM; OPERATED: ACTUATOR PNEUMATIC, MANUAL; TRIM: DISC ASTM A747 TYPE CB7CU EPDM; SEAT EPDM; STEM BUSHING ACETAL; SOFTGOODS: STEM SEAL BUNA-N; APPLICATION: CHEMICAL; GRADE: 65-45-12; SPECIFICATION: S20-328; STYLE: WAFER; SUPPL P/N: 201200-11AT328/CF69
	EA
	10
	 
	 

	20
	621101
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 300 MM; DESIGN RATING: 1000 KPA G; TEMPERATURE RATING: 110 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: ASTM A536 POLYESTER COATED; FACE TO FACE LENGTH: 78 MM; OPERATED: MANUAL; TRIM: DISC ASTM A747 TYPE CB7CU EPDM; SEAT EPDM; STEM BUSHING ACETAL; SOFTGOODS: STEM SEAL BUNA-N; APPLICATION: CHEMICAL; GRADE: 65-45-12; SPECIFICATION: S21-328; STYLE: LUG; SUPPL P/N: 211200-110AT328/CF69
	EA
	10
	 
	 

	21
	621102
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 250 MM; DESIGN RATING: 1000 KPA; TEMPERATURE RATING: 110 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: ASTM A536 POLYESTER COATED; FACE TO FACE LENGTH: 68 MM; OPERATED: ACTUATOR PNEUMATIC, MANUAL; TRIM: DISC SS GR CF8M ASTM A351; RETAINING RING SS GR 304; SEAT EPDM; STEM BUSHING ACETAL; STEM RETAINER BRS; STEM SS GR 316 ASTM A276; THRUST WASHER BRS; SOFTGOODS: STEM SEAL BUNA-N; APPLICATION: WATER; GRADE: 65-45-12; SPECIFICATION: S30-324; STYLE: WAFER; SUPPL P/N: 301000-110AT324/CF69
	EA
	10
	 
	 

	22
	621103
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 250 MM; DESIGN RATING: 1000 KPA; TEMPERATURE RATING: 110 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: ASTM A536 POLYESTER COATED; FACE TO FACE LENGTH: 68 MM; OPERATED: ACTUATOR PNEUMATIC, MANUAL; TRIM: DISC STEM ASTM A747 TYPE CB7CU-1/EPDM; SEAT EPDM; STEM BUSHING ACETAL; SOFTGOODS: STEM SEAL BUNA-N; APPLICATION: CHEMICAL; GRADE: 65-45-12; SPECIFICATION: S20-328; STYLE: WAFER; DRAWING NO: BV-6A REV 0; SUPPL P/N: 2012000-110AT328/CF69
	EA
	10
	 
	 

	23
	621104
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 200 MM; DESIGN RATING: 1000 KPA; TEMPERATURE RATING: 110 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: ASTM A536 POLYESTER COATED; FACE TO FACE LENGTH: 60 MM; OPERATED: ACTUATOR PNEUMATIC, MANUAL; TRIM: DISC SS GR CF8M ASTM A351; RETAINING RING SS GR 304; SEAT EPDM; STEM BUSHING ACETAL; STEM RETAINER BRS; STEM SS GR 316 ASTM A276; THRUST WASHER BRS; SOFTGOODS: STEM SEAL BUNA-N; APPLICATION: WATER; GRADE: 65-45-12; SPECIFICATION: S30-324; STYLE: WAFER; SUPPL P/N: 201000-110AT328/CF69
	EA
	10
	 
	 

	24
	621105
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 150 MM; DESIGN RATING: 1000 KPA; TEMPERATURE RATING: 100 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: ASTM A536 POLYESTER COATED; FACE TO FACE LENGTH: 56 MM; OPERATED: MANUAL; TRIM: DISC STEM ASTM A747 TYPE CB7CU-1/EPDM; SEAT EPDM; STEM BUSHING ACETAL; SOFTGOODS: STEM SEAL BUNA-N; APPLICATION: CHEMICAL; GRADE: 65-45-12; SPECIFICATION: S21-328; STYLE: LUG; DRAWING NO: BV-3A REV 0; SUPPL P/N: 210600-110AT328/CF69
	EA
	10
	 
	 

	25
	621106
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 150 MM; DESIGN RATING: 1000 KPA; TEMPERATURE RATING: 110 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: ASTM A536 POLYESTER COATED; FACE TO FACE LENGTH: 56 MM; OPERATED: ACTUATOR PNEUMATIC, MANUAL; TRIM: DISC SS GR CF8M ASTM A351; RETAINING RING SS GR 304; SEAT EPDM; STEM BUSHING ACETAL; STEM RETAINER BRS; STEM SS GR 316 ASTM A276; THRUST WASHER BRS; SOFTGOODS: STEM SEAL BUNA-N; APPLICATION: WATER; GRADE: 65-45-12; SPECIFICATION: S30-324; STYLE: WAFER; DRAWING NO: BV-1/BV-2/BV-8 REV 0; SUPPL P/N: 300600-110AT324/CF69
	EA
	10
	 
	 

	26
	621107
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 150 MM; DESIGN RATING: 1000 KPA; TEMPERATURE RATING: 110 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: ASTM A536 POLYESTER COATED; FACE TO FACE LENGTH: 56 MM; OPERATED: MANUAL; TRIM: DISC SS GR CF8M ASTM A351; RETAINING RING SS GR 304; SEAT EPDM; STEM BUSHING ACETAL; STEM RETAINER BRS; STEM SS GR 316 ASTM A276; THRUST WASHER BRS; SOFTGOODS: STEM SEAL BUNA-N; APPLICATION: WATER; GRADE: 65-45-12; SPECIFICATION: S31-324; STYLE: LUG; DRAWING NO: BV-3 REV 0; SUPPL P/N: 310600-110AT324/CF69
	EA
	10
	 
	 

	27
	621108
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 100 MM; DESIGN RATING: 1000 KPA; TEMPERATURE RATING: 100 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: ASTM A536 POLYESTER COATED; FACE TO FACE LENGTH: 52 MM; OPERATED: MANUAL; TRIM: DISC ASTM A351 GR CF8M; SEAT EPDM; STEM ASTM A276 GR 316; STEM SEAL BUNA-N; APPLICATION: CHEMICAL; GRADE: 65-45-12; SPECIFICATION: S20-328; STYLE: WAFER; DRAWING NO: BV-1A REV 0
	EA
	10
	 
	 

	28
	621109
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 80 MM; DESIGN RATING: 1000 KPA; TEMPERATURE RATING: 100 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: ASTM A536 POLYESTER COATED; FACE TO FACE LENGTH: 46 MM; OPERATED: ACTUATOR PNEUMATIC, MANUAL; TRIM: DISC ASTM A747 TYPE CB7CU EPDM; SEAT EPDM; STEM ACETAL; STEM BUSHING BUNA-N; APPLICATION: CHEMICAL; GRADE: 65-45-12; SPECIFICATION: S20-328; STYLE: WAFER; DRAWING NO: BV-1A/BV-6A/BV-7A REV 0; SUPPL P/N: 200300-110AT328/CF69
	EA
	10
	 
	 

	29
	621110
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 80 MM; DESIGN RATING: 1000 KPA; TEMPERATURE RATING: 110 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: ASTM A536 POLYESTER COATED; FACE TO FACE LENGTH: 46 MM; OPERATED: ACTUATOR PNEUMATIC, MANUAL; TRIM: DISC SS GR CF8M ASTM A351; RETAINING RING SS GR 304; SEAT EPDM; STEM BUSHING ACETAL; STEM RETAINER BRS; STEM SS GR 316 ASTM A276; THRUST WASHER BRS; SOFTGOODS: STEM SEAL BUNA-N; APPLICATION: WATER; GRADE: 65-45-12; SPECIFICATION: S31-324; STYLE: LUG; DRAWING NO: BV-3 REV 0; SUPPL P/N: 310300-110AT324/CF69
	EA
	10
	 
	 

	30
	621111
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: 80 MM; DESIGN RATING: 1000 KPA; TEMPERATURE RATING: 110 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: ASTM A536 POLYESTER COATED; FACE TO FACE LENGTH: 46 MM; OPERATED: ACTUATOR PNEUMATIC, MANUAL; TRIM: DISC SS GR CF8M ASTM A351; RETAINING RING SS GR 304; SEAT EPDM; STEM BUSHING ACETAL; STEM RETAINER BRS; STEM SS GR 316 ASTM A276; THRUST WASHER BRS; SOFTGOODS: STEM SEAL BUNA-N; APPLICATION: WATER; GRADE: 65-45-12; SPECIFICATION: S30-324; STYLE: WAFER; DRAWING NO: BV-1/BV-6/BV-7/BV-8 REV 0; SUPPL P/N: 300300-110AT324/CF69
	EA
	10
	 
	 

	31
	647652
	VALVE, BUTTERFLY: VALVE SIZE: DN 200; DESIGN RATING: PN40; SPECIFICATION: AB550N/SG400; SUPPL P/N: L1-200D-AA11SG; COMPLETE VALVE; L1 WITH ROTORK GEARBOX AND HANDWHEEL
	EA
	10
	 
	 

	32
	647653
	VALVE, BUTTERFLY: VALVE SIZE: DN 250; DESIGN RATING: PN40; SPECIFICATION: AB880N/SG400; SUPPL P/N: L1-250D-AA11SG; COMPLETE VALVE; L1 WITH ROTORK GEARBOX AND HANDWHEEL
	EA
	10
	 
	 

	33
	647654
	VALVE, BUTTERFLY: VALVE SIZE: DN 150; DESIGN RATING: PN40; SPECIFICATION: AB550N/PS200; SUPPL P/N: L1-150D-AA11SG; L1 WITH ROTORK GEARBOX AND HANDWHEEL
	EA
	10
	 
	 

	34
	648248
	VALVE, BUTTERFLY: TYPE: WAFER; VALVE SIZE: 80 MM; DESIGN RATING: 10 BAR; TEMPERATURE RATING: 40 DEG C; CONNECTION: FLANGE BS 4504 PN 10; BODY MATERIAL: CI; FACE TO FACE LENGTH: 45 MM; OPERATED: MANUAL; SOFTGOODS: BLOCK RING 65MN; DOWNSTEM 45/416; GASKET 201; O-RING EPDM; SEAT EPDM/NBR/VITON; UPSTEM 45/416; APPLICATION: PJFFP BLOW ROOMS AERATION; SPECIFICATION: BS 5155; SUPPL P/N: 556.0029
	EA
	10
	 
	 

	35
	649955
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 150 MM; DESIGN RATING: 10 BAR; TEMPERATURE RATING: 20 DEG C; CONNECTION: FLANGE; BODY MATERIAL: CI JS1030 (3G); FACE TO FACE LENGTH: 56 MM; OPERATED: LEVER SR 330 MM; SOFTGOODS: DISC SGI CAST JS1030; EPMD (3X); LINER EPMD XA(XA); SHAFT SS 1.4029 (6K); APPLICATION: CHLORIDE BLOWDOWN; SPECIFICATION: ISORIA 10 DN 150 T4 PN10 3G6K3XXA; RAISED FACE-T4
	EA
	10
	 
	 

	36
	649956
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 100 MM; DESIGN RATING: 10 BAR; TEMPERATURE RATING: 20 DEG C; CONNECTION: FLANGE PN 10; BODY MATERIAL: CI JS1030 (3G); FACE TO FACE LENGTH: 52 MM; OPERATED: MR 25 MARINE; SOFTGOODS: DISC SGI CAST JS1030; EPMD (3X); LINER EPMD XA(XA); SHAFT SS 1.4029 (6K); APPLICATION: CHLORIDE BLOWDOWN; SPECIFICATION: ISORIA 10 DN 100 T4 PN10 3G6K3XXA
	EA
	10
	 
	 

	37
	653265
	VALVE, BUTTERFLY: TYPE: ISOLATING; APPLICATION: AUXILIARY BOILER 1 DEMINERALISED WATER SUPPLY SYSTEM INLET; SUPPL P/N: SP-KUS-F2-05434
	EA
	10
	 
	 

	38
	654615
	VALVE, BUTTERFLY: VALVE SIZE: DN 100; DESIGN RATING: PN40; SPECIFICATION: PS160; SUPPL P/N: L1.AB210N/DN100
	EA
	10
	 
	 

	39
	654622
	VALVE, BUTTERFLY: VALVE SIZE: DN115; DESIGN RATING: PN40; SPECIFICATION: PS160; SUPPL P/N: L1.AB210N/DN115
	EA
	10
	 
	 

	40
	654816
	VALVE, BUTTERFLY: CONNECTION: BW; SUPPL P/N: II.D168.3/D1
	EA
	10
	 
	 

	41
	654817
	VALVE, BUTTERFLY: CONNECTION: BW; SUPPL P/N: II.D76.1/D70
	EA
	10
	 
	 

	42
	655980
	VALVE, BUTTERFLY: TYPE: DOUBLE ECCENTRIC; VALVE SIZE: DN 150; DESIGN RATING: PN16; APPLICATION: MILL 10-50 COAL FEEDER SCAVENGING AIR ISOLATING; SUPPL P/N: CONAXE20W20; HIGH PERFOMANCE
	EA
	10
	 
	 

	43
	655987
	VALVE, BUTTERFLY: VALVE SIZE: DN 100; DESIGN RATING: PN16; BODY MATERIAL: AL; FACE TO FACE LENGTH: 52 MM; TRIM: DISC: STL 1.4408; APPLICATION: MILL 10-50 COAL FEEDER SCAVENGING AIR ISOLATING; SUPPL P/N: AK151-100/4IN-DN100/PN16
	EA
	10
	 
	 

	44
	656114
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 50 MM; DESIGN RATING: 16 BAR; TEMPERATURE RATING: -10 TO 120 DEG C; CONNECTION: FLANGE PN16; BODY MATERIAL: SPHERIODAL GRAPHITE CI JS1030 (3G); FACE TO FACE LENGTH: 43 MM; OPERATED: LEVER-SR-180MM; SOFTGOODS: SHAFT: SS 1.4029 (6K); DISC: SS 1.4401/1.4406 WITH COATING P16 (16); APPLICATION: MIST ELIMINATOR; SUPPL P/N: 16DN50.T4.PN16.3G6K6XA-LEVER180MM; LINER-EPMD XA (XA); WITH RAISED FACE; ISORIA
	EA
	10
	 
	 

	45
	656117
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 50 MM; DESIGN RATING: 10 BAR; TEMPERATURE RATING: -10 TO 120 DEG C; CONNECTION: FLANGE PN 10; BODY MATERIAL: SPHERIODAL GRAPHITE CI JS1030 (3G); FACE TO FACE LENGTH: 43 MM; OPERATED: LEVER-SR-180MM; SOFTGOODS: SHAFT: SS 1.4029 (6K); DISC: SPHERIODAL GRAPHITE CAST IRON JS1030; EPDM(3X); APPLICATION: ABSORBER BLEED SYSTEM; SUPPL P/N: 10DN50.T4.PN10.3G6K3XXA-LEVER180MM; ISORIA
	EA
	10
	 
	 

	46
	656120
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 80 MM; DESIGN RATING: 10 BAR; TEMPERATURE RATING: -10 TO 120 DEG C; CONNECTION: FLANGE PN 10; BODY MATERIAL: SPHERIODAL GRAPHITE CI JS1030 (3G); FACE TO FACE LENGTH: 46 MM; OPERATED: LEVER-SR-260MM; SOFTGOODS: SHAFT: SS 1.4029 (6K); DISC: SPHERIODAL GRAPHITE CAST IRON JS1030; EPDM(3X); APPLICATION: ABSORBER BLEED SYSTEM; SUPPL P/N: 10DN80.T4.PN10.3G6K3XXA-LEVER-SR-260MM; WITH RAISED FACE-T4; LINER-EPDM XA (XA); ISORIA
	EA
	10
	 
	 

	47
	656122
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 100 MM; DESIGN RATING: 16 BAR; TEMPERATURE RATING: -10 TO 120 DEG C; CONNECTION: FLANGE PN16; BODY MATERIAL: SPHERIODAL GRAPHITE CI JS1030 (3G); FACE TO FACE LENGTH: 52 MM; OPERATED: LEVER-SR-330MM; SOFTGOODS: SHAFT: SS 1.4029 (6K); DISC: SS 1.4401/1.4406 WITH COATING P16 (16); APPLICATION: FIRE FIGHTING AND RAW WATER SUPPLY; SUPPL P/N: 16DN100.T4.PN16.3G6K6XA-LEVER-SR-330MM; WITH RAISED FACE-T4; LINER-EPDM XA (XA); ISORIA
	EA
	10
	 
	 

	48
	656124
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 150 MM; DESIGN RATING: 16 BAR; TEMPERATURE RATING: -10 TO 120 DEG C; CONNECTION: FLANGE PN16; BODY MATERIAL: SPHERIODAL GRAPHITE CI JS1030 (3G); FACE TO FACE LENGTH: 56 MM; OPERATED: LEVER-SR-330MM; SOFTGOODS: SHAFT: SS 1.4029 (6K); DISC: SS 1.4401/1.4406 WITH COATING P16 (16); APPLICATION: FGD WATER SYSTEM; SUPPL P/N: 16DN150.T4.PN16.3G6K6XA-LEVER-SR-330MM; WITH RAISED FACE-T4; LINER-EPDM XA (XA); ISORIA
	EA
	10
	 
	 

	49
	656125
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 150 MM; DESIGN RATING: 10 BAR; TEMPERATURE RATING: -10 TO 120 DEG C; CONNECTION: FLANGE PN 10; BODY MATERIAL: SPHERIODAL GRAPHITE CI JS1030 (3G); FACE TO FACE LENGTH: 56 MM; OPERATED: LEVER-SR-330 MM; SOFTGOODS: SHAFT: SS 1.4029 (6K); DISC: SPHERIODAL GRAPHITE CAST IRON JS1030; EPDM(3X); APPLICATION: RECLAIMING WATER TANKS DRAIN; SUPPL P/N: 10DN150.T4.3G6K3XXA-LEVER-SR-330MM; WITH RAISED FACE-T4; LINER-EPDM XA (XA); ISORIA
	EA
	10
	 
	 

	50
	656127
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 200 MM; DESIGN RATING: 16 BAR; TEMPERATURE RATING: -10 TO 120 DEG C; CONNECTION: FLANGE PN16; BODY MATERIAL: SPHERIODAL GRAPHITE CI JS1030 (3G); FACE TO FACE LENGTH: 60 MM; OPERATED: MR-25-MARINE; SOFTGOODS: SHAFT: SS 1.4029 (6K); DISC: SS 1.4401/1.4406 WITH COATING P16 (16); APPLICATION: FGD WATER SYSTEM; SUPPL P/N: 16DN200.T4.PN16.3G6K6XA-MR25-MARINE; WITH RAISED FACE-T4; LINER-EPDM XA (XA); ISORIA
	EA
	10
	 
	 

	51
	656129
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 200 MM; DESIGN RATING: 10 BAR; TEMPERATURE RATING: -10 TO 120 DEG C; CONNECTION: FLANGE PN 10; BODY MATERIAL: SPHERIODAL GRAPHITE CI JS1030 (3G); FACE TO FACE LENGTH: 60 MM; OPERATED: MR-25-MARINE; SOFTGOODS: SHAFT: SS 1.4029 (6K); DISC: SPHERIODAL GRAPHITE CAST IRON JS1030; EPDM (3X); APPLICATION: RECLAIMING WATER; SUPPL P/N: 10DN200.T4.PN10.3G6K3XXA-MR-25-MARINE; WITH RAISED FACE-T4; LINER-EPDM XA (XA); ISORIA
	EA
	10
	 
	 

	52
	656131
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 200 MM; DESIGN RATING: 16 BAR; TEMPERATURE RATING: -20 TO 120 DEG C; CONNECTION: FLANGE PN16; BODY MATERIAL: SPHERIODAL GRAPHITE CI JS1030 (3G); FACE TO FACE LENGTH: 60 MM; OPERATED: MR-25-MARINE; SOFTGOODS: SHAFT: SS 1.4029 (6K); DISC: SPHERIODAL GRAPHITE CAST IRON JS1030 WITH HARD RUBBER COATING (3P); APPLICATION: ABSORBER RECYCLE WATER SUPPLY; SUPPL P/N: 16DN200.T4.PN16.3G6K3PXA-MR-25-MARINE; WITH RAISED FACE-T4; LINER-EPDM XA (XA); ISORIA
	EA
	10
	 
	 

	53
	656133
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 250 MM; DESIGN RATING: 16 BAR; TEMPERATURE RATING: -20 TO 20 DEG C; CONNECTION: FLANGE PN 10; BODY MATERIAL: SPHERIODAL GRAPHITE CI JS1030 (3G); FACE TO FACE LENGTH: 68 MM; OPERATED: MR-50-MARINE; SOFTGOODS: SHAFT: SS 1.4029 (6K); DISC: SPHERIODAL GRAPHITE CAST IRON JS1030 WITH HARD RUBBER COATING (3P); APPLICATION: RAPID DRAIN TANK DRAIN; SUPPL P/N: 16DN250.T4.PN10.3G6K3PXA-MR-50-MARINE; WITH RAISED FACE-T4; LINER-EPDM XA (XA); ISORIA
	EA
	10
	 
	 

	54
	656134
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 250 MM; DESIGN RATING: 16 BAR; TEMPERATURE RATING: -20 TO 20 DEG C; CONNECTION: FLANGE PN16; BODY MATERIAL: SPHERIODAL GRAPHITE CI JS1030 (3G); FACE TO FACE LENGTH: 68 MM; OPERATED: LEVER-SM-530 MM; SOFTGOODS: SHAFT: SS 1.4029 (6K); DISC: SS 1.4408 (6K); APPLICATION: FGD WATER SYSTEM; SUPPL P/N: 16DN250.T4.PN16.3G6K6XA-LEVER-SM-530MM; WITH RAISED FACE-T4; LINER-EPDM XA (XA); ISORIA
	EA
	10
	 
	 

	55
	656135
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 250 MM; DESIGN RATING: 10 BAR; TEMPERATURE RATING: -20 TO 20 DEG C; CONNECTION: FLANGE PN 10; BODY MATERIAL: SPHERIODAL GRAPHITE CI JS1030 (3G); FACE TO FACE LENGTH: 68 MM; OPERATED: MR-25-MARINE; SOFTGOODS: SHAFT: SS 1.4029 (6K); DISC: SPHERIODAL GRAPHITE CAST IRON JS1030; EPDM(3X); APPLICATION: RECLAIM WATER ISOLATING; SUPPL P/N: 10DN250.T4.PN10.3G6K3XXA-MR-25-MARINE; WITH RAISED FACE-T4; LINER-EPDM XA (XA); ISORIA
	EA
	10
	 
	 

	56
	656137
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 300 MM; DESIGN RATING: 10 BAR; TEMPERATURE RATING: -20 TO 20 DEG C; CONNECTION: FLANGE PN 10; BODY MATERIAL: SPHERIODAL GRAPHITE CI JS1030 (3G); FACE TO FACE LENGTH: 78 MM; OPERATED: MR-25-MARINE; SOFTGOODS: SHAFT: SS 1.4029 (6K); DISC: SPHERIODAL GRAPHITE CAST IRON JS1030; EPDM(3X); APPLICATION: WFGD; SUPPL P/N: 10DN300.T4.PN10.3G6K3XXA-MR-50-MARINE; WITH RAISED FACE-T4; LINER-EPDM XA (XA); ISORIA
	EA
	10
	 
	 

	57
	656138
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 300 MM; DESIGN RATING: 16 BAR; TEMPERATURE RATING: -20 TO 20 DEG C; CONNECTION: FLANGE PN 10; BODY MATERIAL: SPHERIODAL GRAPHITE CI JS1030 (3G); FACE TO FACE LENGTH: 78 MM; OPERATED: MR-50-MARINE; SOFTGOODS: SHAFT: SS 1.4029 (6K); DISC: SPHERIODAL GRAPHITE CAST IRON JS1030 WITH HARD RUBBER COATING (3P); APPLICATION: FILTER FEED TANK DRAIN; SUPPL P/N: 16DN300.T4.PN10.3G6K6XA-MR-50-MARINE; WITH RAISED FACE-T4; LINER-EPDM XA (XA); ISORIA
	EA
	10
	 
	 

	58
	656139
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 300 MM; DESIGN RATING: 16 BAR; TEMPERATURE RATING: -10 TO 20 DEG C; CONNECTION: FLANGE PN16; BODY MATERIAL: SPHERIODAL GRAPHITE CI JS1030 (3G); FACE TO FACE LENGTH: 78 MM; OPERATED: MR-50-MARINE; SOFTGOODS: SHAFT: SS 1.4029 (6K); DISC: SS 1.4408 (6K); APPLICATION: FGD WATER SYSTEM; SUPPL P/N: SORIA16DN300.T4.PN16.3G6K6XA-MR-50-MARINE; WITH RAISED FACE-T4; LINER-EPDM XA (XA)
	EA
	10
	 
	 

	59
	656141
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 400 MM; DESIGN RATING: 10 BAR; TEMPERATURE RATING: -10 TO 20 DEG C; CONNECTION: FLANGE PN 10; BODY MATERIAL: SPHERIODAL GRAPHITE CI JS1030 (3G); FACE TO FACE LENGTH: 102 MM; OPERATED: MR-100-MARINE; SOFTGOODS: SHAFT: SS 1.4029 (6K); DISC: SPHERIODAL GRAPHITE CAST IRON JS1030; EBONITE COATED (3P); APPLICATION: FGD WATER SYSTEM; SUPPL P/N: 10DN400.T4.PN10.3G6K3PXA-MR-100-MARINE; WITH RAISED FACE-T4; LINER-EPDM XA (XA); ISORIA
	EA
	10
	 
	 

	60
	656142
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 100 MM; DESIGN RATING: 10 BAR; TEMPERATURE RATING: -20 TO 120 DEG C; CONNECTION: FLANGE PN 10; BODY MATERIAL: SPHERIODAL GRAPHITE CI JS1030 (3G); FACE TO FACE LENGTH: 52 MM; OPERATED: MR-25-MARINE; SOFTGOODS: SHAFT: SS 1.4029 (6K); DISC: SPHERIODAL GRAPHITE CAST IRON JS1030; EPDM(3X); APPLICATION: AREA SUMP VALVES; SUPPL P/N: 10DN100.T4.PN10.3G6K3XXA-MR-25-MARINE; WITH RAISED FACE-T4; LINER-EPDM XA (XA); ISORIA
	EA
	10
	 
	 

	61
	659302
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 350 MM; DESIGN RATING: PN10; TEMPERATURE RATING: 50-80 DEG C; CONNECTION: FLANGE; BODY MATERIAL: ASTM A536 GR.65-45-12; FACE TO FACE LENGTH: 78 MM; OPERATED: ACTUATOR SGM12.1; TRIM: DISC: ASTM A536 GR.65-45-12 + EPDM; LINER: EPDM; SHAFTS: UNS S17400(17-4-PH); BUSHING: AL/BRNZ; FLANGE: ASTM 516 GR.70; SOFTGOODS: O-RING NBR; APPLICATION: RECLAIMING WATER SYSTEM FGD COMMON; UNITISED PLANT; SPECIAL FEATURES: CENTERED RUBBER SEATED; DRAWING NO: 100009-02112247380000-ICASS-0001-022/PN10 REV 0; FLANGE HOLE: 16 THREADED THROUGH; DIA: M20; DS SERIES
	EA
	10
	 
	 

	62
	659303
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 250 MM; DESIGN RATING: PN10; TEMPERATURE RATING: 50-80 DEG C; CONNECTION: FLANGE; BODY MATERIAL: ASTM A536 GR.65-45-12; FACE TO FACE LENGTH: 69 MM; OPERATED: ACTUATOR SGM10.1; TRIM: DISC: ASTM A536 GR.65-45-12 + EPDM; LINER: EPDM; SHAFTS: UNS S17400(17-4-PH); PLUGS: CS ZINC COATED; SOFTGOODS: O-RING NBR; APPLICATION: REAGENT SYSTEM FGD COMMON; UNITISED PLANT; SPECIAL FEATURES: CENTERED RUBBER SEATED VALVES; DRAWING NO: 100009-02112247380000-ICASS-0001-023/PN10 REV 0
	EA
	10
	 
	 

	63
	659308
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 150 IN; DESIGN RATING: PN16; TEMPERATURE RATING: 50-80 DEG C; CONNECTION: FLANGE; BODY MATERIAL: ASTM A536 GR.65-45-12; FACE TO FACE LENGTH: 57 MM; OPERATED: ACTUATOR SGM05.1; TRIM: DISC: ASTM A536 GR.65-45-12 + EPDM; LINER: EPDM; SHAFTS: ASTM A182 GR.F6A; PLUGS: CS; SOFTGOODS: O-RING NBR; APPLICATION: FGD COMMON; UNITISED PLANT; SPECIAL FEATURES: CENTERED RUBBER SEATED; DRAWING NO: 100009-02112247380000-ICASS-0001-024/PN16 REV 0; FLANGE HOLE: 8 THREADED THROUGH; DIA: M20; DS SERIES
	EA
	10
	 
	 

	64
	659309
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 150 MM; DESIGN RATING: PN16; TEMPERATURE RATING: 50-80 DEG C; CONNECTION: FLANGE; BODY MATERIAL: ASTM A536 GR.65-45-12; FACE TO FACE LENGTH: 57 MM; OPERATED: ACTUATOR SGM05.1; TRIM: DISC: UNS N26022; LINER: EPDM; SHAFTS: UNS N10276; PLUGS: CS; BUSHING: AL/BRNZ; SOFTGOODS: O-RING NBR; APPLICATION: FGD COMMON; UNITISED PLANT; SPECIAL FEATURES: CENTERED RUBBER SEATED; DRAWING NO: 100009-02112247380000-ICASS-0001-025/PN16/8IN REV 0; FLANGE HOLE: 8 THREADED THROUGH; DIA: M20; DS SERIES
	EA
	50
	 
	 

	65
	659310
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 300 MM; DESIGN RATING: PN10; TEMPERATURE RATING: 50-80 DEG C; CONNECTION: FLANGE; BODY MATERIAL: ASTM A536 GR.65-45-12; FACE TO FACE LENGTH: 79 MM; OPERATED: ACTUATOR SGM12.1; TRIM: DISC: ASTM A536 GR.65-45-12 + EPDM; LINER: EPDM; SHAFTS: UNS S17400(17-4-PH); PLUGS: CS ZINC COATED; SOFTGOODS: O-RING NBR; APPLICATION: FILTER FEED SYSTEM FGD COMMON; UNITISED PLANT; SPECIAL FEATURES: CENTERED RUBBER SEATED; DRAWING NO: 100009-02112247380000-ICASS-0001-023/PN10/12IN REV 0; FLANGE HOLE: 12 THREADED THROUGH; DIA: M20; DS SERIES
	EA
	10
	 
	 

	66
	659311
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 100 MM; DESIGN RATING: PN16; TEMPERATURE RATING: 50-80 DEG C; CONNECTION: FLANGE; BODY MATERIAL: ASTM A536 GR.65-45-12; FACE TO FACE LENGTH: 53 MM; OPERATED: ACTUATOR SGM05.1; TRIM: DISC: ASTM A536 GR.65-45-12 + EPDM; LINER: EPDM; SHAFTS: ASTM A182 GR.F6A; PLUGS: CS; SOFTGOODS: O-RING NBR; APPLICATION: RECLAIMNG WATER SYSTEM FGD COMMON; UNITISED PLANT; SPECIAL FEATURES: CENTERED RUBBER SEATED; DRAWING NO: 100009-02112247380000-ICASS-0001-024/PN16/4IN REV 0; FLANGE HOLE: 8 THREADED THROUGH; DIA: M20; DS SERIES
	EA
	40
	 
	 

	67
	659312
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 400 MM; DESIGN RATING: PN10; TEMPERATURE RATING: 50-80 DEG C; CONNECTION: FLANGE; BODY MATERIAL: ASTM A536 GR.65-45-12; FACE TO FACE LENGTH: 102 MM; OPERATED: ACTUATOR SGM12.1; TRIM: DISC: ASTM A536 GR.65-45-12 + EPDM; LINER: EPDM; SHAFTS: ASTM A182 GR.F6A; GASKET: ARAMIDIC FIBER+ FIBER; BUSHING: AL/BRNZ; SOFTGOODS: O-RING NBR; APPLICATION: RECLAIMING SYSTEM FGD COMMON; UNITISED PLANT; SPECIAL FEATURES: CENTERED RUBBER SEATED; DRAWING NO: 100009-02112247380000-ICASS-0001-026/PN10 REV 0; FLANGE HOLE: 8 THREADED THROUGH; DIA: M24; DS SERIES
	EA
	16
	 
	 

	68
	659313
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 80 MM; DESIGN RATING: PN16; TEMPERATURE RATING: 50-80 DEG C; CONNECTION: FLANGE; BODY MATERIAL: ASTM A536 GR.65-45-12; FACE TO FACE LENGTH: 46 MM; OPERATED: ACTUATOR SGM05.1; TRIM: DISC: UNS N26022; LINER: EPDM; SHAFTS: UNS N10276; O-RING: NBR; BUSHING: AL/BRNZ; SOFTGOODS: O-RING NBR; APPLICATION: REAGENT SYSTEM TO ABSORBER; SPECIAL FEATURES: CENTERED RUBBER SEATED; DRAWING NO: 100009-02112247380000-ICASS-0001-025/PN16/3IN REV 0; FLANGE HOLE: 8 THREADED THROUGH; DIA: M16; DS SERIES
	EA
	10
	 
	 

	69
	659315
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 200 MM; DESIGN RATING: PN10; TEMPERATURE RATING: 50-80 DEG C; CONNECTION: FLANGE; BODY MATERIAL: ASTM A536 GR.65-45-12; FACE TO FACE LENGTH: 60 MM; OPERATED: ACTUATOR SGM07.1; TRIM: ASTM A536 GR.65-45-12 + EPDM; LINER: EPDM; SHAFTS: ASTM A182 GR.F6A; PLUGS: CS; SOFTGOODS: O-RING NBR; APPLICATION: ABSORBER BLEED SYSTEM; SPECIAL FEATURES: CENTERED RUBBER SEATED; DRAWING NO: 100009-02112247380000-ICASS-0001-024/PN10 REV 0
	EA
	10
	 
	 

	70
	659316
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 50 MM; DESIGN RATING: PN16; TEMPERATURE RATING: 50-80 DEG C; CONNECTION: FLANGE; BODY MATERIAL: A536 GR.65-45-12; FACE TO FACE LENGTH: 44 MM; OPERATED: ACTUATOR SGM05.1; TRIM: DISC: ASTM A536 GR.65-45-12 + EPDM; LINER: EPDM; SHAFTS: ASTM A182 GR.F6A; BUSHING: AL/BRNZ; SOFTGOODS: O-RING NBR; APPLICATION: REAGENT TO ABSORBER; SPECIAL FEATURES: CENTERED RUBBER SEATED; DRAWING NO: 100009-02112247380000-ICASS-0001-024/PN16/2IN REV 0
	EA
	25
	 
	 

	71
	659317
	VALVE, BUTTERFLY: TYPE: LUG; VALVE SIZE: 8 IN; DESIGN RATING: PN10; TEMPERATURE RATING: 50-80 DEG C; CONNECTION: FLANGE; BODY MATERIAL: ASTM A536 GR.65-45-12; FACE TO FACE LENGTH: 60 MM; OPERATED: ACTUATOR SGM07.1; TRIM: DISC: UNS N26022; LINER: EPDM; SHAFTS: UNS N10276; PLUGS: CS; BUSHING: AL/BRNZ; SOFTGOODS: O-RING NBR; APPLICATION: ABSORBER BLEED SYSTEM; SPECIAL FEATURES: CENTERED RUBBER SEATED; DRAWING NO: 100009-02112247380000-ICASS-0001-024/PN10/200MM REV 0
	EA
	30
	 
	 

	72
	659838
	VALVE, BUTTERFLY: TYPE: RESILIENT SEATED; VALVE SIZE: DN100 MM; DESIGN RATING: 1000 KPA G; TEMPERATURE RATING: 110 DEG C; CONNECTION: FLANGE ANSI 150; BODY MATERIAL: DUCTILE IRON; FACE TO FACE LENGTH: 52 MM; OPERATED: MANUAL; TRIM: DISC: SS 316 (PASSIVATING STL); STEM: SS 316; STEM BUSING: ACETAL; SPLIT RING: BRASS; THRUST WASHER: BRASS; RETAINING RING: ASTM SS304; SOFTGOODS: STEM SEAL: BUNA-N; APPLICATION: WTP; STYLE: WAFER; DRAWING NO: S03-0400-2-S01-136712-10 REV 0; SUPPL P/N: S03-31G; BRAY ARMATUREN AND ANTRRIEBE EUROPA
	EA
	10
	 
	 

	73
	669959
	VALVE, BUTTERFLY: TYPE: ISOLATING; VALVE SIZE: 50 MM; DESIGN RATING: 10 BAR; TEMPERATURE RATING: 90 DEG C; CONNECTION: FLANGE; BODY MATERIAL: SS 316; FACE TO FACE LENGTH: 300 MM; OPERATED: MANUAL; TRIM: LOWER STEM; TAPPER PIN; UPPER STEM: SS 316; SOFTGOODS: O RING: NEOPRENE RUBBER; BUSH: PTFE; APPLICATION: CHILLER UNIT COOLING WATER ISOLATION VALVE; MODEL NO: SEPL.AV.SE-50MBFV
	EA
	10
	 
	 

	74
	671690
	VALVE, BUTTERFLY: TYPE: SWING; VALVE SIZE: DN350; DESIGN RATING: PN10; TEMPERATURE RATING: 545 DEG C; CONNECTION: FLANGE; BODY MATERIAL: GGG-40.3; FACE TO FACE LENGTH: 200 MM; OPERATED: HAND; APPLICATION: STOP VALVE OUTLET FUEL OIL STORAGE TANK 1; 0 0EGB30 AA501; SUPPL P/N: 4B73660BFD3F21A3E0401EAC4EFA61EA; INSPECTION CERTIFICATE ACC. EN 10204 - 3.1; LOCATION OF ERECTION: OUTDOOR NOT WEATHER PROTECTED
	EA
	10
	 
	 

	75
	674743
	VALVE, BUTTERFLY: TYPE: CONTROL; VALVE SIZE: DN100; DESIGN RATING: PN16; TEMPERATURE RATING: 150 DEG C; CONNECTION: FLANGE ANSI 150/PN16; BODY MATERIAL: CS GG25 A126B; FACE TO FACE LENGTH: 52 MM; OPERATED: MANUAL; TRIM: DISC: SS316; SEAT: EPDM; SOFTGOODS: O RING: EPDM; APPLICATION: PJFF FLUIDIZING; SPECIFICATION: BS4504; SPECIAL FEATURES: INSPECTION AND TESTING: API 598; CORROSION PROTECTED; LIGHT BLUE COUPLING ACTUATOR AND SPACER (35X82MM)
	EA
	10
	 
	 

	76
	674744
	VALVE, BUTTERFLY: TYPE: CONTROL; VALVE SIZE: DN100; DESIGN RATING: PN16; TEMPERATURE RATING: 150 DEG C; CONNECTION: FLANGE ANSI 150/PN16; BODY MATERIAL: CS GG25 A126B; FACE TO FACE LENGTH: 52 MM; OPERATED: ACTUATOR; TRIM: DISC: SS316; SEAT: EPDM; SOFTGOODS: O RING: EPDM; APPLICATION: PJFF FLUIDIZING; SPECIFICATION: BS4504; SPECIAL FEATURES: INSPECTION AND TESTING: API 598; CORROSION PROTECTED; LIGHT BLUE WITH HANDLE ACTUATED
	EA
	20
	 
	 

	77
	674745
	VALVE, BUTTERFLY: TYPE: WATER; VALVE SIZE: DN 50; DESIGN RATING: PN16; TEMPERATURE RATING: -10 TO 120 DEG C; CONNECTION: FLANGE ANSI 150/PN16; BODY MATERIAL: CS GG25 A126B; FACE TO FACE LENGTH: 42 MM; OPERATED: ACTUATOR; TRIM: DISC: SS ASTM A351 CF8M; STEM: SS 416; BUSHING: PTFE; SEAT: EPDM REMOVABLE LINER; SOFTGOODS: O RING: EPDM; APPLICATION: PJFF FLUIDIZING; SPECIFICATION: CE0038; SPECIAL FEATURES: INSPECTION AND TESTING: API 598
	EA
	10
	 
	 

	78
	674746
	VALVE, BUTTERFLY: TYPE: CONTROL; VALVE SIZE: 80 MM; DESIGN RATING: PN16; TEMPERATURE RATING: 150 DEG C; CONNECTION: FLANGE ANSI 150/PN16; BODY MATERIAL: CS GG25 A126B; FACE TO FACE LENGTH: 45.2 MM; OPERATED: ACTUATOR; TRIM: DISC: SS 316; SEAT: EPDM; SOFTGOODS: O RING: EPDM; APPLICATION: PJFF FLUIDIZING; SPECIFICATION: BS4504; SPECIAL FEATURES: INSPECTION AND TESTING: API 598; CORROSION PROTECTED; LIGHT BLUE HANDLE ACTUATED
	EA
	80
	 
	 

	79
	674747
	VALVE, BUTTERFLY: TYPE: CONTROL; VALVE SIZE: 80 MM; DESIGN RATING: PN16; TEMPERATURE RATING: 150 DEG C; CONNECTION: FLANGE ANSI 150/PN16; BODY MATERIAL: CS GG25 A126B; FACE TO FACE LENGTH: 45.2 MM; OPERATED: MANUAL; TRIM: DISC: SS 316; SEAT: EPDM; SOFTGOODS: O RING: EPDM; APPLICATION: PJFF FLUIDIZING; SPECIFICATION: BS4504; SPECIAL FEATURES: INSPECTION AND TESTING: API 598
	EA
	20
	 
	 

	80
	674748
	VALVE, BUTTERFLY: TYPE: WATER; VALVE SIZE: DN 100; DESIGN RATING: PN16; TEMPERATURE RATING: -10 TO 120 DEG C; CONNECTION: FLANGE ANSI 150/PN16; BODY MATERIAL: CS GG25 A126B; FACE TO FACE LENGTH: 45.2 MM; OPERATED: ACTUATOR; TRIM: DISC: SS ASTM A351 CF8M; STEM: SS 416; BUSHING: PTFE; SEAT: EPDM REMOVABLE LINER; SOFTGOODS: O RING: EPDM; APPLICATION: PJFF FLUIDIZING; SPECIFICATION: CE0038; SPECIAL FEATURES: INSPECTION AND TESTING: API 598
	EA
	10
	 
	 

	81
	695157
	VALVE, BUTTERFLY: TYPE: DRYER; VALVE SIZE: 4 IN; DESIGN RATING: 285 PSIG; TEMPERATURE RATING: 100 DEG F; CONNECTION: FLANGED CLASS 150; BODY MATERIAL: WCB; FACE TO FACE LENGTH: 2.03 IN; OPERATED: PNEUMATIC ACTUATOR; TRIM: DISC: CF8M; STEM: 17-4PH; SOFTGOODS: SEAT: RPTFE; SEAL: PTFE; APPLICATION: COMPRESSED AIR DRYER; SPECIFICATION: ASME B16.34; SUPPL P/N: 23815871
	EA
	10
	 
	 

	82
	695158
	VALVE, BUTTERFLY: TYPE: DRYER; VALVE SIZE: 6 IN; DESIGN RATING: 285 PSIG; TEMPERATURE RATING: 100 DEG F; CONNECTION: FLANGED CLASS 150; BODY MATERIAL: WCB; FACE TO FACE LENGTH: 2.23 IN; OPERATED: PNEUMATIC ACTUATOR; TRIM: DISC: CF8M; STEM: 17-4PH; SOFTGOODS: SEAT: RPTFE; SEAL: PTFE; APPLICATION: COMPRESSED AIR DRYER; SPECIFICATION: ASME B16.34; REFERENCE NO: 400600-11001466; C13046946; SUPPL P/N: 38059440
	EA
	10
	 
	 

	83
	696636
	VALVE, BUTTERFLY: TYPE: CENTERED DISC; VALVE SIZE: 6 IN; DESIGN RATING: PN40; TEMPERATURE RATING: 100 DEG C; CONNECTION: BW; BODY MATERIAL: 1.4571; FACE TO FACE LENGTH: 400 MM; OPERATED: MANUAL; TRIM: STL; SOFTGOODS: GASKETS; APPLICATION: INSTRUMENT VALVES; 4 0LCE10 AA301; SPECIFICATION: AV-15-63-SE-HR-G-XX-00; SUPPL P/N: 6343EEA4FEA8559FE0401EAC37FA7116
	EA
	20
	 
	 

	84
	696637
	VALVE, BUTTERFLY: TYPE: CENTERED DISC; VALVE SIZE: 4 IN; DESIGN RATING: PN45; TEMPERATURE RATING: 100 DEG C; CONNECTION: BW; BODY MATERIAL: 1.4571; FACE TO FACE LENGTH: 389 MM; OPERATED: MANUAL; TRIM: STL; SOFTGOODS: GASKETS; APPLICATION: INSTRUMENT VALVES; 4 0LCE10 AA302; SPECIFICATION: AV-15-63-SE-HR-G-XX-00; SUPPL P/N: 6343EEA4FEA9559FE0401EAC37FA7116
	EA
	10
	 
	 

	85
	696638
	VALVE, BUTTERFLY: TYPE: CENTERED DISC; VALVE SIZE: 3 IN; DESIGN RATING: PN35; TEMPERATURE RATING: 0-100 DEG C; CONNECTION: BW; BODY MATERIAL: 1.4571; FACE TO FACE LENGTH: 400 MM; OPERATED: MANUAL; TRIM: STL; SOFTGOODS: GASKETS; APPLICATION: DRAIN VALVE 1 TURBINE HOUSE UNIT 4; 4 0LCE10 AA401; SPECIFICATION: AV-25-63-SE-HR-G-XX-00; SUPPL P/N: 63906F3C7C3F09C3E0401EAC37FA0A05
	EA
	10
	 
	 

	86
	696639
	VALVE, BUTTERFLY: TYPE: CENTERED DISC; VALVE SIZE: 2 IN; DESIGN RATING: PN16; TEMPERATURE RATING: 0-100 DEG C; CONNECTION: BW; BODY MATERIAL: 1.4571; FACE TO FACE LENGTH: 300 MM; OPERATED: MANUAL; TRIM: STL; SOFTGOODS: GASKETS; APPLICATION: DRAIN VALVE 2 TURBINE HOUSE UNIT 4; 4 0LCE10 AA402; SPECIFICATION: AV-25-63-SE-HR-G-XX-00; SUPPL P/N: 63906F3C7C4009C3E0401EAC37FA0A05
	EA
	10
	 
	 

	87
	696640
	VALVE, BUTTERFLY: TYPE: CENTERED DISC; VALVE SIZE: 5 IN; DESIGN RATING: PN16; TEMPERATURE RATING: 0-100 DEG C; CONNECTION: BW; BODY MATERIAL: 1.4571; FACE TO FACE LENGTH: 300 MM; OPERATED: MANUAL; TRIM: STL; SOFTGOODS: GASKETS; APPLICATION: STOP VALVE 1 TURBINE HOUSE UNIT 4; 4 0LCE10 AA501; SPECIFICATION: AV-50-63-SE-HR-G-XX-00; SUPPL P/N: 6343EEA4FEA6559FE0401EAC37FA7116
	EA
	10
	 
	 

	88
	696641
	VALVE, BUTTERFLY: TYPE: CENTERED DISC; VALVE SIZE: 1 IN; DESIGN RATING: PN10; TEMPERATURE RATING: 0-50 DEG C; CONNECTION: BW; BODY MATERIAL: 1.4571; FACE TO FACE LENGTH: 301 MM; OPERATED: MANUAL; TRIM: STL; SOFTGOODS: GASKETS; APPLICATION: STOP VALVE 2 TURBINE HOUSE UNIT 4; 4 0LCE10 AA502; SPECIFICATION: AV-50-63-SE-HR-G-XX-00; SUPPL P/N: 6343EEA4FEA7559FE0401EAC37FA7116
	EA
	12
	 
	 

	89
	697035
	VALVE, BUTTERFLY: TYPE: SHUT-OFF; VALVE SIZE: DN60; DESIGN RATING: 50 BAR; TEMPERATURE RATING: 123 DEG C; CONNECTION: BW; BODY MATERIAL: 1.4571; FACE TO FACE LENGTH: 328 MM; OPERATED: MANUAL; TRIM: MS; SOFTGOODS: GASKET; APPLICATION: STOP VALVE 2 TURBINE HOUSE UNIT 1; 6 0LCE10 AA502; GRADE: AA; SPECIFICATION: AV-50-63-SE-HR-G-XX-00; SUPPL P/N: 6343EEA4FE8F559FE0401EAC37FA7116
	EA
	10
	 
	 

	90
	697036
	VALVE, BUTTERFLY: TYPE: SHUT-OFF; VALVE SIZE: DN62; DESIGN RATING: 50 BAR G; TEMPERATURE RATING: 135 DEG C; CONNECTION: BW; BODY MATERIAL: 1.4571; FACE TO FACE LENGTH: 300 MM; OPERATED: MANUAL; TRIM: MS; SOFTGOODS: GASKET; APPLICATION: STOP VALVE 1 TURBINE HOUSE UNIT 1; 6 0LCE10 AA501; GRADE: AA; SPECIFICATION: AV-50-63-SE-HR-G-XX-00; SUPPL P/N: 6343EEA4FE8E559FE0401EAC37FA7116
	EA
	10
	 
	 

	91
	697037
	VALVE, BUTTERFLY: TYPE: SHUT-OFF; VALVE SIZE: DN70; DESIGN RATING: 70 BAR G; TEMPERATURE RATING: 432 DEG C; CONNECTION: BW; BODY MATERIAL: GP240GH; FACE TO FACE LENGTH: 300 MM; OPERATED: MANUAL; TRIM: MS; SOFTGOODS: GASKET; APPLICATION: STOP VALVE WARM UP V 2; 6 0LCE22 AA201; GRADE: AA; SPECIFICATION: AV-50-63-SE-HR-G-XX-00; SUPPL P/N: 6343EEA4FE8B559FE0401EAC37FA7116
	EA
	10
	 
	 

	92
	697038
	VALVE, BUTTERFLY: TYPE: SHUT-OFF; VALVE SIZE: DN25; DESIGN RATING: 7 MPA; TEMPERATURE RATING: 230 DEG C; CONNECTION: FLANGE; BODY MATERIAL: G-X7CRNIMONB18 10; FACE TO FACE LENGTH: 300 MM; OPERATED: ACTUATOR (WITH SPRINGS); TRIM: MS; SOFTGOODS: GASKET; APPLICATION: STOP VALVE WARM UP V 1; 6 0LCE21 AA201; GRADE: AA; SPECIFICATION: AV-50-63-SE-HR-G-XX-00; SUPPL P/N: 6343EEA4FE8D559FE0401EAC37FA7116
	EA
	10
	 
	 

	93
	697039
	VALVE, BUTTERFLY: TYPE: SHUT-OFF; VALVE SIZE: DN85; DESIGN RATING: 40 BAR G; TEMPERATURE RATING: 523 DEG C; CONNECTION: BW; BODY MATERIAL: STL; FACE TO FACE LENGTH: 250 MM; OPERATED: ACTUATOR (WITH SPRINGS); TRIM: STL; SOFTGOODS: GASKET; APPLICATION: STOP VALVE WARM UP V 2; 5 0LCE22 AA201; GRADE: AA; SUPPL P/N: 6343EEA4FEAB559FE0401EAC37FA7116
	EA
	10
	 
	 


3
Supply Requirements

Batches to be clearly mark and packed according to the spares list.

4
Specification of the services to be provided

· All equipment / spares must be on time as per the required order date

· Transported by road on suppliers’ costs and transport

· End user to be informed when delivery will be done at least 2 days upfront

· No deliveries to be done on a Weekend or Public holiday unless if emergency occurred.

· Pellets to convey the batch must be strong enough to carry and transport load at anytime

5
Constraints on how the Supplier Provides the Goods

5.1
Programming constraints 

· All equipment / spares must be on time of required order date

· Transported by road on suppliers’ costs and transport

· End user to be informed when delivery will be done at least 2 days upfront

· No deliveries to be done on a Weekend or public holiday

· Lead time to be negotiated upfront to ensure that end user will receive materials, spares / equipment in time

· All vehicles to be roadworthy

5.2
Work to be done by the Delivery Date

a) Supplier to quote the Eskom official purchase order in all delivery notes and invoices.

b) Goods must be well packaged and safely transported.

c) Eskom to acknowledge receipt of goods by stamping and signing the delivery note of the supplier upon delivery, rejected items to be communicated after the official quality inspection is done on site by the end-user of the product rejected goods must be collected and the correct goods supplied within 14 days.

d) Only goods as specified will be accepted. Any goods which do not meet the specifications will be

rejected.
5.3
Marking the goods 

· Batches to be clearly mark and packed according to the price list or scope

Packaging and Marking must be as follows:

· Name of the supplier, Purchase Order Number, Material Number and Quantity Delivered
5.4
Constraints at the delivery place and place of use

Supplier must follow Eskom Life Saving Rules when delivering goods to Kusile Power Station.

1. Open, Isolate, test, earth, bond and insulate before touching

No person may work on any electrical network unless:

He has been trained and authorised as competent for the task to be done.

2. Hook up at heights

3. Buckle up

No person may drive any vehicle on Eskom business and/or on Eskom premises:

Unless the driver and all passengers are wearing seat belts

4. Be Sober

No person is allowed to work under the influence of drugs and/or alcohol

5. Ensure you have permit to work

When an authorization limitation exists, no person shall work without the required permit to work

Kusile Power Station Delivery Times are as follows:

08h00 A.M to 15h30 P.M Monday to Thursday

08h00 A.M to 11h30 A.M on Friday

No delivery will be accepted afterhours, weekends and including public holidays, unless the Supplier has requested the Purchaser in writing prior to delivery to site.
5.5
Cooperating with Others (N/A)

· Not applicable since it’s a supply and delivery contract.

5.6
Services & other things to be provided by the Purchaser or Supplier
	Number
	Title
	Issued by

	Act 85 of 93
	Occupational Health and Safety Act
	Supplier

	
	Spares Insurance Cover
	Supplier


5.7
Management meetings

Regular meetings of a general nature may be convened and chaired by the Supply Manager as follows:

	Title and purpose
	Approximate time & interval
	Location
	Attendance by:

	Overall contract progress and feedback
	On quotably basis
	MS Teams
	Purchaser, Supplier, and ___

	Rejected items
	As per delivery
	On site
	


Meetings of a specialist nature may be convened as specified elsewhere in this Goods Information or if not so specified by persons and at times and locations to suit the Parties, the nature and the progress of the manufacture of the goods.  Records of these meetings shall be submitted to the Supply Manager by the person convening the meeting within five days of the meeting.  

All meetings shall be recorded using minutes or a register prepared and circulated by the person who convened the meeting.   Such minutes or register shall not be used for the purpose of confirming actions or instructions under the contract as these shall be done separately by the person identified in the conditions of contract to carry out such actions or instructions.  

The meeting between both parties will be arranged and conducted whenever the need arises

5.8
Documentation control

·    Each instruction, certificate, submission, proposal, record, acceptance, notification,   

         reply and other communication which this contract requires is communicated in a form    

         which can be read, copied and recorded. 

•
Writing is in the Language of this contract. 

•
All reports to be discussed, compiled and handed in to the Eskom  

•
All communications must be printed and filed in the Purchaser file

All goods being delivered to Kusile Main Stores must have the following

· Unique delivery note number per delivery

· Delivery note – must have unique number, date of delivery, items that were delivered (material number,

· material short description, serial number and quantity delivered)

· Delivery note must come in duplicates so that one copy is kept at kusile Main Stores and other goes with the supplier for invoicing purposes and as a proof of delivery

· Both copies of delivery notes to be stamped with receiving stamp of Kusile Power Station and must have the signature of the receiver as well as the receiving personnel full manes

5.9
Health and safety risk management

The Supplier shall at all times comply with the health and safety requirements prescribed by law as they may apply to the services (Act 85 of 93 Occupational Health and Safety Act)

The Supplier shall, when coming on site, abide by the Life Saving Rules.  These will be provided by the Purchaser on the start of the contract.  The Supplier shall also abide by the Safety, Health and Environmental Specifications for Suppliers Procedure, which will also be provided by the Purchaser.  

The Purchaser follows an accident prevention policy that includes the investigation of all accidents involving personnel and property.  This is done with the intention of introducing control measures to prevent a recurrence of the same incidents. The Supplier will report any incident and accidents to   Power Station immediately when it occurs.  This report does not relieve the Supplier of his legal obligation to report certain incidents to the Department of Labour, or to keep records in terms of the Occupational Health and Safety Act, and Compensation for Occupational Injuries and Diseases Act.

No Eskom employee or Supplier would be allowed to transport passengers on the back of open light delivery vehicles (LDV’s).

It is a legal requirement to provide safe transportation of Eskom and Supplier employees – therefore the following will be enforced:

·  All passengers must be transported in a closed vehicle with proper and adequate seating, fitted with safety belt for the number of passengers to be transported.  NO passengers may be transported on the back of a light delivery vehicle (LDV) whether open or closed.

· Tools and equipment must be properly secured.

· Only authorised drivers may transport passengers.

· Proof must be submitted on request in terms of valid roadworthiness of the vehicle/s.

· The above must apply to on site and off site transportation of passengers.

The Supplier shall comply with the health and safety requirements stated here

5.10
Environmental constraints and management

The Supplier shall comply with Kusile Power Station environmental management system.  This includes the identification, collection, storage, transportation and disposal of waste.  Hazardous waste shall be disposed off in line with the applicable environmental legislation.  It is important to note that all spillages must be cleaned immediately and reported to the Supply Manager as soon as possible.  It is the responsibility of the polluter to clean all spillages and for the rehabilitation of the polluted land. The clean-up cost is for the Contractor’s account.

5.11
Quality

· Material will go through quality check process before accepted and if not accepted, must be replaced by a new one.

· Materials will be subjected into awaiting quality check within two (2) days.

· Materials not meeting quality requirements will be rejected.

· Supplier will receive MDDA (Materials Delivery Discrepancy Advance) within 24hours of rejection.

· Supplier will be given time to rectify the discrepancy, failure notification of default will be raised.

5.12
Invoicing and payment

Within one week of receiving the goods, the Supplier provides the Purchaser with a tax invoice showing the amount due for payment equal to that stated in the Purchase Order number per batch order.

The Supplier shall address the tax invoice to Purchaser as follows and include on each invoice the following information:

Eskom Holdings SOC Ltd

Finance Department (Account Payable Section)

          Kusile Power Station

          Hartebeesfontein Farm R545  

          Kendal/Balmoral Road WITBANK and include on it the following information:

· Name and address of the Supplier; 

· The contract number and title;

· Supplier’s VAT registration number;

· The Employer’s VAT registration number 4740101508;

· Total amount invoiced excluding VAT, the VAT and the invoiced amount including VAT;

· Purchase Order number as provided by the Employer on monthly basis

Add procedures for invoice submission and payment (e. g. electronic payment instructions)

5.13
Insurance provided by the Purchaser
Below is information with regards to the Eskom Insurance Management Service, for in case the     

Contractor has any questions with regards to insurances:

           Eskom Insurance Management Services (EIMS) Contact Details: 

	Contact Person 
	Contact Number 
	E-mail address 

	Mr Wiseman Khoza 
	+27(0)11 800 6286 
	wiseman.khoza@eskom.co.za 

	Ms Thembi Mabanga 
	+27(0)11 800 6509 
	thembi.mabanga@eskom.co.za

	Ms Mamosidi Katane-Mathibela 
	+27(0)11 800 6380 
	KataneE@eskom.co.za

	Ms Beverley Jemaine-Cain 
	+27(0)11 800 3331 
	Beverley.jemaine-cain@eskom.co.za

	Mr Krishan Chaithoo 
	+27(0)11 800 4455 
	Krishan.chaithoo@eskom.co.za

	Mr Velaphi Mabaso 
	+27 (0)11 800 3836 
	velaphi.mabaso@eskom.co.za 


EIMS General Information: 
Fax Number: +27 11 507 5758 

Telephone Number: +27 11 800 4466

5.14
Contract change management 

N/A

5.15
Provision of bonds and guarantees

N/A

5.16
Records of Defined Cost, payments & assessments of compensation events to be kept by the Supplier
Will be done as per Eskom assessments, invoicing and payment procedure and requirements.

6
Procurement

6.1
Subcontracting

6.1.1
Preferred subcontractors

N/A
6.1.2
Limitations on subcontracting

N/A

6.1.3
Spares and consumables

· All materials, spares / equipment will be done via the Eskom Procurement system

6.1.4
Other requirements related to procurement

N/A

6.1.5
Cataloguing requirements by the Supplier

Provide data sheet

7
List of drawings

7.1
Drawings issued by the Purchaser

As per Employer specifications

C3.2
Supplier’s Goods Information

· As per Employer specifications

· All relevant documentation to be handed in as requested from end user / Supply Manager
This section could also be compiled as a separate file.



Note:  Some drawings may contain both Goods Information and Site Information.

	Drawing  number
	Revision
	Title

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


� This total is required by the Purchaser for budgeting purposes only.  Actual amounts due will be assessed in terms of the conditions of contract.


� Available from Engineering Contract Strategies Tel 011 803 3008 Fax 011 803 3009, www.ecs.co.za.


� International Chamber of Commerce, Incoterms 2000, Paris, January 2000.
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