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Description

FC
SR

Finish of 
Ceiling

Finish of 
Wall

Finish of 
Floor

Finish of 
Skirting

REFER TO THE  FINISHES SCHEDULE PROVIDED ON 
SEPARATE BOOKLET

-ALL DIMENSIONS TO BE CHECKED ON SITE BEFORE WORK 
COMMENCES.
-DO NOT SCALE FROM DRAWINGS
-FOUNDATIONS NOT TO ENCROACH ANY STAND BOUNDARIES
-ALL SETTING OUT INFORMATION TO BE OBTAINED FROM CIVIL 
ENGINEER
-ALL SPECIFIED MATERIALS TO BE IN STRICT ACCORDANCE WITH 
THEIR RESPECTIVE MANUFACTURERS SPECIFICATIONS AND 
GUIDLINES
-SHOP DRAWINGS TO BE SUBMITTED TO ARCHITECTS FOR 
APPROVAL BEFORE ANY SPECIALIST MANUFACTURE OR 
INSTALLATION CAN COMMENCE-INCLUDING ALL JOINERY.
-EXPANSION JOINTS, CONSTRUCTION JOINTS AND SETTING OUT 
ALL IN STRICT ACCORDANCE WITH THE STRUCTURAL 
ENGINEERS SPECIFICATIONS AND DETAILS
-SEQUENCE AND PROGRAM OF INSTALLATIONS TO BE 
SUBMITTED TO ARCHITECT FOR COMMENT
-ALL WORKS AND TRADES TO BE PROTECTED DURING 
CONSTRUCTION UP TO WORKS COMPLETION, DAMAGED WORK 
WILL BE CONDEMNED AND MADE GOOD AT THE COST OF THE 
CONTRACTOR
-FOR ALL ELECTRICAL SPECIFICATIONS, CONTRACTOR TO 
REFER TO DRAWINGS PROVIDED BY THE ELECTRICAL ENGINEER
-ALL SANITARY AND GENERAL FITTINGS TO THE ARCHITECTS 
SPECIFICATIONS
-ALL INTERNAL PLUMBING AND FIRE RETICULATION TO THE 
MECHANICAL ENGINEERS DRAWINGS 
-ALL STRUCTURAL DRAWINGS TO BE OBTAINED FROM THE 
PROJECT STRUCTURAL ENGINEER
-ALL PLATFORMS AND FINISHED FLOOR LEVELS TO BE READ 
FROM THE STRUCTURAL ENGINEERS DRAWINGS
-ALL BULK SEWER AND WATER RETICULATION TO THE CIVIL 
ENGINEERS SPECIFICATION 
-CONTRACTOR TO SUBMIT SAMPLES OF EVERY FITTING OR 
MATERIAL OR FINISH TO THE PROJECT ARCHITECT
-INSTRUCTIONS ON BUILDING WORK MAY ONLY BE ISSUED BY 
THE PROJECT ARCHITECT. ANY INSTRUCTIONS UNDERTAKEN 
FROM ANYONE ELSE TO BE AT THE COST OF THE CONTRACTOR.
-ALL DISCREPANCIES IN THE DRAWING TO BE REPORTED TO 
THE PROJECT ARCHITECT. ANY DECISIONS TAKEN BY 
CONTRACTOR WITHOUT CONSULTATION AND WRITTEN 
INSTRUCTION TO BE BEARED BY THE CONTRACTOR; INCLUDING 
COSTS TO REMEDY THE WORKS
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CONVERSION OF WARD 13 INTO ICU-FPLN

1.0 WARD 13 FINISHES SCHEDULE

1.0 FLOORS

1.1 PORCELAIN TILES

1.2 F2-VINYL SHEET FLOORING

2.0 INTERIOR WALLS

152X 152X5mm  white glazed ceramic tiles laid on 20mm plaster backing . Tiles to run in both directions  jointed and flush pointed with 
5mm tile grouting joints as per  Architect's approval. Tiles to be laid to the underside of the ceiling.

2.1 WALL TILES

2.2 WALL PAINT
Plaster sand should comply with SABS 1090 requirements.  Plaster mix must be applied at a minimum thickness of 10mm, curing to a hard and sound finish,free of soft 
and friable material.  MPA strength must comply with SABS 0164-1 (10MPA=2,6:1 and 5MPA=4:1).
The substrates to be coated must be handed over to the painting contractor in a good condition.  Should crack repairs be necessary, please contact Manufacturer for a 
crack repair specification guideline.
Where necessary, waterproofing should be carried out by a waterproofing specialist.Manufacturer Preferred Applicators must be used on this project in order to facilitate 
the  Manufactuerer's Guarantee.
All the products mentioned in these specifications must be applied strictly in accordance with the relevant Product Data Sheets.
A site inspection must be carried out by a Plascon consultant prior to painting of the substrates to ensure that the scope of work is correct.

3.1 TIMBER DOORS

Ensure all timber is smooth.Knots should be washed with Lacquer Thinners then sealed with Plascon Woodcare Knotseal.The wood must be sound, clean and totally dry 
before painting.  Using a Doser BD2 Scale set on A2 (soft wood) or A4 (hard wood) or equivalent, the moisture content must not be higher than 14%.Sections ofnew 
woodwork which are to be built into brickwork and plastered areas, such asbacks of timber door and window frames, or which will be concealedwhen fixed to walls, should 
be sealed with two coats of Wood Primer (or the applicable primer),before installation to prevent the penetration of moisture from the mortar bedding in. Special attention 
should be givento sealing the end grain.  Ensure that all nails, pins and screws are embedded well below the surface.  Fill with Mendall 90 or wood filler.

Apply first coat as Plascon or equally approved Professional Wood Primer (Code:PP 800), allow 24hours to dry, apply second coat as Plascon Professional Eggshell 
Enamel (PSB 700/TEG tint range), allow for 16hours to dry and apply finishing caot Professional Eggshell Enamel  (PSB 700/TEG tint range). Colour as architect's 
specification.  Colour as per Architect's specification.

4.2 NUTECH CEILING BOARDS:CF02
Ceilings to be 12mm thick NUTECH ceiling boards fixed on 38x38mm h/d brandering running in both direction. Ceiling baords to firmly abbut strctural walls on all edges. 
Cornice to be 75x12mm thick gyspsum plaster boards and to firmly abbut adjoining walls on all surfaces.

Ensure ceilings and coirnices are free of dirty, cracks, chalked material and any other contaminants. Repair cracks and/or p defects as per ‘Crack Repair Finish’ guideline 
available from manufacturer.All surfaces must be clean, sound and dry before painting.  The moisture content of the ceiling plaster surfaces must be below 8% when 
measured on a Doser Hygrometer BD2 scale (or equivalent). Apply first coat as Plascon or equally approved Professional Gypsum and Plaster Primer (Code:PP 700), 
allow 16hoursto dry, apply second coat as Plascon Professional Eggshell Enamel (PSB 700/TEG tint range), allow for16hours to dry and apply finishing caot Professional
Eggshell Enamel (PSB 700/TEG tint range). Colour as architect's specification. 

5.1 INTERIOR WINDOW CILLS : NUTECH FIBRE CEMENT
15X150mm NUTECH EVERITE cement fibre window cills fixed with fixing lugs as per manufacturer's specifications.
5.2 INTERIOR WINDOW CILLS; CERAMIC TILE WINDOW CILLS
152X 152X5mm white glazed ceramic tiles or equally approved (Code : ) laid on 20mm thick plaster backing. Tiles to run in both directions  jointed and flush pointed with 
5mm tile grouting joints as per  Architect's approval.

Where necessary, scrub entire area with a Sugar Soap solution to remove dirt, chalked material and any other contaminants. Rinse thoroughly with fresh water and allow 
drying.Repair cracks and/or plaster defects as per ‘Crack Repair/Plaster Finish’ guideline available from manufacturer.All surfaces must be clean, sound and dry before 
painting.  The moisture content of thecement plaster surfaces must be below 8% when measured on a Doser Hygrometer BD2 scale (or equivalent).

Apply first coat as Plascon or equally approved Professional Gypsum and Plaster Primer (Code:PP 700), allow 16hours to dry, apply second coat as Plascon Professional
Eggshell Enamel (PSB 700/TEG tint range), allow for 16hours to dry and apply finishing caot Professional Eggshell Enamel (PSB 700/TEG tint range). Colour as architect's 
specification. 

SPECIFICATION CODE

F1 

F2

WF1

WF2

DF1

C1

C2

WCF1

WCF2

LOCATION

Supply and fix FloorworX Elite 2.0mm thick x 2m wide fully flexible single layered vinyl floor sheeting manufactured to specification EN 649 laid in FloorworX No. 62
Plus acrylic adhesive spread with a A24F at a rate of between 5.5m² and 6.5m² per litre, depending on sub-floor porosity, on a previously prepared sub-floor by 
builder as described above and elsewhere measured including all cutting and waste. It is essential that the flooring be rolled in both directions with an articulated 
68kg three-sectional roller immediately after it has been laid into the adhesive. Vinyl sheet to be welded with joins and coved with (Cove fillet MCF54) to form 300mm
high skirting.

4.1 SUSPENDED  CEILING PANELS

500x500x10mm UNION Glazed Porcelain tiles (Code : ELEOCH30x60) laid on 40mm thick smooth screed backing. Tiles to run in both directions jointed and flush 
pointed with 5mm tile grouting joints as per  Architect's approval.

600mm x 1200mm x 15mm thick mineral fibre acoustic ceiling tiles to compy with SABS 803 or later revision laid in tee fixing on appropriate pre-painted 24mm T-grid 
suspension system, including all necessary accessories and installed in strict compliance to manufacturer’s specifications.

150mm high glazed tile to match floor tiles.

3.0 DOORS

3.2 STEEL DOOR FRAMES
Where necessary, thouroughly sanded down to remove rust. Steel door frames to be suppy coated with industrial red oxide primer. Apply 1-coat universal undercoat and 
finish with 2-coats of gloss enamel paint. 

4.0 CEILINGS

5.0 WINDOW CILLS

1.3 SMOOTH FINISHED GRANO FLOOR
40mm thick smooth finished grano floor

AREA

F3

6.0 FLOOR SKIRTINGS

6.1 TILE SKIRTING

2.3 SPLASHBACKS

5.3 INTERIOR WINDOW CILLS; PLASTER & PAINTED WINDOW CILLS
Plaster & painted window cills. Paint finishes to match wall paint finish as per wall paint specifications.

300mm high vinyl coved skirting as per vynil flooring specifications
6.2  VINYL SKIRTING

2.3 FACEBRICK ; FB01

3.3 STEEL DOORS
Where necessary, thouroughly sanded down to remove rust. Steel door frames to be suppy coated with industrial red oxide primer. Apply 1-coat universal undercoat and 
finish with 2-coats of gloss enamel paint. 

19x76mm meranti supplied with19x14xmm meranti quadrant skirting finished with 2-coats of clear varnish applied as per manufacturer's specs and recoemmndations.
6.3 MERANTI SKIRTING

RM No.

WF3

WF4

DF2

DF3

WCF3

SK1

SK2

SK3

4.3 SKIMMED CEMENT SLAB SOFFIT
Cement paste backwash 

C3

Facebrick : Blue Barley Travertin FBS Travertine

splashbacks of 152X 152X5mm  white glazed ceramic tiles laid on 20mm plaster backing . Tiles to run in both directions  jointed and flush pointed with 
5mm tile grouting joints as per  Architect's approval. Tiles to be laid upto window lintol level.

3.4 ALUMINIUM DOORS

3.5 ALUMINIUM DOOR FRAMES

60mm Powder Coated, shiny bronze Aluminium Framed NKCASA Casement Type door for 16mm Combinations as supplied by HBS Systems or equally approved 
and to be fixed as per manufactuer's specifications.

60mm Powder Coated, shiny bronze Aluminium Framing NKCASA Casement Type for 16mm Combinations as supplied by HBS Systems or equally approved and to be 
fixed as per manufactuer's specifications

 REFER TO DOOR SCHEDULES.

 REFER TO DOOR SCHEDULES.

 REFER TO DOOR SCHEDULES.

 REFER TO DOOR SCHEDULES.

 REFER TO DOOR SCHEDULES.
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