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New SideWalk - Length Varies

25mm Compact Mix "A" Asphalt
100mm Compact Crusher-Run (G2)

| 150 | 125 | 150 |

150mm x 150mm conc. haunch
20mm mortar (3 sand , 1 cement)
100mm X 425mm concrete base

TYPICAL SIDEWALK WITH MODIFIED BARRIER KERB

AND CAST IN SITU CHANNEL/FILLET
Scale 1:10

DETAIL "A"

| 150 | 230 New SideWalk - Length Varies

_ 4% Fall

25mm Compact Mix "A" Asphalt
100mm Compact Crusher-Run (G2)

Fig 6 Kerb

125mm x 100mm conc. haunch

20mm mortar (3 sand , 1 cement)
100mm X 630mm concrete kerb base. 20/13

TYPICAL SIDEWALK WITH MODIFIED SEMI MOUNTABLE KERB
AND CAST IN SITU CHANNEL/FILLET
Scale 1:10

DETAIL "B"

_ 4% Fall

CONTRACT No. 1T-
CONSTRUCTION OF SIDEWALKS
WITHIN ETHEKWINI MUNICIPALITY

150mm x 125mm conc. haunch

20mm Mortar - (3 sand, 1 cement)
200mm X 60mm conc foundation to kerb
Concrete to be 20/13

4%Fall

Fig 12 Kerb

150mm x 125mm conc. haunch
20mm Mortar - (3 sand, 1 cement)

200mm X 80mm conc foundation
to kerb. Concrete to be 20/13

25mm Asphalt mix "A"
100mm G2 - compacted to 98% Mod AASHTO
Insitu material compacted to 95% Mod AASHTO

TYPICAL CROSS SECTION : FOOTPATHS
Scale 1:10

150mm x 125mm conc. haunch

20mm Mortar - (3 sand, 1 cement)
200mm X 60mm conc foundation to kerb
Concrete to be 20/13

NOTE:

1. All cast-insitu concrete to be grade 20/13.
2. Approved weedkiller to asphalted areas to be
sprayed on compacted in-situ or imported layer.




