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IGHT CONTROLLER (WITH 7-PIN NEMA SOCKET)
(REFER TO: DWG TD-E-P-4001-1-V1 &

DWG TD-E-P-4002-1-V1)

7-PIN NEMA SOCKET

UMINAIRE
(LUMINAIRE TYPE AS PER DESIGN
REQUIREMENTS)

ANTI-CUT BRACKET IN 1m SECTIONS WITH
V NOTCHES WELDED TO STEEL PLATE.
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OOM LENGTH AND ANGLE TO
MATCH DESIGN REQUIREMENTS

HATCH
SEE DETAIL 2A,B,C
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SANRAL NAMEPLATE
ﬁ SEE DETAIL 2D
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5.0mm THICK ANTI-VANDAL

| 8 STEEL PLATES WITHIN POLE TO
S| 8 PREVENT DROPPING OF POLE
° WITH ANTI-CUT BRACKETS
S SEE DETAIL 1
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SEE SL-C001 S
g ® e CABLE ENTRY 100X50
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3 S —450 X 125 X 6 THICK
ﬂ’ ANTI-ROTATION FINS
IN LINE WITH FUSE
OPENING
N

TYPICAL SECTION OF BURIED POLE

(1:50)

WELDED FLATBAR
INSIDE PIPE WITH NUT
TO ACCOMODATE M10

2 x 32mm GALVANISED STEEL CONDUIT
SEE NOTE 4

5mm THK ANTI-VANDAL STEEL PLATES

WITHIN POLE TO PREVENT DROPPING OF POLE

NOTCHES
IN 1m SECTIONS

S/S TORX BOLT
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DETAIL 2A
FRONT VIEW SHOWING
ACCESS HATCH CUT OUT
(1:30)
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DETAIL 2D
NAMEPLATE
(1:5)

2mm GALVANISED STEEL

3,5mm LOOSE ANTI-CUT BRACKET WITH V

ANTI-CUT BRACKET IN 1m SECTIONS
WITH V NOTCHES WELDED TO STEEL

PLATE.

FIXING PLATE FOR
K-CLAMP

K-CLAMP

M8x25mm GALVANISED
ANCHORED BOLTS FOR EARTHING

M10 NUT

FLUSH MOUNTED VANDAL _/\—/
RESISTANT ACCESS HATCH M10 S/S ANTI-VANDAL TORX BOLT OR

EQUIVALENT TO THE ENGINEERS APPROVAL

COVER WITH WATERPROOF 80
SEAL
DETAIL 2B
VIEW A-A
(NTS)

WELDED FLATBAR
INSIDE PIPE WITH NUT
TO ACCOMODATE M10

S/S TORX BOLT

M8 BOLT & NUT
FOR BACKPLATE
MOUNTNG

DIN RAIL MOUNTED
ON BACKPLATE TO
INCORPORATE CB

N\

FIXING PLATE
FOR K-CLAMP

152

3

O

-\

M10 S/S ANTI-VANDAL TORX
BOLT OR EQUIVALENT TO
THE ENGINEERS APPROVAL

_—

235
1000

o

H:LUSH MOUNTED
VANDAL RESISTANT
ACCESS HATCH
COVER

DETAIL 2C
SIDE VIEW SHOWING
TYPICAL ACCESS HATCH
ASSEMBLY

(1:30)

%

DETAIL 3
VIEW B-B

(1:20)

PLATE.

SEE NOTE 4

3,56mm ANTI-CUT BRACKET IN 1m SECTIONS
WITH V NOTCHES WELDED TO STEEL

>—32mm GALVANISED STEEL CONDUIT

[~——5mm THICK ANTI-VANDAL STEEL PLATES

WITHIN POLE TO PREVENT DROPPING OF

POLE
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2.
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13.
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DRAWING NOTES:

MANUFACTURER TO PROVIDE DRAWINGS FOR APPROVAL
FOR ALL EQUIPMENT PRIOR TO MANUFACTURE.

ANTI CUT V-NOTCHES TO BE INSTALLED FROM BOTTOM OF
POLE TO BELOW THE ACCESS OPENING TO PREVENT
CUTTING OF POLE.

ANTI VANDAL STEEL PLATES TO BE INSTALLED FROM
BOTTOM OF POLE TO PREVENT DROPPING OF POLE.

THIS DESIGN IS SUITABLE FOR CABLE SIZES UP TO 25mm?.
A LARGER DIAMETER POLE AND CONDUIT MAY BE USED.
BASE PLATES TO MATCH BOLT CAGES.

DESIGN OF POLES TO SANS 10225.

ALL TUBING TO SANS 657-1 GRADE 300W.

FABRICATION TO SANS 10214-1987-1.

GALVANISING TO SANS 121(1SO 1461) 2000-1.

ALL WELDING TO SANS 10044 PART 1-4.

SECURITY SPANNER, LOCKING BOLTS AND LATCH TOOLS
TO BE TO ENGINEERS APPROVAL.

VIBRATION/ TILT SENSOR TO BE INTERGRATED INTO
LUMINAIRE CONTROLLER OR TO BE STAND ALONE.
VIBRATION/ TILT SENSOR TO BE INSTALLED
STRATEGICALLY FOR OPTIMUM FUNCTIONALITY AS PER
SPECIALIST RECOMMENDATIONS.

VIBRATION/ TILT SENSOR TO BE IP66.

TERMINATIONS IN POLE TO ACCOMMODATE UP TO A 50mm?
4-CORE ECC ALUMINIUM CABLE OR TO SUITE CABLE DESIGN
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