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LUMINAIRE DESCRIPTION TYPICAL LUMINAIRE SAMPLE

SCHEDULE OF ROAD LIGHTING - LUMINAIRE / POLE COMBINATIONS

STREET/ROAD LIGHT POLE DESCRIPTIONS

TYPE:  80Watt IP66 LED Road and Motorway luminaire with a Upright Light Output Ratio (ULOR): 0%
OPTICS / LIGHT DISTRIBUTION: Acrylic PMMA, LENSO FLEX 4 Optic: To suit lighting parameters
LIGHT SOURCE: 24x LED’s / 80Watt LED engine  |  Nominal flux (lm):  Minimum 11 600lumens  |  Luminaire output flux (lm): Minimum 9 500umens

POLE POSITION: 2,0m behind kerb/edge of road.
POLE SPACINGS: 50m apart.

TYPE:  Galvanised double step roadlight pole with: base plate, cable access holes 700mm
below final ground level, Access opening 3 000mm above final ground level,
600mm long anti corrosion sleeve, bitumen applied to inside up to the top of the corrosion sleeve.
OVERALL LENGHT: 11,5m
PLANTING DEPTH: 1,5m
LUMINAIRE MOUNTING HEIGHT: 10m
POLE TOP BRACKET: Galvanised steel bracket to be mounted on top of pole,
the bracket must be able to mount 1x luminaire, luminiaire with a 42mm Ø spigot.
The bracket to be at least 500mm long + spigot depth (streetlight spigot dept = 125mm)

TYPE:  130Watt IP66 LED Road and Motorway luminaire with a Upright Light Output Ratio (ULOR): 0%
OPTICS / LIGHT DISTRIBUTION: Acrylic PMMA, LENSO FLEX 4 Optic: To suit lighting parameters
LIGHT SOURCE: x LED’s / 130Watt LED engine  |  Nominal flux (lm):  Minimum 21 000 lumens  |  Luminaire output flux (lm): Minimum 16 800umens

POLE POSITION: 2,0m behind kerb/edge of road.
POLE SPACINGS: As per layout drawing.

TYPE:  Galvanised double step roadlight pole with: base plate, cable access holes 700mm
below final ground level, Access opening 3 000mm above final ground level,
600mm long anti corrosion sleeve, bitumen applied to inside up to the top of the corrosion sleeve.
OVERALL LENGHT: 11,5m
PLANTING DEPTH: 1,5m
LUMINAIRE MOUNTING HEIGHT: 10m
POLE TOP BRACKET: Galvanised steel bracket to be mounted on top of pole,
the bracket must be able to mount 3x luminaire, luminiaire with a 42mm Ø spigot.
The bracket to be at least 500mm long + spigot depth (streetlight spigot dept = 125mm)

POSITION & AIMING OF LUMINAIRE

LUMIAIRE MOUNTING HEIGHT:
10m above road surface.

OVERHANG FROM KERB:
-1,2m
(1,2m behind kerb/edge of road)

INCLINE ANGLE: 0°

POLE TOP OUTREACH
BRACKET:
500mm

LUMIAIRE MOUNTING HEIGHT:
10m above road surface.

OVERHANG FROM KERB:
-1,2m
(1,2m behind kerb/edge of road)

INCLINE ANGLE: 15°

POLE TOP OUTREACH
BRACKET:
3 x 500mm
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