eskom holdings SOC ltd

Contract No. _________
contract title: SUPPLY AND DELIVERY OF VARIOUS TYPES OF FILTERS AT KRIEL POWER STATION ON AN “AS AND WHEN” REQUIRED BASIS FOR THE PERIOD OF 5 YEARS.



Part 2: Pricing Data

NEC3 Supply Contract
	Document reference
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	No of pages
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	1

2

	C2.2
	The price schedule 
	15


C2.1 Pricing assumptions
1. How goods and services are priced and assessed for payment
Clause 11 in NEC3 Supply Contract, (SC3) core clauses states:

	Identified and defined terms
	11

11.2
	(11) The Prices are the amounts stated in the price column of the Price Schedule.  Where a quantity is stated for an item in the Price Schedule, the Price is calculated by multiplying the quantity by the rate.


	
	
	(12) The Price Schedule is the price schedule unless later changed in accordance with this contract.



	Assessing the amount due
	50.2
	The amount due is
· the Price for each lump sum item in the Price Schedule which the Supplier has completed, 
· where a quantity is stated for an item in the Price Schedule, an amount calculated by multiplying the quantity which the Supplier has completed by the rate,
· plus other amounts to be paid to the Supplier,

· less amounts to be paid by or retained from the Supplier.
Any tax which the law requires the Purchaser to pay to the Supplier is included in the amount due.




This confirms that the Supply Contract is a priced contract where the Prices are derived from a list of items of goods and services which can be priced as lump sums or as expected quantities of goods and services multiplied by a rate, or a mix of both.
2. Function of the Price Schedule
Clause 53.1 states: “Information in the Price Schedule is not Goods Information”.  This confirms that instructions to do work or how it is to be done are not included in the Price Schedule but in the Goods Information.  This is further confirmed by Clause 20.1 which states, “The Supplier Provides the Goods and Services in accordance with the Goods Information”. Hence the Supplier does not Provide the Goods and Services in accordance with the Price Schedule.   The Price Schedule is only a pricing document.  
3. Preparing the price schedule
Items in the price schedule may have been inserted by the Purchaser and the tendering supplier should insert any additional items which he considers necessary.  Whichever party provides the items in the price schedule the total of the Prices is assumed to be fully inclusive of everything necessary to Provide the Goods and Services as described at the time of entering into this contract.

It will be assumed that the tendering supplier has 
· Read Pages 8, 11, 12 and Appendix 5 of the SC3 Guidance Notes before preparing the price schedule;
· Included in his Prices and rates for correction of Defects (core clause 43.1) as there is no compensation event for this unless the Defect is due to a Supplier’s risk;
· Spread the cost of doing work he chooses not to list as separate items in the price schedule across other Prices and rates in order to fulfil the obligation to Provide the Goods and Services for the tendered total of the Prices; 
· Understood that there is no adjustment to lump sum prices in the price schedule if the amount, or quantity, of work within that lump sum item later turns out to be different to that which the Supplier estimated at time of tender. The only basis for a change to the Prices is as a result of a compensation event per clause 60.1;
· Understood that the Supplier does not have to allow in his Prices and rates for matters that may arise as a result of a compensation event.
3.1. Format of the price schedule
Entries in the first four columns in the price schedule in section C2.2 are made either by the Purchaser or the tendering supplier. 

If the Supplier is to be paid an amount for the item which is not adjusted if the quantity of work in the item changes, the tendering supplier enters the amount in the Price column only, the Unit, Quantity and Rate columns being left blank.

If the Supplier is to be paid an amount for the item which is the rate for the item multiplied by the quantity completed, the tendering Supplier enters the rate which is then multiplied by the Quantity to produce the Price, which is also entered.
If the Supplier is to be paid an amount for an item proportional to the length of time for which the goods and services are provided, a unit of time is stated in the Unit column and the length of time (as a quantity of the stated units of time) is stated in the Quantity column.

C2.2 the price schedule
	MATERIAL NO
	DESCRIPTION
	QUANTITY
	 NEW RATE 
	AMOUNT

	24624
	FILTER, AIR: TYPE: COMPRESSED; DIMENSIONS: 50 MM; VENDORS ARE RESPONSIBLE FOR ENSURING THAT THEY ARE PERFORMING AGAINST THE CORRECT DRAWING REVISION NUMBER (IF APPLICABLE).
	20
	 
	 

	24630
	FILTER, AIR: TYPE: CARTRIDGE; DIMENSIONS: ID 121 X OD 160 X THK 75 MM; MATERIAL: PAPER PLEATED; SUPPL P/N: 039152; MODEL NO: SVC600/250; SVB600/250; REFERENCE NO: EL 461; FOR USE ON BECKER AND SOHNE COMPRESSOR, POS NO 8/860; VENDORS ARE RESPONSIBLE FOR ENSURING THAT THEY ARE PERFORMING AGAINST THE CORRECT DRAWING REVISION NUMBER (IF APPLICABLE).
	20
	 
	 

	24792
	 FILTER, ELEMENT: DIMENSIONS: ID 175 X OD 185 X LG 905 MM; MATERIAL: STAINLESS STEEL; SUPPL P/N: CS202; REPLACEMENT CARTRIDGE
	300
	 
	 

	24795
	FILTER, OIL: DIMENSIONS: ID 90 X OD 154 X LG 370 MM; MATERIAL: PAPER CELLULOSE; MICRON: 15 UM; TYPE MP15, TO FIT 1M2 UNIT AT BULK STORAGE TANK PURIFIERS
	21
	 
	 

	24804
	 FILTER, OIL: DIMENSIONS: ID 66 X OD 130 X LG 265 MM; MATERIAL: PAPER; SUPPL P/N: RE150CV1; FOR LEAK-OFF VALVE HYDRAULIC POWER PACK RETURN, FOR UNIT 4 TO 6, NOTE PART NUMBER TO BE MARKED CLEARLY ON FILTER AND PACKED SEALED
	30
	 
	 

	24854
	 FILTER, ELEMENT: DIMENSIONS: DIA 52 X LG 72 MM; MATERIAL: PAPER; SUPPL P/N: F3P20; RETURN, FOR C.W. AUTO CLOSE VALVE POWER PACK, LOCKHYD STOCK NUMBER 115736
	20
	 
	 

	24985
	 FILTER, BAG: DIMENSIONS: ID 145 X LG 750 MM; MATERIAL: MONOFILLANT; SUPPL P/N: 16L/S BFPT; BFPT LUB OIL SOCK, 0.037MM MESH OPENING
	100
	 
	 

	24986
	FILTER, BAG: DIMENSIONS: ID 145 X LG 850 MM; MATERIAL: MONOFILLANT; MAIN TURBINE LUB OIL SOCK, 0.037MM MESH OPENING
	20
	 
	 

	24987
	 FILTER, ELEMENT: TYPE: FUEL; REFERENCE NO: TP624; MATERIAL MUST BE MARKED WITH IDENTIFICATION AND PACKED SEALED
	20
	 
	 

	24989
	FILTER, AIR: DIMENSIONS: WD 12 X HT 24 X DP 12 IN; MATERIAL: FIBER; APPLICATION: AIR CONDITIONING; SUPPL P/N: 14816; HP 2A CLASS 11, VENT FAN; VENDORS ARE RESPONSIBLE FOR ENSURING THAT THEY ARE PERFORMING AGAINST THE CORRECT DRAWING REVISION NUMBER (IF APPLICABLE).
	45
	 
	 

	24990
	 FILTER, ELEMENT: DIMENSIONS: SQ 12 X LG 24 MM; MATERIAL: GLASS FIBER; SUPPL P/N: 14863; FAN FILTERS, VENTILATION, HP 100, CLASS 11, FOR USE WITH SEARLE BUSH AIR CONDITIONER CONCERTING TYPE
	48
	 
	 

	24991
	 FILTER, OIL: DIMENSIONS: ID 34 X OD 90 X LG 135 MM; MATERIAL: PAPER; SUPPL P/N: G1015; OE 31677; FOR ROLLS ROYCE SF RANGE DIESEL ENGINE MODEL 1724-2; SERIES 675A; NOTE ITEM MUST BE ORIGINAL PACKED
	23
	 
	 

	24993
	FILTER, ELEMENT: TYPE: LOCKER AIR MAZE; DIMENSIONS: ID 130 X OD 185 X LG 175 MM; MATERIAL: PAPER; REFERENCE NO: ASFD4T; NOTE: ITEM MUST BE MARKED AND PACKED IN SEALED CONTAINER
	20
	 
	 

	24994
	 FILTER, AIR: TYPE: DRY SUCTION; DIMENSIONS: ID 370 X OD 500 X LG 510 MM; MATERIAL: FIBER; MODEL NO: ASFD10; LOCKER MAZE ELEMENTS; VENDORS ARE RESPONSIBLE FOR ENSURING THAT THEY ARE PERFORMING AGAINST THE CORRECT DRAWING REVISION NUMBER (IF APPLICABLE).
	30
	 
	 

	24996
	 FILTER, OIL: DIMENSIONS: ID 18 X OD 58 X LG 100 MM; MATERIAL: PAPER; REFERENCE NO: G813; FOR SULZER POWER PACK TYPE OV32
	30
	 
	 

	24997
	FILTER, ELEMENT: DIMENSIONS: ID 10 X OD 14 X LG 65 MM; MATERIAL: METAL SINTERED; SUPPL P/N: 000-381-980; TYPE 51 PERM; SIZE 814 X 10 X 65; FOR USE WITH SERVO VALVE ST10-63 P86- 2100/20
	14
	 
	 

	24998
	 FILTER, OIL: DIMENSIONS: ID 18.5 X OD 58 X LG 100 MM; MATERIAL: FIBER CELLULOSE; SUPPL P/N: G976; FOR SUPPLY UNIT OV 32, NOTE ITEM MUST BE MARKED CLEARLY AND ORIGINAL PACKED
	38
	 
	 

	24999
	FILTER, AIR: TYPE: CARTRIDGE; DIMENSIONS: ID 24 X OD 55 X WD 50 MM; MATERIAL: FIBER CELLULOSE; DRAWING NO: 86-76 REV 1; REFERENCE NO: U2596; FOR SULZER POWER PACK; TYPE OV 32; VENDORS ARE RESPONSIBLE FOR ENSURING THAT THEY ARE PERFORMING AGAINST THE CORRECT DRAWING REVISION NUMBER (IF APPLICABLE).
	53
	 
	 

	25001
	 FILTER, OIL: DIMENSIONS: ID 43 X OD 80 X LG 125 MM; MATERIAL: STL; SUPPL P/N: HC9600FKP4H; DRAWING NO: 86-76 REV 1; FOR SULZER HYDRAULIC POWER PACK OV 32, TYPE G108, FOR USE ON CATEPILLAR ENGINE D334D, NOTE: ITEM MUST BE ORIGINAL PACKED AND SEALED
	30
	 
	 

	25005
	 FILTER, ELEMENT: DIMENSIONS: ID 17 X OD 25 X LG 33 MM; MATERIAL: METAL SINTERED; FILTERING RETENTION: 5 UM; REFERENCE NO: EFK 10 VY SUFFIX V; FOR MIDI-SERIES TYPE B10-03-G.V, REGULATOR SIZE 3/8 IN WITH AUTO DRAIN, COMPLETE WITH 0-400KPA PRESSURE GAUGE SUFFIX G AND A
	24
	 
	 

	25007
	 FILTER, ELEMENT: TYPE: OIL; DIMENSIONS: ID 57 X OD 130 X LG 197 MM; MATERIAL: PAPER; FILTERING RETENTION: 25 UM; SUPPL P/N: 12070; FOR FAWCETT UNIT F/B200, TYPE FILTAMATIX, NOTE: ITEM MUST BE MARKED FOR IDENTIFICATION AND ORIGINAL PACKED
	20
	 
	 

	25008
	 FILTER, AIR: DIMENSIONS: WD 500 X HT 625 X DP 50 MM; MATERIAL: FIBER; WASH-V 350 PANEL, COMPLY WITH ISO 9000 STANDARDS, NOTE; MUST BE PROTECTIVE PACKED AND CLEARLY MARKED; VENDORS ARE RESPONSIBLE FOR ENSURING THAT THEY ARE PERFORMING AGAINST THE CORRECT DRAWING REVISION NUMBER (IF APPLICABLE).
	105
	 
	 

	25009
	 FILTER, OIL: DIMENSIONS: ID 43 X OD 80 X LG 125 MM; MATERIAL: STL; SUPPL P/N: HC9600FKP4H; DRAWING NO: 86-76 REV 1; FOR SULZER HYDRAULIC POWER PACK OV 32
	30
	 
	 

	25013
	 FILTER, FUEL: TYPE: DIESEL; DIMENSIONS: ID 25 X OD 80 X LG 205 MM; MATERIAL: PAPER; SUPPL P/N: G656; PACKED AND CLEARLY MARKED
	24
	 
	 

	25014
	FILTER, AIR: TYPE: AIR; DIMENSIONS: ID 92.5 X OD 133 X LG 400 MM; MATERIAL: PAPER; SUPPL P/N: ADG 586; NOTE ITEM MUST BE PROTECTED PACKED AND CLEARLY MARKED; VENDORS ARE RESPONSIBLE FOR ENSURING THAT THEY ARE PERFORMING AGAINST THE CORRECT DRAWING REVISION NUMBER (IF APPLICABLE).
	20
	 
	 

	25015
	 FILTER, AIR: DIMENSIONS: ID 75 X OD 85 X LG 360 MM; MATERIAL: PAPER; SUPPL P/N: ADG 587; NOTE ITEM MUST BE PROTECTED PACKED AND CLEARLY MARKED; VENDORS ARE RESPONSIBLE FOR ENSURING THAT THEY ARE PERFORMING AGAINST THE CORRECT DRAWING REVISION NUMBER (IF APPLICABLE).
	30
	 
	 

	25016
	 FILTER, AIR: DIMENSIONS: ID 155 X OD 185 X LG 445 MM; MATERIAL: PAPER; APPLICATION: COMPRESSOR; MODEL NO: ADG523; NOTE; ITEM MUST BE PROTECTED PACKED AND CLEARLY MARKED; VENDORS ARE RESPONSIBLE FOR ENSURING THAT THEY ARE PERFORMING AGAINST THE CORRECT DRAWING REVISION NUMBER (IF APPLICABLE).
	15
	 
	 

	25017
	FILTER, AIR: DIMENSIONS: ID 195 X OD 310 X LG 460 MM; MATERIAL: PAPER; APPLICATION: COMPRESSOR; NOTE; ITEM MUST BE PROTECTED PACKED AND CLEARLY MARKED; VENDORS ARE RESPONSIBLE FOR ENSURING THAT THEY ARE PERFORMING AGAINST THE CORRECT DRAWING REVISION NUMBER (IF APPLICABLE).
	30
	 
	 

	25018
	 FILTER, ELEMENT: TYPE: FUEL; REFERENCE NO: 557-4980; WITH O-RING; FOR DETROIT ENGINE V71; NOTE: MATERIAL MUST BE MARKED WITH IDENTIFICATION AND PACKED SEALED; TYPE: DIESEL
	14
	 
	 

	25019
	FILTER, AIR: DIMENSIONS: OD 15 MM; MATERIAL: CERAMIC; MODEL NO: 053; KMP, 3/8 INCH FLARE, FOR FILTERCORE DRYER, NOTE: IDENTIFICATION MUST BE MARKED ON ITEM AND PACKED SEALED; VENDORS ARE RESPONSIBLE FOR ENSURING THAT THEY ARE PERFORMING AGAINST THE CORRECT DRAWING REVISION NUMBER (IF APPLICABLE).
	20
	 
	 

	25020
	FILTER, ELEMENT: DIMENSIONS: ID 22 X OD 25 X LG 90 MM; MATERIAL: GLASS FIBER; POLYPROP CORE EXTENDERS
	900
	 
	 

	25021
	FILTER, ELEMENT: TYPE: OIL; MATERIAL: CI; REFERENCE NO: OWWB-200S-BSP; DUAL FAN LUBRICATION SYSTEM; COMPLETE UNIT WITH CHANGE OVER MECHANISM, INLET AND OUTLET SIZE DN50 MM, MAX WORK PRESSURE 17 BAR AT 100 DEG C, TEST PRESSURE 34.5 BAR, FOR FD AND ID
	20
	 
	 

	39678
	FILTER, AIR: TYPE: INTAKE; DIMENSIONS: OD 95 X LG 320 MM; (WATER TRAP); 10 BAR MAX PRESS; 50 DEG C MAX TEMP; 3/4" BSP; OR EQUIVALENT TO SAME STANDARD; NORGREN; VENDORS ARE RESPONSIBLE FOR ENSURING THAT THEY ARE PERFORMING AGAINST THE CORRECT DRAWING REVISION NUMBER (IF APPLICABLE).
	30
	 
	 

	39725
	 FILTER, ELEMENT: TYPE: OIL; DIMENSIONS: DIA 56 X LG 173 MM; MATERIAL: SS MESH; FILTERING RETENTION: 80 UM; SIZE 95 MM DIA X 190 MM LG; FLANGE SIZE 115MM OD X 1MM THICK, COMPLETE WITH 8MM O-RING FITTED UNDER FLANGE, FOR TWIN UNIT OWWB-200S-BSP; FOR FD AND ID FAN LUB SYSTEM, FOR UNIT 4 TO 6
	250
	 
	 

	39737
	 FILTER, AIR: DIMENSIONS: SQ 600 X WD 300 MM; APPLICATION: AIR CONDITIONER; NOTE; MATERIAL MUST BE PROTECTIVE PACKED; VENDORS ARE RESPONSIBLE FOR ENSURING THAT THEY ARE PERFORMING AGAINST THE CORRECT DRAWING REVISION NUMBER (IF APPLICABLE).
	20
	 
	 

	39777
	 FILTER, AIR: DIMENSIONS: WD 395 X LG 620 X DP 50 MM; MATERIAL: FIBER; HI-PLEAT GALVANISED WASHABLE PANEL FOR KRIEL ASH-HANDLING PLANT MCC ROOM VENTILATION; VENDORS ARE RESPONSIBLE FOR ENSURING THAT THEY ARE PERFORMING AGAINST THE CORRECT DRAWING REVISION NUMBER (IF APPLICABLE).
	15
	 
	 

	39778
	 FILTER, AIR: DIMENSIONS: WD 495 X HT 495 X DP 50 MM; MATERIAL: FIBER; MICRONAIR DISPOSABLE PANEL FOR MCC ROOM VENTILATION; PANELS; FOR KRIEL ASH HANDLING PLANT - PHASE II; VENDORS ARE RESPONSIBLE FOR ENSURING THAT THEY ARE PERFORMING AGAINST THE CORRECT DRAWING REVISION NUMBER (IF APPLICABLE).
	30
	 
	 

	39792
	FILTER, AIR: TYPE: EQUIPMENT ROOM; DIMENSIONS: WD 394 X LG 495 X DP 50 MM; MATERIAL: FIBER; EFFICIENCY: 95 PCT; WASABLE PLEATED; FOR UNIT 1 TO 6 EQUIPMENT ROOMS NOTE MATERIAL MUST BE PROTECTIVE PACKED; VENDORS ARE RESPONSIBLE FOR ENSURING THAT THEY ARE PERFORMING AGAINST THE CORRECT DRAWING REVISION NUMBER (IF APPLICABLE).
	336
	 
	 

	39897
	 FILTER, AIR: DIMENSIONS: SQ 500 X DP 50 MM; MATERIAL: FIBER; REFERENCE NO: WP99; WP32; NOTE; MATERIAL MUST BE PROTECTIVE PACKED; VENDORS ARE RESPONSIBLE FOR ENSURING THAT THEY ARE PERFORMING AGAINST THE CORRECT DRAWING REVISION NUMBER (IF APPLICABLE).
	51
	 
	 

	39898
	FILTER, AIR: DIMENSIONS: SQ 500 X DP 75 MM; MATERIAL: FIBER; REFERENCE NO: WP32A; VENDORS ARE RESPONSIBLE FOR ENSURING THAT THEY ARE PERFORMING AGAINST THE CORRECT DRAWING REVISION NUMBER (IF APPLICABLE).
	20
	 
	 

	39899
	FILTER: DIMENSIONS: WD 1.37 X LG 30 M; REFERENCE NO: 600/11; MEDIA; FOR AIR CONDITIONERS
	20
	 
	 

	39900
	 FILTER: DIMENSIONS: WD 2 X LG 30 M; MATERIAL: POLYESTER FIBER SYNTHETIC; MODEL NO: 800-15; FORM: ROLL
	20
	 
	 

	39901
	 FILTER, AIR: TYPE: CLEANABLE; DIMENSIONS: SQ 500 X DP 50 MM; MATERIAL: FIBER; SUPPL P/N: WPFC; FGCB; NOTE MATERIAL MUST BE PROTECTIVE PACKED; VENDORS ARE RESPONSIBLE FOR ENSURING THAT THEY ARE PERFORMING AGAINST THE CORRECT DRAWING REVISION NUMBER (IF APPLICABLE).
	53
	 
	 

	39902
	 FILTER, AIR: DIMENSIONS: SQ 500 X DP 70 MM; MATERIAL: FIBER; WASHABLE PLEATED; VENDORS ARE RESPONSIBLE FOR ENSURING THAT THEY ARE PERFORMING AGAINST THE CORRECT DRAWING REVISION NUMBER (IF APPLICABLE).
	114
	 
	 

	39903
	FILTER, AIR: DIMENSIONS: SQ 610 X DP 50 MM; MATERIAL: FIBER; REFERENCE NO: WP77; NOTE: MATERIAL MUST BE MARKED WITH IDENTIFICATION AND PACKED SEALED; VENDORS ARE RESPONSIBLE FOR ENSURING THAT THEY ARE PERFORMING AGAINST THE CORRECT DRAWING REVISION NUMBER (IF APPLICABLE).
	156
	 
	 

	39904
	 FILTER, AIR: DIMENSIONS: WD 600 X HT 300 X DP 50 MM; MATERIAL: FIBER; WASH-V350 PANEL, COMPLY WITH ISO 9000 STANDARDS, NOTE MUST BE PROTECTIVE PACKED AND CLEARLY MARKED; VENDORS ARE RESPONSIBLE FOR ENSURING THAT THEY ARE PERFORMING AGAINST THE CORRECT DRAWING REVISION NUMBER (IF APPLICABLE).
	17
	 
	 

	39907
	FILTER, ELEMENT: TYPE: CARTRIDGE; DIMENSIONS: ID 210 X OD 325 X LG 660 MM; MATERIAL: PAPER; MANUF P/N: P 14 -5891; REFERENCE NO: 8PP19215/01; NOTE - MATERIAL MUST BE PROTECTIVE PACKED
	20
	 
	 

	39910
	 FILTER, BAG: DIMENSIONS: 600 MM; MATERIAL: VILEDON; SUPPL P/N: KF8-600-55; THE ITEM MUST BE PROTECTIVE PACKED AND CLEARLY MARKED
	45
	 
	 

	41518
	 FILTER, ELEMENT: TYPE: OIL; SUPPL P/N: F50-P20; DRAWING NO: 2965/01/02 REV 1; REFERENCE NO: MPF50ASG; FOR LEAK-OFF HYDRAULIC POWER PACK RETURN; USE IN MP; REV A NOTE ITEM MUST BE PROTECTIVE PACKED
	30
	 
	 

	41550
	 FILTER, ELEMENT: DIMENSIONS: ID 22 X OD 27 X LG 465 MM; MATERIAL: STAINLESS STEEL; REFERENCE NO: S7748-7919; SEAL OIL, TYPE: 2.62.9.220.500.08/80, FABRIC NUMBER 146424/1B, WORK PRESSURE 8/10BAR TEMPRATURE 50 DEC C F20/30NM, BBT
	20
	 
	 

	41552
	FILTER, AIR: TYPE: PRIMARY INLET; DIMENSIONS: WD 290 X LG 590 X DP 360 MM; MATERIAL: GLASS FIBER; APPLICATION: COMPRESSOR; SUPPL P/N: C30EMX4; U2-1-E; VOKES TYPE UNIVEK EXTRA; CAPACITY 4300 M3/H, NOTE; ITEM MUST BE PROTECTIVE PACKED; VENDORS ARE RESPONSIBLE FOR ENSURING THAT THEY ARE PERFORMING AGAINST THE CORRECT DRAWING REVISION NUMBER (IF APPLICABLE).
	48
	 
	 

	41554
	 FILTER, ELEMENT: DIMENSIONS: ID 50 X OD 110 X LG 250 MM; MATERIAL: GLASS FIBER; SUPPL P/N: LV250; REFERENCE NO: FT102/ED; OIL DEMISTER, FOR COMPRESSOR C30EMX4, CPN 94568243, TYPE 14SP343, NOTE; ITEM MUST BE PROTECTIVE PACKED AND MARKED TO IDENTIFY
	20
	 
	 

	41607
	 FILTER, OIL: DIMENSIONS: ID 40 X OD 100 X LG 230 MM; MATERIAL: PAPER; MODEL NO: TZ1253; REFERENCE NO: HF0611000; FT100/K10; FOR COMPRESSOR; NOTE THE REFERENCE OR TYPE NUMBER MUST BE MARKED ON FILTER; SEALED AND PACKED IN CONTAINER
	20
	 
	 

	41608
	 FILTER, OIL: TYPE: MIST; DIMENSIONS: ID 51 X OD 110 X LG 250 MM; MATERIAL: FELT; SUPPL P/N: P1404987-00014; MODEL NO: TZ 1253; FOR DRY DUST PLANT COMPRESSOR, NOTE THE REFERENCE OR TYPE NUMBER MUST BE MARKED ON FILTER, PACKED IN SEALED CONTAINER
	20
	 
	 

	41609
	FILTER, ELEMENT: TYPE: AIR; DIMENSIONS: ID 20 X OD 35 X LG 63 MM; MATERIAL: GLASS FIBER; REFERENCE NO: P054-0016-00074; 14.2.03.06; FOR TURBO COMPRESSOR TZ1253; FOR DRY DUST PLANT; NOTE; REFERENCE OR TYPE NUMBER MUST BE MARKED ON ITEM; PACKED IN SEALED CONTAINER
	20
	 
	 

	41627
	 FILTER, ELEMENT: TYPE: AIR WASHABLE; DIMENSIONS: SQ 600 X DP 50 MM; MATERIAL: FIBER; TYPE WP77, HI PLEATED, NOTE ITEM MUST BE PACKED, FOR PROTECTION; EFFICIENCY: 96PCT
	23
	 
	 

	41644
	 FILTER, AIR: DIMENSIONS: SQ 595 X DP 650 MM; SUPPL P/N: T60/1/1; TO BE SUPPLY TWO PER BOX, THE ITEM MUST BE PROTECTIVE PACKED AND CLEARLY MARKED, VILEDON POCKET; VENDORS ARE RESPONSIBLE FOR ENSURING THAT THEY ARE PERFORMING AGAINST THE CORRECT DRAWING REVISION NUMBER (IF APPLICABLE).
	33
	 
	 

	41645
	 FILTER, AIR: DIMENSIONS: SQ 600 X DP 50 MM; MATERIAL: VILEDON; DUTRAP PANEL WITH DOUBLE LAYER OF P15/500S FOR DEMAG COMPRESSOR PACKED 2 PER BOX AND SEALED = SET; VENDORS ARE RESPONSIBLE FOR ENSURING THAT THEY ARE PERFORMING AGAINST THE CORRECT DRAWING REVISION NUMBER (IF APPLICABLE).
	20
	 
	 

	41646
	 FILTER, AIR: DIMENSIONS: SQ 600 X DP 50 MM; MATERIAL: FIBER; MICRON: 0.94 UM; POLYPLEAT (NOM); M3/S; INITIAL RESISTANCE: 80 PA; MAX RESISTANCE: 250PA; NOTE ITEM TO BE PACKED AND SEALED; VENDORS ARE RESPONSIBLE FOR ENSURING THAT THEY ARE PERFORMING AGAINST THE CORRECT DRAWING REVISION NUMBER (IF APPLICABLE).
	105
	 
	 

	42569
	 FILTER, ELEMENT: DIMENSIONS: DIA 120 X LG 295 MM; MATERIAL: BRS/SS; DRAWING NO: X248CRH REV 1; AUTO CLEAN, TYPE M, CONSISTING OF CLEANER BLADE MAJOR DISC, MINOR DISC, BUSHING TOP COVER AND CAGE, DISC SPACED AT 0.003 IN CLEARANCE
	30
	 
	 

	42571
	 FILTER, OIL: TYPE: CARTRIDGE; DIMENSIONS: ID 25 X OD 45 X LG 210 MM; MATERIAL: FIBER CELLULOSE; MICRON: 3 UM; REFERENCE NO: 86-105/101; 000-003-158-602; FOR H.P, ISO MULTI-PASS 4572,BS6275, ULTRA LIFE B=200, BETA= 200, BOTTOM CLOSED ELEMENT, USED WITH HYDRAULIC OIL, NOTE: ITEM MUST BE PROTECTIVE PACKED AND CLEARLY MARKED FOR IDENTIFICATION
	20
	 
	 

	42595
	 FILTER, ELEMENT: DIMENSIONS: ID 98 X OD 105 X LG 220 MM; MATERIAL: STL MESH; FILTERING RETENTION: 0.4 UM; BRACKET, SUPPORT
	30
	 
	 

	47835
	 FILTER, OIL: TYPE: SUCTION; DIMENSIONS: DIA 125 X LG 115 MM; MATERIAL: ALUMINIUM; SUPPL P/N: 86-75-9; 1710-56; FOR HP BYPASS SUPPLY UNIT TYPE OV 32
	20
	 
	 

	50017
	FILTER, ELEMENT: DIMENSIONS: ID 25 X OD 60 X LG 72 MM; MATERIAL: STL MESH; REFERENCE NO: PK213-141; SIEVE STAR, FOR PFEIFFER VANE VACUUM PUMP UNO 030A, ITEM 160
	30
	 
	 

	50084
	 FILTER, AIR: TYPE: AIR BLOWER; MATERIAL: CLOTH; MICRON: 10 UM; APPLICATION: BLOWER S03 HB67/2N; MANUF P/N: AF899M; PA2453A; MODEL NO: C45 3265; REFERENCE NO: SO3 P 14-5891; NOTE - THE REFERENCE NUMBER MUST BE MARKED ON AND PACKED IN SEALED CONTAINER, DO NOT REORDER AS PER LUNGILI DASI; VENDORS ARE RESPONSIBLE FOR ENSURING THAT THEY ARE PERFORMING AGAINST THE CORRECT DRAWING REVISION NUMBER (IF APPLICABLE).
	20
	 
	 

	50103
	 FILTER, OIL: TYPE: CARTRIDGE; DIMENSIONS: ID 89 X OD 152 X LG 733 MM; MATERIAL: MESH SYNTHETIC; MICRON: 5 UM; SUPPL P/N: CB 28; COALESCER, CONSTRUCTION: PLEATED PAPER CORE:COMPOSED OF CELLULOSE PAPER AND FABRIC SUPPORT, COALESCER BED: COMPOSED OF FIBREGLASS MATS AND SUPPORTING FABRIC WITH KNITTED COTTON OUTER SOCK, IDENTIFICATION: MANUFACTURERS NAME AND PART NUMBER TO BE SILK SCREENED ON GASKET, ITEM MUST BE PROTECTIVE PACKED AND SEALED, MUST BE API AND IP APPROVED, MATERIAL CERTIFICATE TO BE SUBMITTED WITH DELIVERY, FOR COALESCER V16 AND V110
	300
	 
	 

	50104
	 FILTER, OIL: TYPE: CARTRIDGE SEPARATOR; DIMENSIONS: ID 89 X OD 152 X LG 733 MM; MATERIAL: HYDROPHOBIC SYNTHETHIC MEDIA; MICRON: 50 UM; SUPPL P/N: SS629FD; CONSTRUCTION A SYNTHETIC MEDIA/SS INNER CORE WIRE MESH SCREEN, IDENTIFICATION: MANUFACTURERS NAME AND PART NUMBER TO BE SILK SCREENED ON GASKET, ITEM MUST BE PROTECTIVE PACKED AND SEALED, FOR V110 COALECER, MATERIAL CERTIFICATE TO BE SUBMITTED WITH DELIVERY
	300
	 
	 

	50259
	FILTER, ELEMENT: DIMENSIONS: ID 25 X OD 290 X LG 470 MM; MATERIAL: STL; DRAWING NO: R408728 BBT REV 1; R408728 REV 1; POSITION 202, FOR HP 100PCT CONTROL OIL SCHEMATIC POSITION 5732
	30
	 
	 

	50260
	 FILTER, AIR: DIMENSIONS: DIA 32 MM; MATERIAL: STAINLESS STEEL; VENDORS ARE RESPONSIBLE FOR ENSURING THAT THEY ARE PERFORMING AGAINST THE CORRECT DRAWING REVISION NUMBER (IF APPLICABLE).
	30
	 
	 

	50261
	FILTER: TYPE: OIL SYSTEM AIR HEATER; MATERIAL: CI; COMPLETE UNIT WITH ELEMENTS AND CHANGE OVER MECHANISM, INLET AND OUTLET SIZE 50 MM, FOR 13.2 METER AIR HEATER; DUAL LUBRICATION
	20
	 
	 

	50270
	 FILTER, ELEMENT: TYPE: OIL; DIMENSIONS: ID 20 X OD 170 X LG 270 MM; MATERIAL: STL; DRAWING NO: BBT R 408728 POS 202 REV 1; FOR FEED PUMP 100PCT CONTROL
	20
	 
	 

	50272
	 FILTER, ELEMENT: DIMENSIONS: ID 29 X OD 70 X LG 85 MM; MATERIAL: PAPER; MODEL NO: F6-20
	30
	 
	 

	50273
	 FILTER, AIR: DIMENSIONS: WD 610 X HT 710 X DP 100 MM; MATERIAL: FIBER; DISPOSABLE EAROPLATED; VENDORS ARE RESPONSIBLE FOR ENSURING THAT THEY ARE PERFORMING AGAINST THE CORRECT DRAWING REVISION NUMBER (IF APPLICABLE).
	15
	 
	 

	50274
	 FILTER, AIR: TYPE: LEAKAGE; DIMENSIONS: DIA 52 MM; MICRON: 0.5 UM; APPLICATION: BRUSH GEAR UNITS; SHAPE: ROUND; SUPPL P/N: HTCM454566P0001; FOR USE WITH KENT ZIRCONIA OXYGEN ANALYSER PROBE; DIMENSIONS: ID 28 X OD 52 MM; VENDORS ARE RESPONSIBLE FOR ENSURING THAT THEY ARE PERFORMING AGAINST THE CORRECT DRAWING REVISION NUMBER (IF APPLICABLE).
	30
	 
	 

	50402
	 FILTER, OIL: TYPE: DUAL LUBRICATION SYSTEM; MATERIAL: CI; PRESSURE RATING: 17 BAR; COMPLETE UNIT WITH ELEMENTS AND CHANGE OVER MECHANISM, INLET AND OUTLET SIZE 40 MM, MAX WORK PRESSURE AT 50 DEG C, TEST PRESSURE 34.5 BAR
	30
	 
	 

	53180
	 FILTER: TYPE: CASSETTE; DIMENSIONS: WD 295 X HT 295 X DP 300 MM; MATERIAL: PP; WASHABLE; 96PCT EFFICIENCY; DEEP WITH 20MM WIDE FRAME
	18
	 
	 

	53185
	 FILTER, ELEMENT: DIMENSIONS: ID 100 X OD 105 X LG 130 MM; MATERIAL: BRASS; FILTERING RETENTION: 50 UM; MODEL NO: 15-80; REFERENCE NO: F18-A3; FOR USE ON MACAWBER DRY DUST PLANT
	20
	 
	 

	53186
	 FILTER, AIR: TYPE: CARTRIDGE WASHABLE; DIMENSIONS: ID 245 X OD 345 X LG 400 MM; MATERIAL: FIBER PLEATED; SUPPL P/N: P.C. 344-243-400; REINFORCED INTERNAL MESH; SIZE: 433MM OUTSIDE DIA X 243MM INSIDE DIA X 400MM HIGH; FOR USE ON NO 4 AND 5 DRY DUST BLOWERS INLET; VENDORS ARE RESPONSIBLE FOR ENSURING THAT THEY ARE PERFORMING AGAINST THE CORRECT DRAWING REVISION NUMBER (IF APPLICABLE).
	30
	 
	 

	54552
	 FILTER, OIL: PRESSURE RATING: 10 BAR AT 200 DEG C; DRAWING NO: BBT W 301691 POS 328 REV 1; GENERATOR; SEAL GASSY AND DEGASSY UNITS; COMPLETE WITH ELEMENTS AND CHANGE OVER MECHANISM HANDLE BAR TYPE 2.037/40 PB; F34 NEWTON METRES
	30
	 
	 

	54726
	 FILTER, ELEMENT: DIMENSIONS: ID 29 X OD 61 X LG 250 MM; MATERIAL: FIBER CELLULOSE; SUPPL P/N: 9374; REFERENCE NO: D-PPPHD; SUPER MICRO-WYND; FOR 18 KV GENERATOR CIRCUIT BREAKER
	30
	 
	 

	54727
	 FILTER: MAIN UNIT 1A DEMIN PLANT
	20
	 
	 

	58677
	 FILTER, ELEMENT: DIMENSIONS: ID 24 X OD 65 X LG 115 MM; MATERIAL: PAPER; SUPPL P/N: UCR-63112; DRAWING NO: 2965/01/02 REV 1; UCC TYPE; FOR LEAK OFF HYDRAULIC POWER PACK OIL SUPPLY; NOTE; ITEM MUST BE ORIGINAL PACKED AND SEAL FOR PROTECTION AND IDENTIFICATION
	30
	 
	 

	59005
	 FILTER, ELEMENT: DIMENSIONS: DIA 56 X LG 140 MM; MATERIAL: STAINLESS STEEL; FILTERING RETENTION: 0.8 UM; FOR 50MM SPIREX SARGO STRAINER
	30
	 
	 

	59006
	FILTER, ELEMENT: DIMENSIONS: ID 86 X OD 87.5 X LG 182 MM; FILTERING RETENTION: 1.8 UM; FOR 75MM SPIREX SARGO STRAINER
	30
	 
	 

	59007
	 FILTER, ELEMENT: DIMENSIONS: ID 106 X OD 108 X LG 162 MM; MATERIAL: STAINLESS STEEL; FILTERING RETENTION: 1.8 UM; FOR 100MM SPIREX SARGO STRAINER
	30
	 
	 

	60482
	 FILTER, AIR: TYPE: INLINE; MATERIAL: PLASTIC; MICRON: 20 UM; REFERENCE NO: 075 12 A04 20PE; AUTOMATIC DRAIN; WITH WASHABLE AND RE-USEABLE; FEMALE IN/OUTLET 1/2 INCH BSP; ITEM NUMBER PA0751200030/PAC750200014; FOR USED WITH AIR CONDITIONERS; SIZE: 1/2 IN BSP; VENDORS ARE RESPONSIBLE FOR ENSURING THAT THEY ARE PERFORMING AGAINST THE CORRECT DRAWING REVISION NUMBER (IF APPLICABLE).
	20
	 
	 

	60562
	 FILTER, ELEMENT: DIMENSIONS: ID 43 X OD 70 X LG 59 MM; MATERIAL: PAPER; FILTERING RETENTION: 10 UM; SUPPL P/N: 225-520-M2-B31; SUCTION, SIZE 70,2X57,4X42,3
	30
	 
	 

	117056
	 FILTER, AIR: TYPE: INTAKE; DIMENSIONS: WD 390 X LG 500 X DP 50 MM; MATERIAL: STL; GREASE ELIMATOR PANEL; VENDORS ARE RESPONSIBLE FOR ENSURING THAT THEY ARE PERFORMING AGAINST THE CORRECT DRAWING REVISION NUMBER (IF APPLICABLE).
	30
	 
	 

	117065
	FILTER, ELEMENT: TYPE: CARTRIDGE; DIMENSIONS: ID 28 X OD 63 X LG 250 MM; MATERIAL: COTTON STRING; FILTERING RETENTION: 5 UM; SUPPL P/N: PMUTA; SUPPLIER NOTE; EACH ITEM MUST BE CLEARLY MARKED, PACKED AND SEALED IN A PLASTIC BAG, IF NOT THE ITEM WILL BE REJECTED BY KRIEL POWER STATION
	30
	 
	 

	117102
	 FILTER, ELEMENT: DIMENSIONS: ID 16 X OD 25 X LG 44 MM; MATERIAL: CELLULOSE PLEATED; REFERENCE NO: 40001406; REGULATOR FOR INGERSOLL RAND COMPRESSOR XLE
	20
	 
	 

	117105
	 FILTER, AIR: TYPE: SCREEN; DIMENSIONS: DIA 32 MM; MATERIAL: STAINLESS STEEL; REFERENCE NO: 1W26701; FOR INGERSOL RAND COMPRESSOR XLE NL 7" STROKE; VENDORS ARE RESPONSIBLE FOR ENSURING THAT THEY ARE PERFORMING AGAINST THE CORRECT DRAWING REVISION NUMBER (IF APPLICABLE).
	20
	 
	 

	117106
	FILTER: TYPE: MECHANICAL; DIMENSIONS: OD 110 X LG 130 MM; ELEMENT; TYPE C3CT COALSCING; FOR HYDROGEN PLANT
	30
	 
	 

	117107
	 FILTER: TYPE: CARTRIDGE; DIMENSIONS: DIA 100 X LG 142 MM; MATERIAL: CARBON
	30
	 
	 

	117108
	 FILTER, OIL: DIMENSIONS: DIA 110 X LG 260 MM; MATERIAL: PAPER; REFERENCE NO: SP4004
	59
	 
	 

	117109
	 FILTER, FUEL: TYPE: DIESEL; DIMENSIONS: DIA 100 X LG 175 MM; MATERIAL: PAPER; SUPPL P/N: SP214-P1; DRAWING NO: 1P2299K REV 1; X-9803 REV 1; FOR D334 CATERPILLAR ENGINE TWINDISC CLUTCH
	30
	 
	 

	117110
	 FILTER, OIL: DIMENSIONS: ID 37 X OD 115 X LG 230 MM; MATERIAL: PAPER; REFERENCE NO: G529; NOTE: ITEM MUST BE MARKED WITH IDENTIFICATION AND PACKED SEALED
	30
	 
	 

	117111
	 FILTER, ELEMENT: TYPE: OIL; DIMENSIONS: ID 41 X OD 130 X LG 180 MM; MATERIAL: PAPER; FILTERING RETENTION: 25 UM; REFERENCE NO: CS100/25; FOR PA FAN LUBRICATION
	500
	 
	 

	117112
	 FILTER, OIL: DIMENSIONS: ID 18 X OD 50 X LG 120 MM; MATERIAL: PAPER; REFERENCE NO: Z7
	30
	 
	 

	117113
	 FILTER, ELEMENT: TYPE: AIR INTAKE CARTRIDGE; DIMENSIONS: ID 60 X OD 100 X WD 72 MM; REFERENCE NO: 2564; ITEM NUMBER: 161; DIAMETER: 99/71MM FOR BURCKHARD COMPRESSOR C4N2F
	30
	 
	 

	117115
	 FILTER, FUEL: DIMENSIONS: ID 18 X OD 85 X LG 70 MM; MATERIAL: PAPER; SUPPL P/N: 7111-296; REFERENCE NO: CAV 296; NOTE ITEM MUST BE ORIGINAL PACKED
	30
	 
	 

	117119
	 FILTER, ELEMENT: DIMENSIONS: ID 11 X OD 26 X LG 26 MM; MATERIAL: FIBER CELLULOSE; REFERENCE NO: IF2577; 67FR REGULATOR
	20
	 
	 

	151205
	FILTER, AIR: TYPE: DUST; DIMENSIONS: DIA 52 X LG 270 MM; MATERIAL: STAINLESS STEEL; SUPPL P/N: B4599BS; MOISTER SEPERATOR, PRESSURE 1 = 17 BAR, PRESSURE 2 = 8 BAR, TEMPERATURE RANGE = -10 DEG C TO +75 DEG C; VENDORS ARE RESPONSIBLE FOR ENSURING THAT THEY ARE PERFORMING AGAINST THE CORRECT DRAWING REVISION NUMBER (IF APPLICABLE).
	20
	 
	 

	151206
	 FILTER, BAG: DIMENSIONS: 495 MM X 1.01 M; MATERIAL: FIBER; SUPPL P/N: IP22101761; CLOSED FLAT ONE END WITH TRIPLE SEAM, OPEN END WITH FELT SEAL; ONE SET IS 80 EACH, SUPPLIER NOTE; THE ITEM MUST BE PROTECTIVE PACKED AND CLEARLY MARKED
	257
	 
	 

	151246
	 FILTER, LIGHT: COLOR: BLUE; REFERENCE NO: 824-070-532; NG 422PX1; COLOUR GLASSE; FOR BRAN AND LUEBBE SILICA ANALYSERS
	20
	 
	 

	152553
	 FILTER, OIL: DIMENSIONS: ID 50 X OD 60 X LG 96 MM; MATERIAL: GLASS FIBER; DRAWING NO: BBT HTGD 90228 POS 14,16,25 REV 1; REFERENCE NO: 14HTGD90228-16L/S; SIGHT GLASS; L/S FILTERS ON MAIN AND BOILER FEED PUMP TURBINES
	30
	 
	 

	189953
	 FILTER: TYPE: RESPIRATOR; SUPPL P/N: 3M/5N11; SUPPLIER NOTE; THE ITEM MUST BE PROTECTIVE PACKED, SAELED AND CLEARLY MARKED
	60
	 
	 

	215855
	 FILTER: TYPE: BLOWER V4; DIMENSIONS: DIA 150 MM; MATERIAL: PAPER; MICRON: 25 UM; SUPPL P/N: 1 1/2 MODEL CFS
	20
	 
	 

	218733
	 FILTER, ELEMENT: TYPE: COALESCER CARTRIDGE; DIMENSIONS: ID 89 X OD 152 X LG 733 MM; MATERIAL: PAPER PLEATED; FILTERING RETENTION: 10 UM; SUPPL P/N: A.4-727; FOR USE ON MAIN TURBINE AND BFPT COALESCER LUBE OIL PURIFIER SYSTEMS; CA28; MANUFACTURE NAME AND PART NUMBER TO BE MARKED ON END CAPS; ITEM TO BE PACKED AND SEALED IN PLASTIC BAGS AND CARTON; APPLICATION: LOP; PLEATED PAPER CORE; COMPOSED OF CELLULOSE PAPER AND FABRIC SUPPORT; COALESCER BED COMPOSED OF FIBREGLASS MATS AND SYNTHETIC SUPPORTING FABRIC WITH KNITTED OUTER SOCK
	15
	 
	 

	221729
	 FILTER, ELEMENT: DIMENSIONS: ID 169 X OD 189 X LG 320 MM; MATERIAL: HYDROPHOBIC TEFLON; FILTERING RETENTION: 25 UM; SUPPL P/N: FE0213B; FOR USE ON THE LOP 18 OIL PURIFIERS; (GREEN)
	20
	 
	 

	230438
	 FILTER, AIR: TYPE: PRE; DIMENSIONS: SQ 610 X THK 50 MM; MATERIAL: POLYESTER; MICRON: 10; APPLICATION: TURBO GENERATOR SLIP RING AIR CONDITIONER; OEM P/N: HTCM454674P0001, OEM: GE STEAM POWER SERVICE; DRAWING NO: GGMV691456 FIG 1 REV 0; VENDORS ARE RESPONSIBLE FOR ENSURING THAT THEY ARE PERFORMING AGAINST THE CORRECT DRAWING REVISION NUMBER (IF APPLICABLE).
	45
	 
	 

	231634
	 FILTER, ELEMENT: TYPE: CARTRIDGE OIL; DIMENSIONS: ID 24.89 X OD 45.21 X LG 113.45 MM; MATERIAL: STAINLESS STEEL; FILTERING RETENTION: 25 UM; SUPPL P/N: FV 52 MV1; CCH 152 MV1; REPLACEMENT, FOR SERVO-MOTOR FILTERS
	1500
	 
	 

	235195
	 FILTER, ELEMENT: DIMENSIONS: DIA 100 X LG 160 MM; MATERIAL: ALUMINIUM; FILTERING RETENTION: 25 UM; SUPPL P/N: PSK 021U932; DRAWING NO: DSPPG-0011369 REV 1; FLND BN/HC 160 00F D1X/-V-, DUPLEX FILTERS, IDENTIFIER XC14N008, CONTROL OIL FOR POSITION VALVES ON BFPT, FOR UNIT 6 AND 1
	200
	 
	 

	235972
	 FILTER, ELEMENT: MATERIAL: STL; FILTERING RETENTION: 10 UM; SUPPL P/N: MDF005RV10C563; PORT SIZES: TYPE CETOP 03-05-07, FLOW RATES: 7+130 L/MIN, WORKING TEMPERATURE: 25-110DEG C, MAX TEST PRESSURE: 40 MPA
	30
	 
	 

	236299
	 FILTER, ELEMENT: DIMENSIONS: LG 160 MM; MATERIAL: STL; FILTERING RETENTION: 20 UM; SUPPL P/N: FLND BN-HC 160 DDF 25 D1X/-V-; HIGH CONTAMINATION, ABSOLUTE FILTRATION 3-20 MICRON, MATERIAL TYPE: BETAMICRON, USED FOR UNIT REFURBISHMENT
	24
	 
	 

	236979
	 FILTER, AIR: TYPE: AIR INLINE; DIMENSIONS: ID 3 X OD 29 X THK 1 MM; MATERIAL: STL MESH; MICRON: 5; SHAPE: CIRCULAR; SUPPL P/N: E7042AY; VENDORS ARE RESPONSIBLE FOR ENSURING THAT THEY ARE PERFORMING AGAINST THE CORRECT DRAWING REVISION NUMBER (IF APPLICABLE).
	20
	 
	 

	238744
	 FILTER, AIR: TYPE: CONTROL; DIMENSIONS: DIA 59 X LG 140 MM; MATERIAL: PC; MICRON: 40 UM; SHAPE: CYLINDRICAL; SUPPL P/N: D52309; MODEL NO: F602-02BJ/M5; REFERENCE NO: 099; FOR H2 SKID AT UNI T 9, 150 PSI, 10 BAR; VENDORS ARE RESPONSIBLE FOR ENSURING THAT THEY ARE PERFORMING AGAINST THE CORRECT DRAWING REVISION NUMBER (IF APPLICABLE).
	8
	 
	 

	516859
	 FILTER, OIL: TYPE: LUBRICANT; DIMENSIONS: DIA 140 X LG 290 MM; MATERIAL: PAPER; MICRON: 20-80; MANUF P/N: 1R1808; WOOL PULP FILTER
	8
	 
	 

	552738
	 FILTER, OIL: TYPE: SPIN ON; DIMENSIONS: ID 80 X LG 92 MM; MATERIAL: PAPER; MICRON: 25; MANUF P/N: 1809001
	17
	 
	 

	565474
	 FILTER: TYPE: INSERT; DIMENSIONS: DIA 27 X LG 27 MM; MICRON: 3; MEDIUM: OIL; WATER; SUPPL P/N: PAS601325
	45
	 
	 

	565475
	 FILTER, BAG: TYPE: DISPOSABLE; DIMENSIONS: LG 1.5 M; MATERIAL: TETRATEX; APPLICATION: LIME; MANUF P/N: V15/15K3
	20
	 
	 

	608640
	 FILTER, BAG: TYPE: SLEEVE; DIMENSIONS: DIA 123 MM X LG 3 M; MATERIAL: MEMBRANE PTFE; PPS NEEDLE FELT; MICRON: 1; APPLICATION: TRANSFER SILO FILTER BOX; SHAPE: CYLINDRICAL; OPEN END WITH FELT SEAL; FLAT END WITH TRIPLE SEAM; STAINLESS STEEL ANTI STATIC STRIP STICHED TO FILTER BAGS; BAGS TO BE SUPPLIED IN CLEARLY MARKED PACKING
	801
	 
	 

	611931
	 FILTER, OIL: TYPE: COMPRESSOR; DIMENSIONS: DIA 100 X LG 230 MM; MATERIAL: FIBER CELLULOSIC; MICRON: 10; SUPPL P/N: AAP1404040-00025
	30
	 
	 

	611932
	 FILTER, BAG: TYPE: BLOWER; DIMENSIONS: DIA 310 X LG 440 MM; MATERIAL: POLYESTER FIBER; MICRON: 6; SUPPL P/N: 159021
	15
	 
	 

	611933
	 FILTER, AIR: TYPE: CARTRIDGE; DIMENSIONS: WD 600 X LG 600 X THK 300 MM; MATERIAL: FIBER SYNTHETIC CL F9; MICRON: 1; APPLICATION: COMPRESSED AIR INLET; SHAPE: SQ; TO BE DELIVERED WITH MATERIAL CERTIFICATE; GASSETE; VENDORS ARE RESPONSIBLE FOR ENSURING THAT THEY ARE PERFORMING AGAINST THE CORRECT DRAWING REVISION NUMBER (IF APPLICABLE).
	54
	 
	 

	612050
	 FILTER, GAS: TYPE: MIST; FILTRATION RATE: 2 NM3/MIN; FILTERING MATERIAL: BOROSILICATE GLASS MICRO FIBER; DIMENSIONS: DIA 65 X HT 230 MM; SUPPL P/N: AAP1404987; 8 MICRON FILTERING EFFICIENCY; OIL MIST FILTER FOR DEMAG COMPRESSOR
	30
	 
	 

	613043
	 FILTER, ELEMENT: TYPE: CLEANING CIRCULAR; DIMENSIONS: DIA 115 X HT 253 MM; MATERIAL: CELLULOSE; FILTERING RETENTION: 10 UM; RADIAL SEAL OUTER AIR ELEMENT
	129
	 
	 

	622608
	 FILTER, ELEMENT: TYPE: PRE-FILTER; DIMENSIONS: DIA 88 X LG 187 MM; MATERIAL: AL/FIBER; FILTERING RETENTION: 0.01 UM; SPECIFICATION: ISO 8573-1; SUPPL P/N: 07050R; APPLICATION: TO FIT OMEGA FILTER TYPE: AF0076 S 1.2IN
	30
	 
	 

	624431
	 FILTER, ELEMENT: TYPE: COMPRESSED AIR DRYER; DIMENSIONS: DIA 120 X LG 300 MM; MATERIAL: FIBER; FILTERING RETENTION: 0.01 UM; SUPPL P/N: ARS-460-RA-0.01U; TO BE USED ON LIME PLANT DESICCANT DRYERS
	30
	 
	 

	630303
	 FILTER-DRIER, REFRIGERANT: TYPE: PRESSURE SWING DESICCANT DRYER; FLUID CAPACITY: 13.3 NM3/MIN AT 7 BARG; MEDIA FOR WHICH DESIGNED: AIR; INLET CONNECTION SIZE: 2 IN; OUTLET CONNECTION SIZE: 2 IN; TEMPERATURE RANGE: 38-49 DEG C; PRESSURE RANGE: 7-10.3 BAR G; DESICCANT TYPE: ABSORBENT; MATERIAL: ALUMINA ACTIVATED 70 PCT; DIMENSIONS: WD 1.714 X LG 2.492 X HT 1.016 MM; SUPPL P/N: PS475K; REFERENCE NO: 07GPS5155
	20
	 
	 

	657619
	 FILTER, ELEMENT: TYPE: DUST; DIMENSIONS: OD 200 X HT 100 MM; MATERIAL: PAPER; FILTERING RETENTION: 10 UM; SPECIFICATION: 852516-MIC; SUPPL P/N: 004.0589
	20
	 
	 

	661452
	 FILTER: TYPE: DE-IONIZING FILTER COLUMN; DIMENSIONS: DIA 265 X HT 895 MM; MATERIAL: GLASS FIBER/PLASTIC; MICRON: 2; MEDIUM: DEMIN WATER; DRAWING NO: 9490 REV 0; ITEM CAN BE SEPARATED INTO A CYLINDER BODY AND TOP FITTING WITH THE FOLLOWING DIMENSIONS: CYL BODY: DIA 265 X HT 895 MM; FITTING: TOP DIA 105MM; PIPE ENTRY ID 25 MM; PIPE ENTRY OD 48 MM; REFER TO BBC MANUAL FOR SELF CONTAINED COOLING PLANT DRK33 AND DRK42; PUBLICATION NUMBER: CH-A124-156-AE
	20
	 
	 

	662444
	 FILTER, AIR: TYPE: MIST ELIMINATOR; DIMENSIONS: DIA 50 X LG 228 MM; MATERIAL: BOROSILICATE GLASS FIBRES; APPLICATION: DEMAG COMPRESSORS AIR EJECTOR OIL SYSTEM; SHAPE: ROUND; SUPPL P/N: AAP1404987-00014; VENDORS ARE RESPONSIBLE FOR ENSURING THAT THEY ARE PERFORMING AGAINST THE CORRECT DRAWING REVISION NUMBER (IF APPLICABLE).
	15
	 
	 

	664382
	 FILTER, OIL: TYPE: SPIN-ON; DIMENSIONS: DIA 61 MM; MATERIAL: FIBER CELLULOSIC/MS; MICRON: 10; APPLICATION: COMPRESSOR OIL FILTRATION; PRESSURE RATING: 10 BAR; SUPPL P/N: AAP1404040-00207; SPECIFICATION: TA3000
	27
	 
	 

	664385
	 FILTER, AIR: TYPE: VENT; DIMENSIONS: DIA 50 X LG 228 MM; MATERIAL: BOROSILICATE GLASS MICRO FIBER; APPLICATION: AIR EJECTOR OIL SYSTEM MIST ELIMINATOR; EFFICIENCY: HIGH; SHAPE: ROUND; SUPPL P/N: AAMB7960639-00004; SPECIFICATION: TA3000; VENDORS ARE RESPONSIBLE FOR ENSURING THAT THEY ARE PERFORMING AGAINST THE CORRECT DRAWING REVISION NUMBER (IF APPLICABLE).
	20
	 
	 

	664404
	FILTER, ELEMENT: TYPE: POCKET; DIMENSIONS: SQ 600 X HT 650 MM; MATERIAL: FIBER CLOTH; FILTERING RETENTION: 10 UM; SPECIFICATION: TA3000; SUPPL P/N: APP0245245-00001; PRIMARY INLET FILTER T60
	26
	 
	 

	664405
	 FILTER, ELEMENT: TYPE: BOX; DIMENSIONS: SQ 600 X HT 300 MM; MATERIAL: FIBER CLOTH; FILTERING RETENTION: 8 UM; SPECIFICATION: TA3000; SUPPL P/N: AAP0245245-00003; SECONDARY INLET FILTER MX98
	21
	 
	 

	668220
	 FILTER, AIR: TYPE: RADIAL SEAL; DIMENSIONS: DIA 301 X LG 570 MM; MATERIAL: FIBER SYNTHETIC; MICRON: 10-50; APPLICATION: DIESEL GENERATOR SET OF C15 CAT; EFFICIENCY: 99.5 PCT; SUPPL P/N: 1517737; STANDARD: ISO 16889; VENDORS ARE RESPONSIBLE FOR ENSURING THAT THEY ARE PERFORMING AGAINST THE CORRECT DRAWING REVISION NUMBER (IF APPLICABLE).
	8
	 
	 

	669170
	 FILTER, OIL: TYPE: ADVANCED; DIMENSIONS: DIA 95 X LG 260 MM; MATERIAL: SYNTHETIC BLEND; MICRON: 2; APPLICATION: FUEL INJECTORS CAR DIESEL ENGINE C15; PRESSURE RATING: 345-480 KPA; SUPPL P/N: 1R-0749; HIGH EFFICIENCY MAX PROTECTION: ISO 16889; CIRCUMFERENCE: 310MM
	8
	 
	 

	679080
	 FILTER, GAS: TYPE: COMPRESSED AIR, OIL, MIST; FILTRATION RATE: 0.01-5 UM; FILTERING MATERIAL: IMPORTED FIBERGLASS, FELT; DIMENSIONS: DIA 90 X LG 400 MM; REFERENCE NO: 1617707301
	30
	 
	 

	679081
	 FILTER, GAS: TYPE: COMPRESSED AIR, OIL, MIST; FILTRATION RATE: 0.01-5 UM; FILTERING MATERIAL: IMPORTED FIBERGLASS; DIMENSIONS: DIA 90 X LG 400 MM; REFERENCE NO: 16177073202
	30
	 
	 

	679083
	 FILTER, GAS: TYPE: COMPRESSED AIR, OIL; FILTRATION RATE: 5 UM; FILTERING MATERIAL: FIBERGLASS; DIMENSIONS: DIA 80 X LG 400 MM; REFERENCE NO: 23447956; ORIGINAL ELEMENT KIT FOR E2100IH
	20
	 
	 

	679085
	 FILTER, GAS: TYPE: COMPRESSED AIR, OIL; FILTRATION RATE: 5 UM; FILTERING MATERIAL: FIBERGLASS; DIMENSIONS: DIA 80 X LG 400 MM; REFERENCE NO: 23447949; ORIGINAL ELEMENT KIT FOR E2100IG
	20
	 
	 

	695562
	 FILTER, GAS: TYPE: COMPRESSED AIR OIL; FILTRATION RATE: FILTER FELT, GLASS FIBER; FILTERING MATERIAL: 0.01 UM; DIMENSIONS: DIA 100 MM X LG 1 M; MANUF P/N: E7500IH HDPT; ELEMENT SET HDPT
	8
	 
	 

	711405
	 FILTER, AIR: TYPE: CARBON MEDIA; DIMENSIONS: LG 700 X OD 140 MM; MATERIAL: GRANULAR ACTIVATED CARBON; MICRON: AST MESH 6 X 16; APPLICATION: TRAP OIL VAPOUR; SHAPE: GRANULAR; MANUF P/N: D40152; SANS 52915; MASS: 2.7 KG; VENDORS ARE RESPONSIBLE FOR ENSURING THAT THEY ARE PERFORMING AGAINST THE CORRECT DRAWING REVISION NUMBER (IF APPLICABLE).
	8
	 
	 

	716596
	 FILTER, OIL: TYPE: FAN PLEATED CARTIDGE; DIMENSIONS: LG553 X OD79.5 X ID50 MM; MATERIAL: INERT INORGANIC FIBRES; MICRON: 25 UM; PRESSURE RATING: 500 KPA; THE FILTERS SHALL BE CAPABLE OF ACHIEVING CLEANLINESS OF -/15/12 ISO 4406 OR CLEANER; THE FILTER ELEMENTS SHALL HAVE A BETA RATIO GREATER/ EQUAL TO 2000; DROP PREASSURE ACCROSS A NEW FILTER ELEMENT SHALL BE LESS THAN 15KPA, FILTER MUST BE ABLE TO WITHSTAND MINIMUM DIFFERENTIAL PRESSURE OF 500KPA; THE PROPOSED FILTER ELEMENTS SHALL BE ABLE TO FIT INTO EXISTING FILTER HOUSING; IF THE PROPOSED FILTER ELEMENTS CANNOT FIT INTO THE EXISTING FILTER HOUSING THE SUPPLIER CAN MANUFACTURE BASKET TO ACCOMMODATE THE PROPOSED FILTER ELEMENTS
	300
	 
	 

	722731
	 FILTER, FUEL: TYPE: DUPLEX BASKET STRAINER CASING; DIMENSIONS: OD196 X ID183 X LG498 MM; MATERIAL: CARBON STEEL; MICRON: 50 UM; DRAWING NO: 0.45/51873/KRLPS-T-DRW-SMA-000173 REV 0A; 100% MPI CERTIFICATE AND MATERIAL CERTIFICATE
	8
	 
	 

	215701
	FILTER, ELEMENT: TYPE: OIL; DIMENSIONS: 40 IN; MATERIAL: EPOXY FIBER RESIN BONDED; FILTERING RETENTION: 5 UM; MANUF P/N: UE619AP40Z; PALL ATHALON FILTER ELEMENT WITH FLOUROCARBON O-RING; MANUFACTURED BY PALL CORPORATION; USED ON HDP50 & HDP22 PURIFIERS AND BULK OIL PLANT SYSTEM (CLEAN AND USED DUPLEX FILTRATION UNITS AS WELL AS THE COMMON PALL HNP074 & HNP076 UNIT) AND MOBILE PALL FLUSHING UNITS; APPROVED SOLE SOURCE: APPLIED FILTRATION SERVICES; VENDOR NUMBER: 11066195;
	250
	 
	 

	611926
	ELEMENT: DIA 100 X LG 300 MM;FIBER
	30
	 
	 

	611927
	ELEMENT: DIA 100 X LG 300 MM; FIBER
	30
	 
	 

	611737
	DRYER:DM20G60CA-N; MEMBRANE;12.5 BAR
	30
	 
	 

	66326
	FILTER, BAG: DIMENSIONS: 500 MM X LG 1.5 M; SUPPL P/N: IP22115568; FELT SEAL OPEN END, CLOSED FLAT OTHER END, ONE SET IS 40 EACH, FOR USE ON THE TRANSFER AND MAIN SILO, THE ITEM MUST BE PROTECTIVE PACKED AND CLEARLY MARKED
	240
	 
	 

	748810
	FILTER, ELMNT: UE610AT40Z; 25 MICRON
	800
	 
	 

	748813
	FILTER, ELMNT: UE610AS40Z; 12 MICRON
	800
	 
	 

	748815
	FILTER, ELMNT: MCY1001A200j; POLYPROPYLENE; 20 MICRON
	800
	 
	 

	748814
	FILTER, ELMNT: UE610AZ40Z; 3 MICRON
	800
	 
	 

	117116
	BASKET, STRAINER: DIMENSIONS: DIA 56 X LG 173 MM; MATERIAL: SS GR 316; PERFORATION SIZE: 80 MESH; TYPE: BASKET; SUPPL P/N: S.S.B.S.125/64/80 MESH; REFERENCE NO: S.S.B.S.125/64/120 MESH; MICRON: 80 UM; COMPLETE WITH O-RING; FLANGE SIZE: 72MM OD X 1MM THICK, COMPLETE WITH 5MM O-RING FITTED UNDER FLANGE, FOR TWIN OIL FILTER FOR MILL GEARBOX LUB OIL SYSTEM MILSS 1-3; VENDORS ARE RESPONSIBLE FOR ENSURING THAT THEY ARE PERFORMING AGAINST THE CORRECT DRAWING REVISION NUMBER (IF APPLICABLE).
	250
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