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330mm WIDE DN3 NELTON DRAINAGE STRIP
AT 1800mm C/C ATTACHED TO EARTH FACE
OF ABUTMENT AT 45% TO HORIZONTAL

200mm DIAMETER HEAVY 
DUTY uPVC DRAIN PIPE

50mm DIAMETER WEEPHOLES
AT 1800mm C/C
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NOTES :

1  CONCRETE CLASSES:
  

BLINDING -   15/19  (15MPa)

ABUTMENT -   30/19  (30MPa)

2  CONCRETE FINISHES:

EXPOSED FACES -   CLASS F2 (SMOOTH)

CONCEALED FACES -   CLASS F1 (ROUGH)

WALL TOPS -   CASS U2 (FLOATED)

3  ALL EXPOSED EDGES TO BE CHAMFERED 25 x 25

4  RECOMMEND THE USE OF FREYSSINET OR SIMILAR BEARINGS:

REF NO. 3356 LAMINATED ELASTOMERIC BEARING IN 60°
N.R. TO BS 5400: SECT. 9.1:1983 PLAN 5176 =
500x350 0VERALL HEIGHT = 61mm.

7
4
9
9
8

3
7
.
5

3
7
.
5

40mm Dia. GRADE 316 STAINLESS STEEL DOWEL

75x75x3 SHS (TO BE HOT-DIP GALVANISED)

FOAMED POLYETHYLENE TO
CENTRALISE DOWEL IN SHS

DD

3
7

3
7

7
5

38 37

75

40mm Dia. GRADE 316 
STAINLESS STEEL DOWEL

75x50x3 RHS (TO BE HOT-DIP GALVANISED)

FOAMED POLYETHYLENE TO
CENTRALISE DOWEL IN RHS

D

D

3837

75

2
5

2
5

5
0

BRIDGE DECK

20mm FOAMED POLYETHYLENE

FOAMED POLYEHYLENE TO
CENTRALISE DOWEL IN RHS

76x38x3 SHS(TO BE HOT-DIP 
GALVANISED)

25mm FOAMED POLYETHYLENE

300x300 CONCRETE PLINTH

1200mm LONG x 40 Dia. GRADE
316 STAINLESS STEEL DOWEL

3
0

5
0

6
0
0

6
0
0

BRIDGE ABUTMENT

20 EXPANSION JOINT

3
5
0

3
5
0

3
2
0

900 350

3 Nos NON FERROUS DRAIN

30mm FALL TO DRAIN

11

7
5

8
0

3
7
0

7
9
0
0

1
2
0
0

1350 3500 1850

6700

600 200 1000 3200

4
5
0

2
0
0
0

1
5
0
0

4
4
0
0

1
2
0
0

2
5
0

300 600

900

11

1850 3500 1350

6700

7
5

1
2
0
0

7
9
0
0

3
7
08

0

1
2
0
0

4
4
0
0

1
5
0
0

2
0
0
0

1500

3200 1000 200 600

5000

300600

900

2
5
0

11

7
5

8
0

1
4
3
1

6
8
7
0

1
2
0
0

1350 900 4450

6700

600 400 800 2000

4
5
0

1
5
0
0

2900

250

3
5
0

350

9
5
5
0

1080mm DIAMETER PILES

75mm THICK 15 MPa CONCRETE BLIDING
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200x75 BLINDING

M65 NETLON DRAINAGE PIPE

GRADE 2 GEOFRABRIC COVERING STRIPS 
AND WRAPPED AROUND NETLON PIPE

330 WIDE DN1 NETLON
DRAINAGE STRIP

SLOPE 1:10

50mm DIAMETER WEEPHOLES AT 1800mm C/C.
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PROVINCIAL ROAD P52/3 - NONGOMA TO PONGOLA

RIGHT ABUTMENT CONCRETE DETAILS
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34

S 27 39 47.18     E 31 43 12.14
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BEARING SEATING LAYOUT
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SECTION C-C
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RIGHT ABUTMENT FRONT ELEVATION
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DEAIL 02
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DETAIL 01
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DOWEL -02
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WEEPHOLE AND ABUTMENT DRAINAGE DETAILS
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