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LEGEND TYPE L08: SURFACE MOUNTED FITTING, 43W LED LAMP   WITH 0,8mm POWDER-COATED MILD / ROLLED STEEL LUMINAIRE BODY AND COVER, COLOUR WHITE. THE COVER SHALL BE  ATTACHED TO THE MAIN BODY. ELECTRONIC BALLAST TO BE  INTEGRAL TO LUMINAIRE. OUTPUT TO BE MIN. FITTINGS TO  COMPLY AND BEAR SANS 60598 -2-3 SAFETY MARK THE LAMP HOLDERS TO BE IP65 RATING.. TYPE L13: SURFACE-MOUNTED LUMINAIRE WITH A DIE-CAST  ALUMINIUM BASE AND TRIM RING AND A HIGH-IMPACT OPAL  ACRYLIC DIFFUSER. BASE-MOUNTED CONTROL GEAR. BOTH THE  BASE AND TRIM RING ARE TO BE POWDER COATED. SIZE: PLUS MINUS 280mm DIAMETER.  OUTPUT TO BE 20W, 2000LM,  4000K AND CRI OF 80 PLUS. FITTINGS TO COMPLY WITH SANS 60508 CODES AND OR CE AND ROHS CERTIFICATION, WITH AN  IP65 RATING FOR THE LAMP COMPARTMENT TYPE L12: SURFACE MOUNTED LUMINAIRE, 18W LED WITH  2400LM, 4000K AND CRI OF 70 PLUS, FROM A DIE-CAST  ALUMINIUM BODY AND HIGH-IMPACT ACRYLIC DIFFUSER. THE  GEAR TRAY TO BE MADE FROM GALVANIZED AND PASSIVATED  STEEL AND POWDER COATED. FITTINGS TO COMPLY WITH THE  SANS 60598 CODES AND OR CE AND ROHS CERTIFICATION WITH AN IP65 RATING FOR THE LAMP COMPARTMENT. OCCUPANCY SENSOR 16A 1GANG 1WAY LIGHT SWITCH 16A 1GANG 2WAY LIGHT SWITCH 16A 2GANG 2WAY LIGHT SWITCH ELECTRICAL DISTRIBUTION BOX PHOTO CELL
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