
3 m²

NEW

CLEANERS

STORE

5 m²

NEW LOCKER

ROOM

10 m²

NEW

PROCESSING

AREA

11 m²

EX. KITCHEN

48 m²

MESS ROOM/

TRAINING

ROOM 1

2 m²

PASSAGE

16 m²

EX. MALE

ABLUTIONS

14 m²

EX. FEMALE

ABLUTIONS

230 880 110 875 110 2515 110 1000 230 1200 230 6650 230 4732 230 1100 110 3200 110 1690 230

2
3

0
2

2
3

5
1

1
0

1
6

0
5

1
1

0
2

0
2

4
2

3
0

25772

6
5

4
4

230 5600 230 1200 230 6650 230 4732 230 1100 110 1390 110 3500 230

25772

36 m²

MESS ROOM/

TRAINING

ROOM 2

3
0

0
0

3
1

2
5

3
2

6
9

4569 4569 4569 4569

18565

1
0

0
0

2
6

5

2
9

0

3
0

0
0

6
8

0
1

1
0

230

230

230

230

110

110 3200

110

1690

1
6

0
5

2
0

2
5

110

5
0

0

110

ALL NEW  BRICKWALL TO BE CONSTRUCTED

DIRECTLY ONTO THE TOP OF THE EXISTING

SURFACE BED SLAB (TYPICAL)

1

--

10mm THK. POLYSTYRENE

SPACER STRIP

10mm THK. POLYSTYRENE

SPACER STRIP

10mm THK. POLYSTYRENE

SPACER STRIP

10mm THK. POLYSTYRENE

SPACER STRIP

10mm THK. POLYSTYRENE

SPACER STRIP

10mm THK. POLYSTYRENE

SPACER STRIP

10mm THK. POLYSTYRENE

SPACER STRIP

1

--

1

--

1

--

REFURBISHMENT AND WALL ADDITIONS - LAYOUT
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