
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 

ITEM  :- BIRD DIVERTER:FLAPPER 
MATERIAL SPECIFICATION  :- 240-170000340 
CORROSION SPECIFICATION  :-  
STANDARD SPECIFICATION  :- 240-170000340 
ESKOM SPECIFICATION  :- D-DT-3053  240-93563150 
TEST & CERTIFICATION REQUIREMENTS :- SANS9227, ISO4892-3 
INSPECTION Yes No ESKOM RELEASE NOTE Yes No 
IDENTIFICATION:- INDELIBLE MANUFACTURES TRADEMARK & PART No. ON ALL ITEMS 
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SAP MATERIAL No.:  0212724 
SHORT DESCRIPTION: BIRD DIVERTER:FLAPPER YELLOW SQ-CENT 
TECH. DESCRIPTION: 

BIRD DIVERTER: TYPE: FLAPPER YELLOW SQ-CENT;  
OUTSIDE DIAMETER: 130-150 MM;  
MATERIAL: PVC UV STABILIZED; COLOR: YELLOW;  
SPECIFICATION: MATERIAL: 240-170000340; STANDARD: 240-170000340;  
ESKOM: D-DT-3029, 240-93563150;  
TEST & CERTIFICATION REQUIREMENTS: SANS9227, ISO4892-3;  
CLAMP ATTACHMENT; CONDUCTOR RANGE: SQUIRREL TO CENTIPEDE;  
CLAMP IS APPLIED TO THE CONDUCTOR WITH A STANDARD LINK STICK;  
JAWS OF THE CLAMP ARE CLOSED WITH TWO STAINLESS STEEL SPRINGS;  
THE CONDUCTOR IS SEATED ON NEOPRENE PADS SITUATED ON THE INSIDE OF THE CLAMP JAWS; 
FLAPPER - YELLOW; THE FLAPPERS ARE TO BE MANUFACTURED FROM YELLOW UV STABILISED 
POLYPROPYLENE WITH A SHINY REFLECTIVE POLYMERIC OR VINYL TAPE PLACED ON BOTH SIDES 
OF THE FLAPPER; FLAPPER TO BE ATTACHED TO THE CLAMP WITH A 5MM STAINLESS STEEL BOLT 
AND NYLOCK NUT THROUGH A METAL GROMMET TO PREVENT WEAR;  
ESKOM DRAWING No. D-DT-3053 * 

 

SAP MATERIAL No.: 0638563 
SHORT DESCRIPTION: BIRD DIVERTER:FLAPPER BLACK SQ-CENT 
TECH. DESCRIPTION: 

BIRD DIVERTER: TYPE: FLAPPER BLACK SQ-CENT;  
OUTSIDE DIAMETER: 130-150 MM;  
MATERIAL: PVC UV STABILIZED; COLOR: BLACK;  
SPECIFICATION: MATERIAL: 240-170000340; STANDARD: 240-170000340;  
ESKOM: D-DT-3029, 240-93563150;  
TEST & CERTIFICATION REQUIREMENTS: SANS9227, ISO4892-3;  
CLAMP ATTACHMENT; CONDUCTOR RANGE: SQUIRREL TO CENTIPEDE;  
CLAMP IS APPLIED TO THE CONDUCTOR WITH A STANDARD LINK STICK;  
JAWS OF THE CLAMP ARE CLOSED WITH TWO STAINLESS STEEL SPRINGS;  
THE CONDUCTOR IS SEATED ON NEOPRENE PADS SITUATED ON THE INSIDE OF THE CLAMP JAWS; 
FLAPPER - BLACK; THE FLAPPERS ARE TO BE MANUFACTURED FROM BLACK UV STABILISED 
POLYPROPYLENE WITH A SHINY REFLECTIVE POLYMERIC OR VINYL TAPE PLACED ON BOTH SIDES 
OF THE FLAPPER; FLAPPER TO BE ATTACHED TO THE CLAMP WITH A 5MM STAINLESS STEEL BOLT 
AND NYLOCK NUT THROUGH A METAL GROMMET TO PREVENT WEAR; 
ESKOM DRAWING No. D-DT-3053 * 
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