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USED ON 22mm DIA. THREADED ROD.

22 HOLE

SAP MATERIAL No.:

0164312

SHORT DESCRIPTION:

CLIP,BONDING 22D HOLE GALV D3033

TECH. DESCRIPTION:

BONDING CLIP * GRADE MILD STEEL * HOT DIPPED GALVANISED *
INSIDE DIA. OF LOOP 7mm *
HOLE DIA. 22mm * WORKING LENGTH 50mm *

OVERALL WIDTH 40mm * MATERIAL 2mm THICK
ESKOM DRAWING No. D-DT-3033 *

ITEM - CLIP,BONDING 22D HOLE GALV
MATERIAL SPECIFICATION - SANS 1431

CORROSION SPECIFICATION - SANS 121

STANDARD SPECIFICATION -

ESKOM SPECIFICATION - D-DT-3033

TEST & CERTIFICATION REQUIREMENTS

INSPECTION Yes No ESKOM RELEASENOTE | Yes | No
IDENTIFICATION:- INDELIBLE MANUFACTURES TRADEMARK & PART No. ON ALL ITEMS
14 0247362 TIN BONDING CLIP - INSIDE DIA. OF LOOP CHANGED P.AT. S.MASHABA B. HILL 20.04.2010
13 COPPER BONDING CLIP INFORMATION ADDED P.AT. S.MASHABA B.MCLAREN 05.02.2010
12 COPPER AND ALUMINIUM BONDING CLIPS ADDED P.AT. S. MASHABA S. MASHABA 26.08.2009
REV REVISION DESCRIPTION BY CHKD AUTH DATE REF. DWGS
AUTH: | S.A. CILLIERS DATE: | MARCH 93 | —oALE SAP No:
TS €skom
CAD REF o 0164312
CHKD: DATE: ' istrioution
SERIES 3000 SET | SHEET REV
FILE No:
DRAWN: | Z. WATSON DATE: | 14.09.1992 2033 D‘ DT'3033 3 1 14




SPEC SHEET

SAP MATERIAL No.:

0243444

SHORT DESCRIPTION:

CLIP,BONDING 22D HOLE AL D3033

TECH. DESCRIPTION:

BONDING CLIP * ALUMINIUM ALLOY *
INSIDE DIA. OF LOOP 7mm *
HOLE DIA. 22mm * WORKING LENGTH 50mm *

OVERALL WIDTH 40mm * MATERIAL 2mm THICK
ESKOM DRAWING No. D-DT-3033 *

ITEM

- CLIP,BONDING 22D HOLE AL

MATERIAL SPECIFICATION

- ALUMINIUM ALLOY, SANS 51706

CORROSION SPECIFICATION

- SANS 903

STANDARD SPECIFICATION

ESKOM SPECIFICATION

TEST & CERTIFICATION REQUIREMENTS

INSPECTION Yes | No | ESKOM RELEASENOTE | Yes | No
IDENTIFICATION:- INDELIBLE MANUFACTURES TRADEMARK & PART No. ON ALL ITEMS
14 0247362 TIN BONDING CLIP - INSIDE DIA. OF LOOP CHANGED P.AT. S.MASHABA B. HILL 20.04.2010
13 COPPER BONDING CLIP INFORMATION ADDED P.AT. S.MASHABA B.MCLAREN 05.02.2010
12 COPPER AND ALUMINIUM BONDING CLIPS ADDED P.AT. S. MASHABA S. MASHABA 26.08.2009
REV REVISION DESCRIPTION BY CHKD AUTH DATE REF. DWGS
AUTH: | S.A.CILLIERS DATE: | MARCH 93 ECT:QLE @ ESkO 82:2'24 7
CHKD: DATE: CAD REF: Distribution
SERIES 3000 SET SHEET REV
FILE No: - -
DRAWN: | Z. WATSON DATE: | 14.09.1992 3033 D DT 3033 3 2 14




SPEC SHEET

SAP MATERIAL No.:

0247362

SHORT DESCRIPTION:

CLIP,BONDING 22D HOLE TIN CU D3033

TECH. DESCRIPTION:

BONDING CLIP * TINNED COPPER *

HOT DIPPED TINNING PROCESS, STANDARD COATING THICKNESS: 4 — 12 MICRONS *
INSIDE DIA. OF LOOP 4mm *

HOLE DIA. 22mm * WORKING LENGTH 50mm *

OVERALL WIDTH 40mm * MATERIAL 2mm THICK

ESKOM DRAWING No. D-DT-3033 *

ITEM -

CLIP,BONDING 22D HOLE CU

MATERIAL SPECIFICATION

TINNED COPPER

CORROSION SPECIFICATION

STANDARD SPECIFICATION

ESKOM SPECIFICATION

TEST & CERTIFICATION REQUIREMENTS -

INSPECTION | Yes | No | ESKOM RELEASENOTE| Yes | No
IDENTIFICATION:- INDELIBLE MANUFACTURES TRADEMARK & PART No. ON ALL ITEMS
14 0247362 TIN BONDING CLIP - INSIDE DIA. OF LOOP CHANGED P.AT. S.MASHABA B. HILL 20.04.2010
13 COPPER BONDING CLIP INFORMATION ADDED P.AT. S.MASHABA B.MCLAREN 05.02.2010
12 COPPER AND ALUMINIUM BONDING CLIPS ADDED P.AT. S. MASHABA S. MASHABA 26.08.2009
REV REVISION DESCRIPTION BY CHKD AUTH DATE REF. DWGS
AUTH S.A. CILLIERS DATE: | MARCH o3 |>=ALE SAP No:
NTS Eskom 0247362
CHKD DATE: CAD REF: Ciguributicn
SERIES 3000 SET SHEET REV
FILE No: - -
DRAWN: | Z. WATSON DATE: | 14.09.1992 2033 D DT 3033 3 3 14




