
 
 
 
 

 
 
 
 

SAP MATERIAL No.: 0402584 
SHORT DESCRIPTION: DEAD END,HELICALLY FORMED SQUR/ACAC D3065 
TECH. DESCRIPTION: 

HELICALLY FORMED DEAD END * ALUMINIUM ALLOY * 
CONDUCTOR COLOUR CODE ORANGE * 
USED ON BARE SQUIRREL AND ACACIA CONDUCTOR OR EQUIVALENT * 
PACKED IN CARTON AND INDIVIDUALLY LABELLED * 
ESKOM DRAWING No. D-DT-3065* 

 

SAP MATERIAL No.: 0168472 
SHORT DESCRIPTION: DEAD END,HELICALLY FORMED MAGPIE D3065 
TECH. DESCRIPTION: 

HELICALLY FORMED DEAD END * GALVANISED STEEL * 
CONDUCTOR COLOUR CODE GREEN * 
USED ON BARE MAGPIE CONDUCTOR OR EQUIVALENT * 
PACKED IN CARTON AND INDIVIDUALLY LABELLED * 
ESKOM DRAWING No. D-DT-3065* 

 

 

 

 

ITEM  :- DEAD END,HELICALLY FORMED 
MATERIAL SPECIFICATION  :- ALUMINIUM ALLOY 
CORROSION SPECIFICATION  :- SANS 182-5 
STANDARD SPECIFICATION  :- BS 3288 
ESKOM SPECIFICATION  :- SCSSCAAN4 
TEST & CERTIFICATION REQUIREMENTS :-  
INSPECTION Yes No ESKOM RELEASE NOTE Yes No 
IDENTIFICATION:- INDELIBLE MANUFACTURES TRADEMARK & PART No. ON ALL ITEMS 
10 SAP NO. 0011042, 0010866, 0010875, 0010852 CORRECTED P.A.T. D. RAMJASS D. RAMJASS 18.01.2017  

9 0168695 COLOUR CODE CORRECTED TO RED  P.A.T. B. HILL B. HILL 22.07.2015  
8 STANDARD SABS CHANGED TO SANS D.D.N. P.A.VERMAAK P.A.VERMAAK 05.01.2005  

REV REVISION DESCRIPTION BY CHKD AUTH DATE REF. DWGS 

AUTH: S.A. CILLIERS DATE: MARCH 93 
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SAP MATERIAL No.: 0402521 
SHORT DESCRIPTION: DEAD END,HELICALLY FORMED FOX/35 D3065 
TECH. DESCRIPTION: 

HELICALLY FORMED DEAD END * ALUMINIUM ALLOY * 
CONDUCTOR COLOUR CODE BLUE * 
USED ON BARE FOX/35 CONDUCTOR OR EQUIVALENT * 
PACKED IN CARTON AND INDIVIDUALLY LABELLED * 
ESKOM DRAWING No. D-DT-3065 * 

 

SAP MATERIAL No.: 0402527 
SHORT DESCRIPTION: DEAD END,HELICALLY FORMED MINK/PINE D3065 
TECH. DESCRIPTION: 

HELICALLY FORMED DEAD END * ALUMINIUM ALLOY * 
CONDUCTOR COLOUR CODE RED * 
USED ON BARE MINK/PINE CONDUCTOR OR EQUIVALENT * 
PACKED IN CARTON AND INDIVIDUALLY LABELLED * 
ESKOM DRAWING No. D-DT-3065 * 

 

SAP MATERIAL No.: 0402511 
SHORT DESCRIPTION: DEAD END,HELICALLY FORMED HARE/OAK D3065 
TECH. DESCRIPTION: 

HELICALLY FORMED DEAD END * ALUMINIUM ALLOY * 
CONDUCTOR COLOUR CODE BROWN * 
USED ON BARE HARE/OAK CONDUCTOR OR EQUIVALENT * 
PACKED IN CARTON AND INDIVIDUALLY LABELLED * 
ESKOM DRAWING No. D-DT-3065 * 

 

SAP MATERIAL No.: 0168695 
SHORT DESCRIPTION: DEAD END,HELICALLY FORMED HORNET D3065 
TECH. DESCRIPTION: 

HELICALLY FORMED DEAD END * ALUMINIUM ALLOY * 
SPECIAL DEAD END FOR HORNET CONDUCTOR 16.3mm * 
FIT LENGTH : 630mm AND LOOP : 735mm * 
CONDUCTOR COLOUR CODE RED * 
ALL ITEMS SUPPLIED TO BE MARKED WITH (HOLDING STRENGTH 1900kg  
AND UTS 26.0kN) 
PACKED IN CARTON AND INDIVIDUALLY LABELLED 
SPECIALISED APPLICATION : FOR USE ON BY-PASS BUSBAR ABOVE  
FEEDER A-FRAME * 
ESKOM DRAWING No. D-DT-3065 * S * 
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