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DRAINAGE DRAWING

50 x 85 WEEP HOLES AT 1,em CRS.

(SIZE - 300x300x300)

OPEN DRAIN AS DETAILED ON

GEOFABRIC LAYER WITH PERMEABILITY ——
OF 10°m/s WRAPPED AROUND 19mm STONE.

300

2100 MAX.

100

850 x 250

STRIP FOUNDATION - CONC.GRADE 10/13mm ON
COMPETEND APPROVED FOUNDING MATERTIAL

TYPICAL SECTION THRU"BRICK RETAINING WALL

v

DETAIL 5ba

TOP OF YARDSTONE
OR TERRACE
(VARIES)

10mm BITUMEN IMPREGNATED FIBRE BOARD RAKED OUT
30mm & SEALED WITH POLYURETHANE SEALANT BOTH SIDES
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PLAN ON BRICK RETAINING WALL
NOTE:

TYPE OF BRICKS TO BE SPECIFIED ON LAYOUT DRAWING.
FACE BRICKS TO BE CLAY CLASS 'FBX' TO SABS 227 IN CLASS IT MORTAR

PLASTER BRICKS TO BE CLASS 'NFP"IN CLASS IT MORTAR WITH 15MM PLASTER
BRICKWORK TO BE REINFORCED WITH 150mm

‘BRICKFORCE" RE INFORCMENT

‘ BRICK RETAINING WALL - 2,Im HIGH
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