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CONCRETE TOPPING AT 30mm MIN. THICKNESSES
WITH COPROX WATERPROOF ING ADMIXTURE

FOR MORTAR ADDED TO MANUFACTURERS SPEC.
SMOOTH STEEL TROWELED FINISH.
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25x15 COLD POURED

POLYURETHANE SEALANT

(157 MOVEMENT)

POLYETHYLENE TAPE BOND BREAKER.
COMPRESSIBLE FILLER.
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EXPANSTON JOINT DETAIL

(BETWEEN SLABS)
NoT.S

NOTES

1. ALL WORK TO COMPLY WITH
NATIONAL BUILDING REGULATIONS -
SABS 0400 AS WELL AS SABS 1200

2.BRICKWORK TO BE FACEBRICK
CLASS "FBX"TO SABS 227 IN
CLASS II MORTAR AS FOR BUILDINGS.

3. CONCRETE STRENGTH TO BE
10/19 AT 28 DAYS

4.SCREED TO BE 1:3 CEMENT / SAND
MORTAR BY VOLUME.

5.FLOOR TO BE WOODFLOATED &
TO FALL TO THE OUTSIDE

6.+30" DENOTES THICKNESS OF SCREED.

10mm POINTING

P.C LINTELS OR
INSITU CONCRETE

< FACEBRICK WITH
RECESSED JOINTS
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THE CONTRACTOR TO SUPPLY
TWO 50kg DRY CHEMICAL POWDER
SECTION A_A FIRE EXTINGUISHER TROLLEY FOR
EACH KIOSK TO ESKOM APPROVAL
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