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5. ANTI - TUNNELING TO BE INSTALLED UNDER HIGH SECURITY FENCE.

  INDICATED ON SITE.

4. MAKE PROVISION FOR 3 x 1,0m GATES ON INNER FENCE,POSITION TO BE

NOTES

INNER FENCE 2,4m HIGH 0.54/5633 SHT.1-7

CCTV CAMERAS
OUTER FENCE TO CATER FOR EXIST.
AT SAME POSITION AS THE EXISTING
WITH V-OVERHANG TO BE BUILT
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STEPPED AS REQUIRED. IF ROCK PLACE BLINDING ONLY

AASHTO DENSITY , IF SAND TO 100% AT OMC AND

150mm INSITU LAYER COMPACTED TO 93% MOD

500

7. SEE DRG. 0.08/19022 FOR LIGHTING ON SUBSTATION PERIMETER. (FUTURE)

6. ACCESS CONTROL BUILDING TO BE REFURBISHED,SEE DRG. 0.08/17956. (FUTURE)

  PER SPECIFICATION NO. 240-76368574 .
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AS PER DTL 0.54/8729 SHT.1-3
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9. INNER FENCE GATE CHANGED TO 0.54/8729 SHT1-3.
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SECTION A-A

  NO GRASS COVERING TO BE REMOVED - BUT TO BE CUT.

1. ALL SHRUBS AND BUSHES TO BE REMOVED.

SEE NOTE 2

  NO ANTI-INTRUSION GRID REQUIRED.

2. NEW WINGWALLS AS PER DTL 0.54/390 SHT 13a.

  EXISTING WOODEN POLES TO BE REMOVED

  DTL 0.54/390 SHT 55a. 

3. NEW BRICK RETAINING WALL, 5m LONG  AS PER

TO 0.54/8282

UPGRADE NON-LETHAL FENCE

UPGRADE PERIMETER LIGHTING

INSTALL NEW MESH

POSTS

UPGRADE INNER FENCE PAINT

TO 0.54/8282

UPGRADE NON-LETHAL FENCE
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