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The on road fuelling system allows for odometer readings to be taken direct from the vehicle.  
 
23. BULKHEAD  
 
Rear Steel bulkhead shall be supplied as a compulsory fitment for the following items: Item 42, Item 43, Item 44, Item 
45 and Item 46. 

 
24. AIR-CONDITIONING SYSTEMS 
 
All vehicles are required to have air-conditioning systems with front and rear demisters fitted by the OEM. The following 
category of vehicles are exempted for the fitment of rear demisters: Item 42, Item 43, Item 44, Item 45, and Item 46. 
Tenderer to note that all vehicles which has rear glass windows shall have rear demisters fitted. 
 
25. CUT OUT SWITCH  
 
All vehicles which are supplied with emergency lights including light bars must have a switch fitted to cut the power 
supply to the various (additional) emergency lights which have been fitted to the vehicle. The switch must be located 
within easy access to the driver.  
 
26. SPARE PARTS  
 
Tenderers must take note that should they be successful, they will be compelled to have vehicle components and 
spare parts locally available for a period as determined by industry standards.  
 
27. TRADE NAMES OR PROPRIETARY PRODUCTS  
 
Tenderers/Suppliers must note that wherever this document refers to any particular trade mark, name, patent, design, 

type, specific origin or producer, such reference shall be deemed to be accompanied by the words “or equivalent”. 


