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PROPOSED NORTH GROYNE LIGHTING LAYOUT(Sheet 9)
SCALE  1: 50

PROPOSED NORTH GROYNE LIGHTING LAYOUT (Sheet 8)
SCALE  1: 50

PROPOSED NORTH GROYNE LIGHTING LAYOUT (Sheet 6)
SCALE  1: 50

PROPOSED NORTH GROYNE LIGHTING LAYOUT (Sheet 7)
SCALE  1: 50

LEGEND

PROPOSED 10mm², 4 CORE ECC PVC SWA CABLE, TO
BE INSTALLED INTO THE EXISTING PIPE AND CHAMBER.

1. THIS DRAWING FOR ELECTRICAL LIGHTING &
POWER ONLY.

2. A CERTIFICATE OF COMPLIANCE TO BE
COMPLETED AND SUBMITTED BY THE
CONTRACTOR ON COMPLETION OF WORK.

3. ALL WORK MUST COMPLY WITH THE GENERAL
REQUIREMENTS OF SANS 10142-1 (as amended).
THE CONTRACTOR AND PANEL MANUFACTURER
IS REFERRED     SPECIFICALLY TO CLAUSE
6.6/6.6.2/6.6.3/6.6.4 AND 6.6.5.

4. ALL ALTERNATIVES (OR SIMILAR) OF  LIGHTING
AND FIXTURES  TO BE ACCEPTED BY
ELECTRICAL ENGINEER PRIOR TO ORDERING.

ELECTRICAL NOTES :

PROPOSED 4mm², 4 CORE ECC PVC SWA CABLE, TO BE INSTALLED INTO THE
EXISTING PIPE AND CHAMBER.

PROPOSED EQUAL OR SIMILAR APPROVED TO SERIES 52 BULKHEAD LED
LIGHT FITTING  WITH  VANDAL PROOF TOUGHENED GLASS, IP65,  CABLE
ENTRY AT THE BACK (16W OPAQUE, 2190 LUMENS SURFACE MOUNTED
LIGHT FITTING), TO BE MOUNTED INTO THE EXISTING WATER BREAK WALL.

TYPICAL 4 -WAY JUNCTION BOX (NO: 1)

10mm² 4-CORE ECC COPPER CABLE10mm² 4-CORE ECC COPPER CABLE

No 2 STAINLESS STEEL  CABLE GLAND 
WITH CORROSION GUARD 
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316 STAINLESS STEEL BRUSHED COVER  WITH 4 X 316 STAINLESS STEEL M6 RAW BOLTS 

316 STAINLESS STEEL BRUSHED COVER WITH 4 X 316 STAINLESS STEEL M6 RAW BOLTS  

DURBAN HARBOUR ENTRANCE
NORTH GROYNE PROMENADE TERRACING

 AND CAR PARK UPGRADE

PROPOSED WALL LIGHTING LAYOUT

(360mm X 260mm) 316 STAINLESS STEEL BRUSHED PLATE 2mm THICK
WITH A HOLE IN A CENTRE FOR ALLOWING CABLE ENTRY OF 25mm Dia.

316 STAINLESS STEEL BRUSH PLATE (360mm x 260mm) 2mm THICK

EQUAL OR SIMILAR APPROVED TO CCG
INDUSTRIAL JUNCTION BOX COMPLETE WITH
3 POLE, 15A 3ø AND TERMINAL BLOCK.

TYPICAL 3 -WAY JUNCTION BOX

4mm² 4-CORE ECC COPPER CABLE4mm² 4-CORE ECC COPPER CABLE

No 1 STAINLESS STEEL  CABLE GLAND 
WITH CORROSION GUARD 

2.5mm² SURFIX CABLE

No 0 STAINLESS STEEL COMPRESSION
GLAND WITH CORROSION GUARD

No 1 STAINLESS STEEL CABLE
GLAND WITH CORROSION GUARD

No 2 STAINLESS STEEL CABLE
GLAND WITH CORROSION GUARD

No 1 STAINLESS STEEL CABLE
GLAND WITH CORROSION GUARD

4mm² 4-CORE ECC COPPER CABLE

TYPICAL 4 -WAY JUNCTION BOX (NO: 2)

TYPICAL 4 -WAY JUNCTION BOX (NO:1)

TYPICAL 4 -WAY JUNCTION BOX (NO: 2)

No 1 STAINLESS STEEL CABLE
GLAND WITH CORROSION GUARD

4mm² 4-CORE ECC COPPER CABLE

10mm² 4-CORE ECC COPPER CABLE10mm² 4-CORE ECC COPPER CABLE

No 2 STAINLESS STEEL  CABLE GLAND 
WITH CORROSION GUARD 

EQUAL OR SIMILAR APPROVED TO CCG
INDUSTRIAL JUNCTION BOX COMPLETE WITH
3 POLE, 5A 3ø AND TERMINAL BLOCK.

No 2 STAINLESS STEEL CABLE
GLAND WITH CORROSION GUARD

No 1 STAINLESS STEEL CABLE
GLAND WITH CORROSION GUARD

4mm² 4-CORE ECC COPPER CABLE

No 1 STAINLESS STEEL CABLE
GLAND WITH CORROSION GUARD

4mm² 4-CORE ECC COPPER CABLE

EQUAL OR SIMILAR APPROVED TO CCG
JUNCTION BOX COMPLETE WITH
TERMINAL BLOCK.

TRANSNET NATIONAL PORTS AUTHORITY

2128313-1-000-E-LA-0001-02 ALTERATIONS OF THE EXISTING KIOSK SINGLE LINE LAYOUT   

Transnet National Ports Authority
QUEENS WAREHOUSE
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