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1. DO NOT SCALE DRAWING - ONLY DIMENSIONS SHOWN TO BE USED.

2. THE CONTRACTOR SHALL VERIFY ALL CONDITIONS, DIMENSIONS AND LEVELS ON THE
SITE AND NOTIFY THE NEC SUPERVISOR OF ANY VARIATIONS BEFORE CONSTRUCTION.
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1. THIS DRAWING FOR ELECTRICAL LIGHTING & POWER ONLY.
2. A CERTIFICATE OF COMPLIANCE TO BE COMPLETED AND SUBMITTED BY THE CONTRACTOR

ON COMPLETION OF WORK.
3. ALL WORK MUST COMPLY WITH THE GENERAL REQUIREMENTS OF SANS 10142-1 (as

amended). THE CONTRACTOR AND PANEL MANUFACTURER IS REFERRED     SPECIFICALLY
TO CLAUSE 6.6/6.6.2/6.6.3/6.6.4 AND 6.6.5.

4. ALL ALTERNATIVES (OR SIMILAR) OF  LIGHTING AND FIXTURES  TO BE ACCEPTED BY
ELECTRICAL ENGINEER PRIOR TO ORDERING.

5. THE CONTRACTOR SHALL DO AN ASSESSMENT OF THE EXISTING ELECTRICAL
INFRASTRUCTURE AND DO NECESSARY TEST TO ENSURE THAT THE SYSTEM HAS POWER.

6. THE CONTRACTOR SHALL REMOVE THE EXISTING POLES ON THE PROMENADE  AND SUBMIT
TO THE CLIENT.

7. THE CONTRACTOR SHALL INSTALL NEW 9 X 10m STEEL GALVANIZED POLE WITH DOUBLE
OUTREACH ARMS FOR MOUNTING LUMINAIRES. THE POLE SHALL BE PAINTED WITH (WHITE
COLOUR) AS PER THE EEAM-Q-008 SPECIFICATION AND QUALITY OFFICERS
RECOMMENDATIONS.

8. HE CONTRACTOR SHALL INSTALL NEW 3 X 9m STEEL GALVANIZED POLE, WITH SINGLE
OUTREACH ARM FOR MOUNTING 1 X LUMINAIRE. THE POLE SHALL BE PAINTED WITH (WHITE
COLOUR) AS PER THE EEAM-Q-008 SPECIFICATION AND QUALITY OFFICERS
RECOMMENDATIONS.

9. THE CONTRACTOR SHALL INSTALL NEW 6mm² 4 CORE ECC PVC SWA CABLE, FROM
EXISTING HARBOUR KIOSK.

10. THE CONTRACTOR SHALL INSTALL NEW 4mm² 4 CORE ECC PVC SWA CABLE, FROM
EXISTING PIPE AND CHAMBER TO THE NEW STEEL GALVANIZED LIGHT POLES.

11. THE CONTRACTOR SHALL INSTALL ALL THE CABLES UNDERGROUND USING  110mm PVC
SLEEVES.

 THE CONTRACTOR SHALL DO ALL THE ALTERATIONS ON THE EXISTING HARBOR KIOSK TO SUIT
THE NEW FEEDING ARRANGEMENT AS PER THE DRAWING

ELECTRICAL NOTES :

NSRI
BUILDING

SCALE  1: 500

EXISTING HARBOUR KIOSK

TYPICAL 3 -WAY JUNCTION KIT 1 (JK1)

No 1 STAINLESS STEEL CABLE GLAND 
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4mm² 4-CORE ECC COPPER CABLE

WITH CORROSION GUARD 
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WITH CORROSION GUARD 
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TYPICAL 2 -WAY JUNCTION KIT 2 (JK2)

No 1 STAINLESS STEEL CABLE GLAND 

6mm² 4-CORE ECC COPPER CABLE

4mm² 4-CORE ECC COPPER CABLE

WITH CORROSION GUARD 

No 2 STAINLESS STEEL CABLE GLAND 
WITH CORROSION GUARD 
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LUMINAIRE MOUNTING DETAIL - NTS

EQUAL OR SIMILAR APPROVED TO CCG JUNCTION BOX
COMPLETE WITH TERMINAL BLOCK.

SEE JK1 SEE JK2

EQUAL OR SIMILAR APPROVED TO CCG JUNCTION BOX
COMPLETE WITH TERMINAL BLOCK.
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CABLE TO BE INSTALLED IN 110mm PVC SLEEVES 
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EXISTING LOW VOLTAGE KIOSK 

PROPOSED 6mm², 4 CORE ECC PVC SWA CABLE, TO BE
INSTALLED INTO THE NEW 110mm PVC SLEEVES AND EXISTING
PIPE AND CHAMBER.

CABLE TO BE INSTALLED IN PVC SLEEVES CABLE TO BE INSTALLED IN PVC SLEEVES 

CABLE TO BE INSTALLED IN PVC SLEEVES 

TYPICAL CABLE TRENCH DETAILS (NOT TO SCALE) 
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(NO RUBBLE OR STONE LARGER

0.5dm³ TO BE ALLOWED IN TRENCH)

RIVER SAND OR 3mm SCREENED SOIL
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EQUAL OR SIMILAR APPROVED TO 2 X BEKA LEDLUME MIDI, 64 LEDs,
140W, 700mA, OPTIC 5119, MOUNTED ON A  NEW 10m STEEL
GALVANIZED POLE PAINTED IN (GREY COLOUR).

EQUAL OR SIMILAR APPROVED TO 1 X BEKA LEDLUME MIDI,
64 LEDs, 140W, 700mA, OPTIC 5119, MOUNTED ON A  NEW 9m
STEEL GALVANIZED POLE PAINTED IN (GREY COLOUR).
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9m MOUNTING HEIGHT
STEEL GALVANIZED
POLE PAINTED WHITE

PROPOSED 4mm², 4 CORE ECC PVC SWA CABLE, TO BE
INSTALLED INTO THE NEW 110mm PVC SLEEVES AND EXISTING
PIPE AND CHAMBER.

EXISTING MANHOLE FOR PIPE AND CHAMBER 

EXISTING STEEL GALVANIZED POLES TO BE REMOVED AND
ISSUE BACK TO THE CLIENT.

SEE JK1
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10m MOUNTING HEIGHT
STEEL GALVANIZED
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