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Appointment of a Service Provider for Implementation of Local Area Network and Wireless Connectivity for Two (02) Municipal Buildings in Kroonstad




	1.  Guideline for Terms of reference


	This tender is for the appointment of a service provider for implementation of local area network and wireless connectivity for two (02) municipal buildings in Kroonstad.



A. Background

[bookmark: _Hlk87961351]The Moqhaka Local Municipality requires bidders to submit bids for the implementation of LAN and WAN for Four of our municipal sites. A similar project was recently undertaken, however these sites were not part of the scope of work.


B. Scope of Work / Terms of Reference

Below is the bill of quantities for the various sites:

	Old Town Hall
	Qty
	Price

	9U Fixed Wall Mount Cabinet
Cabinet Dimensions (L x W x D) – 500 x 600 x 450 mm
Vertical Rack Space – 9 U
Horizontal Rack Mounting Space c  19 inch
Maximum Static Load – 60 KG
Fan Mountings -2 slots (fans not included)
	1
	 

	Switch (Ethernet Ports: 28x 10/100/1000)
28x 10/100/1000 Mbps PoE ports
4x SFP ports
IPv4/ IPv6 Dual Stack
Port or VLAN-based Loopback Detection
802.3af (PoE) capable Supported Voltage Range: 100V-240V
	1
	 

	Patch Panel
Suitable for 23AWG cable
IDC terminating interface
Durability: 1500 times plugging
250 times terminating
	1
	 

	Brush Panel
19- Inch Brush Panel
	1
	 

	Network Points
RJ45 Wall Box / Surface Mount Box
	15
	 

	Power Connection + UPS
5.0KVA – 230V±10% V AC, 50±5% Hz, Single phase-three wire (Phase+Neutral+Ground)
	1
	 

	Wireless Antenna
Light Head Grid is a compact and light 5 GHz 802.11 a/n wireless device
Integrated dual polarization 24.5 dBi grid antenna
Supports Nv2 TDMA protocol.
	1
	 




	Antenna Pole
38mm Aluminium Pole
Wall Bracket - Large - 470mm (tripod)
Stay wire
Fully Galvanized Stay Wire (10mm)
Stay Clamp 10mm
Stay clamp for use with 10mm stay poles Nut and bolt
Screw Eye Turnbuckle Wire Tensioner
	1
	 

	CAT6e Outdoor cable
23AWG
4 Twisted Pairs
CMX
F/UTP • 550MHz • Solid Copper
	50
	 




	Sewer Treatment Plant
	Qty
	Price

	6U Fixed Wall Mount Cabinet
Cabinet Dimensions (H x W x D) – 295 x 615 x 465 mm
Vertical Rack Space – 4 U
Horizontal Rack Mounting Space – 19 inch
Maximum Static Load – 60 KG
Fan Mountings – 2 slots (fans not included)
	2
	 

	Switch (Ethernet Ports: 28 x 10/100/1000)
28 x 10/100/1000 Mbps PoE ports
4x SFP ports
IPv4/ IPv6 Dual Stack
Port or VLAN-based Loopback Detection
802.3af (PoE) capable Supported Voltage Range: 100V-240V
	2
	 

	Patch Panel
Suitable for 23AWG cable
IDC terminating interface
Durability: 1500 times plugging
250 times terminating 
	2
	 

	Brush Panel
19- Inch Brush Panel 
	2
	 




	Network Points
RJ45 Wall Box / Surface Mount Box 
	6
	 

	Power Connection + UPS
5.0KVA – 230V±10% V AC, 50±5% Hz, Single phase-three wire (Phase+Neutral+Ground)
	2
	 

	Wireless Antenna
Light Head Grid is a compact and light 5 GHz 802.11 a/n wireless device
Integrated dual polarization 24.5 dBi grid antenna
Supports Nv2 TDMA protocol.

Access Point (AP)
Building to Building Bridge, (60 GHz PtP link using 802.11ad with 5 GHz radio for backup. Ideal for high-throughput connectivity with a range of up to 500 m)
	1


1
	 

	Antenna Pole
38mm Aluminium Pole
Wall Bracket - Large - 470mm (tripod)
Stay wire
Fully Galvanized Stay Wire (10mm)
Stay Clamp 10mm
Stay clamp for use with 10mm stay poles Nut and bolt
Screw Eye Turnbuckle Wire Tensioner
	1
	 

	CAT6e Outdoor cable
23AWG
4 Twisted Pairs
CMX
F/UTP • 550MHz • Solid Copper 
	50
	 

	Total
	
	



C. Expected outputs / Outcomes (Returnable)

· Once off pricing for implementation (supply of materials and installation) of LAN and WAN for Two of our municipal sites as per the bill of quantities.
· Project Plan/Program of works
· Brochures of the proposed hardware equipment (Verification).
D. Reporting

The Manager ICT will be responsible for the reporting as and when deliveries are done.  


	2.  Preferential Points System

	Indicate whether the tender will be evaluated in terms of 80/20 below R50 million and 90/10 above R50 million.

	80/20



	4.  Duration of the Contract

	State how long the contract will take  

	 1 Month



	5.  Functional or Technical Evaluation Criteria  (If Applicable) 

	See examples of Functional Evaluation Criteria below in Annexure A   

	





ANNEXURE ‘’A’’
       Technical or Functional Evaluation Criteria and Functional Evaluation Report Guideline
Only those tenderers who score the minimum of 70 points in respect of the following criteria are eligible for further evaluation

	CRITERIA
	WEIGHT
	POINTS
	DOCUMENTS TO BE SUBMITTED AS PROOF FOR SCORING

	Company’s experience with similar projects:
0 Project
1 Project
2 Projects
3 Projects
4 Projects
5 > Projects
	

0
1
2
3
4
5
	



30

	

Provide proof of appointment letters of similar projects completed, with contact details for references that can be contacted by the Municipality to confirm outcome of the appointed services.

	Brochure alignment of quoted items to the specifications:

Not aligned
Aligned
	

0
5
	

40
	

Bidder must submit brochure (with detailed specifications) of the items they propose to supply.
The quote items should fully match the items that were provided in the tender (Specification) or better
Provide a warranty letter for warranty purposes.


	Project Plan

Project Plan NOT aligned to duration
Project Plan Aligned to duration
	

0
5
	

23
	

Provide a project plan that will indicate that the project will be completed within in time.

	Locality:
Outside Free State
Free State
Fezile Dabi
Moqhaka
	
0
1
3
5
	
7
	
Provide an originally certified copy of the rates and taxes certificate from where the company operates. 

	Total
	
	100
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