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MESH REF. 311
(40mm TOP COVER)

TO BE CURTAILED
75mm FROM JOINT

FIRST POUR

200x300mm DEEP EDGE BEAM

NETBALL AND FIVE ASIDE COURT CONCRETE SLAB LAYOUT

SECOND POUR

MESH REF. 311 (40mm TOP ——
COVER) TO BE CURTAILED
75mm FROM JOINT

—_

1:4 SLOPE —\"r’_

BITUMEN PAINTED TO PREVIOUS
PANEL PRIOR TO CASTING OF NEW
PANEL SLAB
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150

250 MICRON THICK WATERPROOFING —
MEMBRANE UNDER CONCRETE

150mm LAYER IMPORTED MATERIAL (G2) —
COMPACTED TO 98% MOD AASHTO

150mm LAYER IMPORTED MATERIAL (G5) —

COMPACTED TO 95% MOD AASHTO

KEYED CONSTRUCTION JOINT (K.C.J)

SCALE 1: 10

SCALE 1:100

MESH REF. 311 (40mm TOP ——
COVER) TO BE CURTAILED
75mm FROM JOINT

SLAB —l ‘

200mm EXTENT OF LAYER
WORKS BEYOND EDGE BEAM

150

300

150

250 MICRON THICK WATERPROOFING —
MEMBRANE UNDER CONCRETE

150mm LAYER IMPORTED MATERIAL (G2) —
COMPACTED TO 98% MOD AASHTO

150mm LAYER IMPORTED MATERIAL (G5) —
COMPACTED TO 95% MOD AASHTO

SECTION A-A

(EDGE BEAM)
SCALE 1: 10

200x300mm DEEP EDGE BEAM

CONTRACTOR TO NOTE:
FLOOR SLAB PANELS TO BE
CAST IN ALTERNATE SEQUENCE

NEW 1m HIGH
HANDRAIL £ g
RAMP

125mm CONCRETE SLAB WITH
MESH REF. 193, 30mm COVER

GENERAL NOTES:

1. THESE NOTES SERVE AS AN ADDENDUM TO THE SPECIFICATION
IN THE BILL OF QUANTITIES FOR THIS PROJECT. IN THOSE CASES
WHERE THE SPECIFICATIONS IN THE BILL OF QUANTITIES DIFFER
FROM THESE NOTES, THESE NOTES SHALL TAKE PREFERENCE.

2. THE CONTRACTOR SHALL ALLOW FOR ALL STANDARDS /
SPECIFICATIONS WHICH ARE REFERRED TO IN THESE NOTES
AND WHICH ARE APPLICABLE ON THE SITE.

3. DRAWINGS SHALL BE CHECKED BY THE CONTRACTOR AND ANY
DISCREPANCIES IN THE DIMENSIONS SHALL BE BROUGHT TO THE
ATTENTION OF THE ENGINEER BEFORE WORK COMMENCES.

4. DRAWINGS MAY NOT BE SCALED.

5. ENGINEER TO CHECK ALL REINFORCING PRIOR TO CASTING OF
CONCRETE.

CONCRETE:

1. EXCEPT WHERE MENTIONED OTHERWISE IN THESE NOTES, THE
CONCRETE WORK SHALL COMPLY WITH SANS 1200 - CONCRETE
(STRUCTURAL) (LATEST REVISION).

2. ALL EXPOSED CORNERS OF CONCRETE (ie COLUMNS, BEAMS,
SLABS, etc) TO HAVE 20x20 CHAMFERS, UNLESS OTHERWISE
SPECIFIED, AND UNLESS CLADDED OR PLASTERED.

3. RADIUS CONCRETE EDGES WITH NOSING TOOL. (TO WALKWAYS,
STAIRS, DOOR WAYS WITH A STEP AND JOINT EDGES)

SURFACE BED

SURFACE BED TO BE WOOD FLOATED

FOR RAMP (NOT ARCHITECTURAL FINISH) SURFACE BEDS
BROOM WITH A STIFF BRISTLED NYLON BROOM AFTER POWER
FLOATING.

SLAB TO BE CURED FOR 7 DAYS AFTER CASTING OF CONCRETE
AND LEFT WET OR COVERED WITH PLASTIC MEMBRANE.
CEMENT TYPE TO BE USED IN ALL 25MPa AND 30MPa SURFACE
BEDS CEM [; 42,5 OR HIGHER. CEM Il A-V,W,L OR S; 32,5 OR
HIGHER.

NO SERVICE PIPES AND SLEEVES INTO SURFACE BED.

CONCRETE/MORTAR STRENGTHS

STRUCTURAL ELEMENT

FLOOR SLAB

notes:

All dimensions are given in millimetres, unless otherwise specified.

Do not scale drawings.

All dimensions to be checked on site before construction commences.
Contractors to adhere to all local authority's regulations and requirements.
All work to be done in accordance with the SANS1200

Any materials or products specified by trade name may be substituted by
an equally approved material or

product, subject to Civil Engineers approval.

All materials to be installed in strict accordance with
manufacturer's specifications.

saad

If it does pot say "FOR CONSTRUCTION" under "project status”, do not
build fronp this drawing!

NEW CONCRETE

1751.30
—

150mm G5 COMPACTED
TO 95% MOD AASHTO

250 MICRON THICK

150mm G7 OR BETTER MATERIAL

k WATERPROOFING

COMPACTED TO 93% MOD AASHTO

MEMBRANE UNDER

CONCRETE

TYPICAL RAMP STAIRCASE DETAIL

SCALE 1:25
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