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VAN WYKSRUST PUMP STATION
GENERATOR SLAB

GENERAL ARRANGEMENT, DETAILS & EARTHWORKS

INFRASTRUCTURE RENEWAL PLAN
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 1 : 50
PLAN VIEW
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SECTION A-A
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SECTION B-B

JW14466-RHD-C1-04-D-C-0401
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SECTION C-C

TYPICAL ISOMETRIC VIEW

 1 : 20
DETAIL 1: 500x500x500mm DRAINAGE SUMP

NOTES:

1.

2.
3.
4.

5.
6.

ALL DIMENSIONS AND LEVELS CONTAINING * ARE TO BE CONFIRMED ON SITE PRIOR TO COMMENCEMENT OF WORK. ANY 
DISCREPANCIES ARE TO BE REPORTED TO THE ENGINEER IMMEDIATELY. 
BOTTOM OF BASE FOUNDATION TO BE INSPECTED FOR GROUND CONDITION BEFORE CONCRETE IS POURED.
EXISTING GROUND LEVELS TO BE RESTORED AFTER EXCAVATION AND BACKFILL.
EXCAVATION METHOD AND EXTENT TO ENSURE THAT THERE IS NO DAMAGE TO EXISTING INFRASTRUCTURE. AN EXCAVATION 
AND COMPACTION METHOD STATEMENT IS TO BE PROVIDED, FOR APPROVAL BY THE ENGINEER, PRIOR TO EXCAVATION.
SETTING -OUT POINTS ARE A GUIDE; FINAL EXCAVATION TO BE CONFIRMED ON SITE BY CONTRACTOR. 
CONCRETE EDGES TO HAVE A 25x25mm CHAMFER.
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SECTION D-D
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KEY PLAN
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DETAIL 2: ENLARGED VIEW ON SLAB EDGE

GENERATOR SLAB - SETTING OUT

POINT X Y
GENERATOR - CONCRETE
CG-01 2913505.341 -89074.093
CG-02 2913502.171 -89080.890
CG-03 2913505.343 -89082.369
CG-04 2913508.513 -89075.572
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