NOTES:

1. THIS DRAWING IS A REPRESENTATION OF
WHAT MAY BE EXISTING ON SITE (BY
OTHERS). ALL RELEVANT DETAILS ARE TO
BE VERIFIED PRIOR TO COMMENCEMENT OF

WORK.
EXISTING DN700 RISING MAIN STEEL PIPELINE 2 ' - EXISTING PIPELINE NOTES:
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LINED WITH 3mm THICK POLYURETHANE
J = (SYSTEM E3) AND EXTERNALLY COATED
S SSLIPLINING i e WITH FUSION-BONDED EPOXY.
- : 2. EXPOSED MILD STEEL PIPES TO BE TOP
COATED WITH ACRYLIC MODIFIED ALIPHATIC
POLYURETHANE.
. EXPOSED MILD STEEL PIPES TO BE
INSTALLED ON THE WESTERN SIDE
=y . . : ADJACENT TO EXISTING FAR WESTERN PIPE
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EXISTING PIPE SUPPORT NOTES:
1. ONE END OF EACH PIPE LENGTH TO HAVE 50x12mm M.S STRAPS BOLTED DOWN ONTO PIER USING @16mm H.D. BOLTS.
(STRAPS TO RECEIVE TWO COATS APPROVED EPOXY TAR PAINT).
2. PIPES TO BE BEDDED ON 700x200x10mm THICK RUBBER INSERTION PADS COMPLYING WITH REQUIREMENTS OF
BS1737.
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