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GENERAL LAYOUT OF
SUBSTATION C

INFRASTRUCTURE RENEWAL PLAN
BW1400-RHD-C1-07-D-C-0701

L. NAICKER

N. O'GORMAN
L. NAICKER

1 : 250
PLAN VIEW SUBSTATION C

NOTES:

1.

2.
3.
4.
5.

ALL DIMESNIONS AND LEVELS CONTAINNIG * ARE TO BE CONFIRMED ON SITE PRIOR TO COMMENCEMENT OF WORK. ANY DISCREPANCIES ARE TO BE REPORTED TO THE ENGINEER 
IMMEDIATELY. 
SETTING-OUT DETAILS TO BE CONFIRMED ONCE THE ENGINEER IS IN RECEIPT OF THE CONTRACTORS SURVEYS (BOTH GPR AND TOPOGRAPHICAL).
CONSTRUCTION ACTIVITIES TO ENSURE NO DAMAGE TO EXISTING INFRASTRUCTURE. METHOD STATEMENTS REQUIRED PRIOR TO COMMENCEMENT OF SUCH ACTIVITIES. 
SEE DRAWING BW1400-RHD-C1-06-D-C-0601 FOR PERIMETER WALL DETAIL.
SEE DRAWING BW1400-RHD-C1-12-D-C-1201 FOR TYPICAL PAVEMENT DETAILS.
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