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Guidelines on Specification for Procuring Product


	1.  Guideline for Terms of reference

	This tender is for the panel of 4 service providers for casting of concrete slabs at Wespark Cemetery, over a period of three years. A quotation will be submitted when there is a need for slab/s to all successful Service providers. It will also depend on the expansion process of the cemetery and the number of funerals. The service provider should provide the price per slab and the annual escalation which will be the key to the evaluation of the tender. 
The service provider must specify how (%) and when he is escalating the price.

	RFQ NUMBER

DESCRIPTIONS

QUANTITY

Casting of concrete slabs according to the following specifications:

· Concrete strength 25Mpa

· 20 mm stone must be used

Strength at 28 days

Material quantities for 2 bag mixes

Quantities per m3 of concrete

Cement 50kg bags

Sand

Stone

Yield

M3

Wheelbarrow/liter

2

3
160 liters
3.5

160 liters
0.33
Cement

M3

Sand

M3

Stone

M3

MEDIUM

25 Mpa

7.7

0.62

0.62

PER SLAB
· The area must be compacted and levelled before the pouring of the concrete.
· Formwork must be accurate and clean before pouring the concrete.
· Cubs’ tests must be done to produce the required strength (25 Mpa) results).
· Test results must be available, in case of non-compliance, the slab will be redone for the costs of the service provider. 
· Each slab must be 44,4 m long, 1m wide and 100mm deep.
· Not less than 8mm reinforcing must be used.
· Each slab has 24 grave sites per side.
· Each grave had a plot width of 1.85m.
· Each grave must be numbered, in the middle of the plot, 100mm long on the wet concrete slab.
· A round hole of 10 mm diameter must be made at the back of the grave number not less than 125mm to use as an anchor to support the tombstone.
· Slabs must be floated and finished off smoothly and neatly.
· The contractor must supply their own water (no water nearby) material and equipment and a list of the equipment.
· The contractor must always use a concrete mixer for the correct concrete strength, and test samples should always be obtained for each slab cast and submitted to the Parks Offices
· A PRINTOUT OF A 3D PLAN WILL BE AVAILABLE IN THE TENDER DOCUMENT



	2.  CIDB Grading

	CIDB GRADING: 1CE and above


	3.  Preferential Points System

	Indicate whether the tender will be evaluated in terms of 80/20 below system for requirements up to R50 million and 90/10 system for requirements above R50 million.

	80/20


	4.  Duration of the Contract

	State how long the contract will take  

	THREE (3) Years


	5.  Functional or Technical Evaluation Criteria  (If Applicable) 

	See examples of Functional Evaluation Criteria below in Annexure A   

	5.1. technical evaluation will be on the specifications under point (1) Guidelines and as prescribed in Annexure A
5.2. Service providers/contractors must attach a construction plan based on the 3D plan attached 
5.3. In this panel the municipality will appoint the top 4 service providers who scored the highest point in terms of the Preferential Procurement Policy Framework Act (PPPFA).


ANNEXURE ‘’A’’

       Technical or Functional Evaluation Criteria and Functional Evaluation Report Guideline
This section outlines the processes followed when the technical evaluation will be conducted.  If a panel of evaluators will be used, it must be indicated in this section as well as the names of the members of the technical evaluation panel.  The evaluation criteria to be used must be indicated and the weighting thereof.  If there are any qualifying thresh holds, they must also be indicated in this section.  Where an external provider (consultant) will be used to evaluate tenders, the report of the consultant will serve as an annexure to this report.  This section must then summarise what the consultant will do.
ANNEXURE ‘’A’’
 Technical or Functional Evaluation Criteria and Functional Evaluation Report Guideline

 Only tenderers who score a minimum of 60 points in respect of the following criteria are eligible for further evaluation.
	QUALITY CRITERIA
	WEIGHT
	MAX NUMBER OF POINTS
	DOCUMENTS TO BE SUBMITTED AS PROOF TO SCORE POINTS

	Number of projects similar to the casting of the concrete (Please note that building a wall or house projects will not be considered. You need to demonstrate that you have experience in the casting of concrete slabs)
0-1 Projects

2-3 Projects

4-5 Projects

6-7 Projects 

8 and above

	1

2

3

4

5
	47
            
	Previous experience: bidders must attach appointments and completion letters of projects of similar work content.


	Response & completion of construction for 10 slabs 
Within 30 days
Within 40 days

Within 50 days

Within 60 days

Within 70 and longer days
	5

4

3

2

1
	46
	The service provider must submit a clear project implementation plan (PIP) for the completion of 10 slabs

	Locality 

Outside Free State 

Within Free State

Within Fezile Dabi District 

Within Moqhaka
	0

1

3

5
	
	

	MAX POSSIBLE SCORE 
	
	             100
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