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(iii)THE SIGNALS AND THE POWER SUPPLY SHALL BE CAPABLE
OF OPERATING UNDER ALL WEATHER CONDITIONS FOR UN-
INTERRUPTED PERIODS OF AT LEAST 15 HOURS.
(iv) STANDARD SIGNAL FACES WITH 210mm DIAMETER RED,
AMBER AND GREEN ASPECTS SHALL BE PROVIDED.
(v) THE TRAFFIC-CONTROL SIGNAL LIGHTS SHALL COMPLY WITH
SABS 1459-1988.  ASPECTS SHALL BE FITTED WITH 50 W
TUNGSTEN HALOGEN LAMPS.
(vi)TWO STANDARD SIGNAL FACES, BOTH ERECTED ON THE
CENTRELINE OF THE ROAD, SHALL BE PROVIDED TO CONTROL
EACH DIRECTION OF TRAFFIC.

NOTE:
TEMPORARY TRAFFIC-CONTROL SIGNAL SYSTEMS

A COMPLETE TRAFFIC CONTROL SIGNAL SYSTEM SHALL CONSIST OF FOUR
TRAFFIC CONTROL SIGNALS EACH WITH THREE ASPECTS, AND SHALL INCLUDE
THE CONTROL DEVICES, POWER SUPPLIES AND MOUNTINGS.

TEMPORARY TRAFFIC-CONTROL SIGNALS SHALL BE ERECTED WHERE DIRECTED
BY THE ENGINEER AND SHALL COMPLY WITH THE FOLLOWING REQUIREMENTS:
(i) THE PROVISIONS OF SARTSM, VOLUME 4, CHAPTER 10.
(ii) THE SIGNALS SHALL BE CAPABLE OF OPERATING UNDER MANUAL CONTROL
AND IF REQUIRED LINKED MANUAL CONTROL. AMBER TIMES SHALL BE A
MINIMUM OF 3 SECONDS.
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6. SIGNS SHALL BE POLE MOUNTED 1.5m OFF SHOULDER
BREAKPOINT UNLESS OTHERWISE SPECIFIED.
7. REFLECTIVE STRIPS (MIN. 150mm x 50mm) AT BACK OF
ALL SIGNS.
8. THE DIMENSION W = WIDTH OF THE SURFACED  SHOULDER
MINUS 0.5m.
9. FLOODLIGHTS: 2 x 400W METAL HALIDE FLOODLIGHTS
MOUNTED ONTO 9.0m WINCHED FIBRE GLASS POLE BOLTED
TO 1.5m BURIED GALVANISED STEM.
10. SEE SPECIFICATION SECTION B1500 (a) FOR FURTHER
DETAILS ON TRAFFIC CONTROL FACILITIES.
11. ALL COMPONENTS OF DELINEATORS SHALL BE OF DURABLE
PLASTIC MATERIAL.

NOTES:
1. TRAFFIC SIGNS SHALL COMPLY WITH THE
REQUIREMENTS OF THE:
(i) SOUTH AFRICAN ROADS TRAFFIC SIGNS MANUAL (SARTSM)
(ii) CHAPTER 13 OF SARTSM - VOLUME 2
2. SIGN SIZES: TGS-SERIES: 1600x1200mm
R AND TR-SERIES:  1200mm
TW AND W-SERIES: 1500mm SIDE
3. LETTER SIZE: TIN SERIES: 210mm UNLESS OTHERWISE SPECIFIED
4. THESE SIGNS SHALL BE ERECTED ON BOTH SIDES OF
THE ROAD.
5. AVERAGE WAIT  TIME ON SIGNS TO BE ADJUSTED
TO SUIT SITE CONDITIONS.
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