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STONES MUST BE BRUSHED SO THAT
THEIR TOP SURFACES ARE EXPOSED

NOTES FOR METHOD 2:

THE  TECHNIQUE  AND  REQUIREMENTS  LAID
DOWN  IN  METHOD  1  SHALL  APPLY  WITH
THE  FOLLOWING  EXCEPTIONS:

1. NO SMALL STONES SHALL BE USED TO
FILL THE SPACES BETWEEN THE
LARGER STONES.

2. TOPSOIL SHALL BE INTRODUCED BETWEEN
INDIVIDUAL STONES SIMULTANEOUSLY
WITH PLACING OF STONES.

3. ROOTED GRASS OR GRASS TUFTS SHALL
THEN BE PLACED IN THE TOPSOIL.

NOTES FOR GROUTED STONE PITCHING:

THE TECHNIQUE AND REQUIREMENTS LAID
DOWN IN METHOD 1 SHALL APPLY WITH
THE FOLLOWING EXCEPTION:

1. THE SPACES BETWEEN THE STONES
SHALL  BE FILLED WITH MORTAR.
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FRAGMENTS OF APPROVED STONE
PITCHING TO BE USED TO FILL UP
SPACES BETWEEN THE LARGER
STONES

PITCHING TO COMMENCE
FROM THE BOTTOM OF
THE SLOPE

THE STONES MUST BE LAID WITH
THEIR LONGITUDINAL AXES AT RIGHT
ANGLES TO THE SLOPE AND WITH
STAGGERED JOINTS

MIN DIMENSION OF
STONES 200mm

THE AREA MUST BE PREPARED BY
EXCAVATING,SHAPING AND TRIMMING
TO ACCOMMODATE THE STONEWORK TOPSOIL TO BE PLACED BETWEEN

STONES TO OBTAIN A FIRM BONDED
CONSTRUCTION
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