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NB:
This request to quote (RTQ) consists of four parts which are:
Part A: RFQ Details and Bidder Information Sheet 
Part B: Terms of Reference/ Scope of Works/ Project or Product Specifications
Part C:Pricing Schedule and “General Terms & Conditions”
Part D: National Treasury Standard Bidding Documents

PART A:
	RFQ DETAILS
Quotations to be submitted before the closing date and time to: OTR SCM Unit at: quotations@denelotr.co.za


	
RFQ
DESCRIPTION
	Bush clearing 
	RFQ NO.
	RFQ 2024/126

	
	
	RFQ DATE
	2023/11/14

	CLOSING DATE & TIME
	2023/11/24    at 11h00   QUOTE MUST BE VALID FOR 30 DAYS

	 PROCUREMENT OFFICER DETAILS
	Christopher September
	Tel No: 028 445 2000

	
	E-mail address
	Quotations@@denelotr.co.za



BIDDER INFORMATION SHEET
This Bidder Information Sheet and attached Schedules must be completed, signed and submitted with your bid/quotation.
All documents must be completed in block letters.
	Name of the Bidder:
	

	Postal Address:
	

	Domiciliumcitandi et executandi
in the RSA (Full street address)
	

	Full Name of the Authorised Representative:
	
	Email address:
	

	Telephone number:
	
	Cell phone number
	

	Capacity in which the Authorised Representative signs: this bid
	

	Bidder Registration Number:
	

	Bidder VAT Registration Number:
(If registered for VAT)
	
	CSD Registration Number:
	

	Signature of the Authorised Representative:
	
	Date of Signature
	

	Bid Total (Included is VAT and other applicable taxes)
	




PART B: TERMS OF REFERENCE/ SCOPE OF WORKS/ PRODUCT SPECIFICATIONS

The Denel Overberg Test Range invites quotations from suitably qualifying suppliers to conduct Environmental Tests as listed below.

PART C: PRICING SCHEDULE
Pricing Instruction:

	Item
	
	Description 
	UOM
	Qty
	Price (VAT Included)

	
	
	High Density Area 1
	EA
	
	

	
	
	High Density Area 2
	EA
	
	

	
	
	Lower Density Area 1
	EA
	
	

	
	
	Lower Density Area 2
	EA
	
	

	
	
	Price per hour for rental of the machine should additional work be required.
	
	
	

	
	
	Quote for site establishment and final removal of the machine back to base
	
	
	

	
	
	
	
	
	

	
	
	WORK MUST BE CONCLUDED by 26 January 2024 
	
	
	

	
	
	
	
	
	

	
	
	(STATEMENT OF WORK BELOW)
	
	
	

	
	
	Compulsory site visit 17 November 2023 11:00 am
	
	
	

	
	
	Total (VAT Included) 
	



GENERAL TERMS AND CONDITIONS

1. An acceptance of this quotation shall be subject to the following conditions
· General Conditions of Contract (July 2010) and other Treasury Guidelines.
· Valid Tax Clearance Certificate
· Valid BBBEE Certificate or Affidavit
· Registration on Central Supplier Database
· Registration on OTR Supplier Database
1. Responsive quotations shall be evaluated in accordance with the  Preferential Procurement Regulations of 2022
1. Denel Overberg Test Range reserves the right not to award this bid to the lowest bidder or the bidder that scored the highest number of points, or award parts of the bid to different bidders, or not to award the bid at all
4. All prices submitted MUST include VAT and other applicable taxes



Request for Quotation
Denel Overberg Test Range
Background
Denel OTR has a requirement to clear a bush to enable line of site from one test point to another.
Currently a large part of this area is overgrown with rooikrans bush, and needs to be cleared.
Statement of Work
Denel OTR did some research and is of the opinion that the best way to clear this bush is to use a mulching machine. This machine can either be mounted behind a tractor or on the boom of an excavator.
The option of the excavator might be the best as this will minimise flat wheels, however this is up to the contractor to decide what machine they would prefer as long as the work can be done by the specified date.
Areas to be cleared:
The areas to be cleared are defined as high density areas, and lower density areas. Below are the GPS positions of the respective areas.
High Density Area 1
34°32'41"S 20°15'25"E
34°32'23"S 20°15'34"E
34°32'21"S 20°15'37"E
34°32'37"S 20°15'37"E
Total area: 86,550 square meter (8.655 ha)
High Density Area 2
34°32'41"S 20°15'25"E
34°32'38"S 20°15'33"E
34°32'42"S 20°15'34"E
34°32'45"S 20°15'28"E
Total area: 25,183 square meter (2.518 ha)
Lower Density Area 1
34°32'37"S 20°15'37"E
34°32'21"S 20°15'37"E
34°32'18"S 20°15'42"E
34°32'32"S 20°15'51"E
Total area: 127,269 square meter (12.726 ha)
Lower Density Area 2
34°32'45"S 20°15'28"E
34°32'42"S 20°15'34"E
34°32'38"S 20°15'33"E
34°32'32"S 20°15'51"E
34°32'37"S 20°15'54"E
34°32'48"S 20°15'31"E
Total area: 135,718 square meter (13.571 ha)
Note: The above areas must be verified by the contractor. The waypoints are the fixed positions to be measured during the contract.
Pricing:
The contractor must give a fixed price per hectare for:
1. High Density Area 1 & 2
2. Lower density area 1 & 2
3. Additional the contractor must give a price per hour for rental of the machine should additional work be required.
4. Diesel will be supplied by OTR, and the price will be a dry rate. The contractor must give an indication of the fuel consumption per hectare for OTR planning purposes.
5. The contractor must also quote for site establishment and final removal of the machine back to base. This must be quoted as a separate line item.

Working Hours
Due to the limited time to complete the job, it is acceptable to work after OTR working hours, provided that it is not in low light conditions. (After dark)
No overstay on the premises will be allowed.
The contractor will be responsible for the transport of his personnel to and from the site.
Operator certification and PPE
The operator must be certified to operate the machine and all personnel must wear the correct PPE.


Potential Oil Spill
The machine used must be in a good condition with no oil and fuel leaks. In the unlikely event of an oil spill, such an oil spill must immediately be reported to the OTR environmental officer, where after OTR shall clear the oil spill according to OTR standards.
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