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Close existing door opening 
with accoustic drywall. 

Replace Existing drywall with new insulated or 
accoustic drywall up to 4289 height.

New door 800x2400mm and 
opening in new  position

New kitchen sink, countertop, 
complete plumbing,  and new 

top and bottom kitchen 
cabinets.

Remove exst extractor fan 
mounted on 1600mm 

x1350mm existing steel 
window.. 
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New woodern double door 
(1481mmx2400mm).

Demolish existing Kitchen in this 
area Remove exist sink and 

plumbing, make good. 

New Aspen Grey or  Light 
Brown matte Nu-Vinyl click 

system, measuring 1220 x 183 
mm".  

Stratus Gris tile 
600x600mm grey Matt.

New Aspen Grey or  Light Brown matte Nu-Vinyl 
click system, measuring 1220 x 183 mm".  

New Aspen Grey or  Light Brown 
matte Nu-Vinyl click system, 
measuring 1220 x 183 mm".  

New Aspen Grey or  Light Brown 
matte Nu-Vinyl click system, 
measuring 1220 x 183 mm".  

Belgotex fringe – layered floor 
carpets.  

Clean store room, paint walls 
and install new floor tiles. And 

new door.

New paint on walls and ceilings.  

New paint on walls and ceilings. 
New paint on walls and ceilings.

RECEPTION 
AREA

New paint on walls and ceilings, 
remove suspended celing.  

New door 800x2400mm 
and opening in new  

position

New wall mounted or mobile 
smart screen with built in 
mics and ceiling mounted  

speakers as per the 
specification.

KITCHEN
24,94m2

High windows to be mounted 
above door height.

High windows to be mounted 
above door height.

Up

Remove ext door and demolish ext drwall 

New woodern double door 
(1481mmx2400mm).

PROPOSED CLASSROOM

Reduce existing (1481mm x 2080mm double 
door)   opening to a new (900mmx2080mm 

single leaf door). 
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